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Change in Clause 4.2.2

4.2.2
Mapping of Attributes

Table 2: Mapping of Attributes

	Attribute defined in 3GPP TS 32.652
	Attribute defined in this CMIP SS

	bssFunctionId
	bssFunctionId

	btsSiteMgrId
	btsSiteMgrId

	latitude
	latitude

	longitude
	longitude

	gsmCellId
	gsmCellId

	cellIdentity
	cellGlobalIdentity (GSM 12.20 : 6.1996)

	lac
	

	mcc
	

	mnc
	

	cellAllocation
	cellAllocation (GSM 12.20 : 6.1996)

	ncc
	bsIdentityCode.ncc (GSM 12.20 : 6.1996)

	bcc
	bsIdentityCode.bcc (GSM 12.20 : 6.1996)

	lac
	lac (3GPP TS32.644:  5.2001)

only for the MOC gsmRelation

	rac
	rac (3GPP TS32.644:  5.2001)

	racc
	racc

	tsc 
	tsc (GSM 12.20 : 6.1996)

	rxLevAccessMin
	rxLevAccessMin (GSM 12.20 : 6.1996)

	msTxPwrMaxCCH
	msTxPwrMaxCCH (GSM 12.20 : 6.1996)

	hoppingSequenceNumber
	hoppingSequenceNumber (GSM 12.20 : 6.1996)

	plmnPermitted
	plmnPermitted (GSM 12.20 : 6.1996)

	gsmRelationId
	gsmRelationId

	
	

	adjacentCell
	adjacentCell 

(3GPP TS32.644:  5.2001)

	bcchFrequency
	bcchFrequency (GSM 12.20 : 6.1996)

	externalGsmCellId
	externalGsmCellId


End of Change in Clause 4.2.2

Change in Clause 5.2.9

5.2.9
gsmRelationBasicPackage

gsmRelationBasicPackage PACKAGE

   BEHAVIOUR

      gsmRelationBasicPackageBehaviour;

   ATTRIBUTES

      gsmRelationId GET,


 “3GPP TS 32.644 Release 4”: adjacentCell GET-REPLACE;

REGISTERED AS {ts32-654Package 9};

gsmRelationBasicPackageBehaviour BEHAVIOUR

   DEFINED AS

      "The ‘GsmRelation’ managed object contains radio network related parameters for the relation to the ‘GsmCell’ or ‘ExternalGsmCell’ managed object. Note: In handover relation terms, the cell containing the GSM Relation object is the source cell for the handover. The cell referred to in the GSM relation object is the target cell  for the handover. This defines a one-way handover relation where the direction is from source cell to target cell.”;

End of Change in Clause 5.2.9

End of Document
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