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5. Measurements related to the SGSN
5.1
Mobility Management


Change in Clause 5.1.48


5.1.48

Failed GPRS Attach Procedure

a) This measurement provides the number of GPRS attach procedures failures. The measurement is pegged by the failure cause. The three measurement types defined in e) are subject to the "2 out of 3 approach".

b) CC
c) On transmission by the SGSN of the GPRS ATTACH REJECT message to the MS, as defined in TS 23.060, indicating an attach failure, the relevant measurement is incremented according to the cause. Possible causes are included in TS 24.008. The sum of all supported per cause measurements shall be equal to the total number of GPRS attach failures. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.
d) A single integer value per measurement type as defined in e). The number of measurements is equal to the number of implemented per cause measurements plus a possible sum value identified by the .sum suffix 

e) MM. FailedGprsAttach.Cause
	MM. FailedGprsAttach.Cause
	Combined (don't care)

	MM. FailedGprsAttach.Cause.G
	GSM

	MM. FailedGprsAttach.Cause.U
	UMTS

	where Cause identifies the failure cause

	


f) Sgsn function

g) Valid for packet switching

h) GSM/UMTS

End of Change in Clause 5.1.48
5.6
Session Management


Change in Clause 5.6.25

5.6.25
Failed PDP context activation procedures initiated by MS

a) This measurement provides the number of Failed PDP context activation procedures. These include the static as well as the dynamic PDP addresses. This measurement is pegged by failure cause. The three measurement types defined in e) are subject to the "2 out of 3 approach".  
b) CC.

c) Transmission by the SGSN of an ACTIVATE PDP CONTEXT REJECT message indicating a PDP context activation failure, the relevant measurement is incremented according to the failure cause. Possible causes are included in TS 24.008 Annex G. The sum of all supported per cause measurements should equal the total number of PDP context activation failures. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.
d) A single integer value per measurement type as defined in e). The number of measurements is equal to the number of implemented per cause measurements plus a possible sum value identified by the .sum suffix.
e) The measurement name has the form SM.FailActPdpCtxtMs.Cause where Cause identifies the failure cause.
	SM. FailActPdpCtxtMs.Cause
	Combined (don't care)

	SM. FailActPdpCtxtMs.Cause.G
	GSM

	SM. FailActPdpCtxtMs.Cause.U
	UMTS

	where Cause identifies the failure cause

	


f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.


End of Change in Clause 5.6.25
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