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Reason for change:
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The protocol defines a useless cause code “Version not supported”, which is included in its Data Record Transfer Response and Redirection Response message. It is not possible to return a “Version not supported” cause code in version x if version x is not supported. Instead in such a case Version not Supported Message would be sent.




Summary of change:
(

The useless “version not supported” cause code should be removed from the messages that include it since it is redundant and can never be sent.




Consequences if 
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not approved:
The protocol would include useless cause code and may lead to confusion on the way different GTP Prime versions should be handled.
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Other comments:
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CR numbered NP-030096 for 3GPP TS 29.060, needs to be reverted back to remove the reference to the cause code “Version not supported”
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7.3.4.4
Redirection Response

A Redirection Response message shall be sent as a response of a received Redirection Request. The information elements of this message are listed in Table 12.

Table 12: Information Elements in a Redirection Response

Information Element
Presence requirement

Cause
Mandatory

Private Extension
Optional

Possible Cause values are:

-
"Request Accepted";

-
"No resources available";

-
"Service not supported";

-
"System failure";

-
"Mandatory IE incorrect";

-
"Mandatory IE missing";

-
"Optional IE incorrect";

-
"Invalid message format".

The optional Private Extension contains vendor- or operator-specific information.

7.3.4.6
Data Record Transfer Response

The message shall be sent as a response of a received Data Record Transfer Request. Also, several Data Record Transfer Requests can be responded by a single Data Record Transfer Response.

Table 14: Information Elements in a Data Record Transfer Response

Information Element
Presence requirement

Cause
Mandatory

Requests Responded
Mandatory

Private Extension
Optional

The Cause value is the same (whatever the value) for all those messages responded by that particular Response.

Possible Cause values are:

-
"Request Accepted";

-
"No resources available";

-
"Service not supported";

-
"System failure";

-
"Mandatory IE incorrect";

-
"Mandatory IE missing";

-
"Optional IE incorrect";

-
"Invalid message format";


-
"Request not fulfilled";

-
"CDR decoding error";

-
"Request already fulfilled";

-
"Request related to possibly duplicated packet already fulfilled".
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