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Change in Clause 7.2.28

7.2.28
SDP-Session-Description AVP


The SDP-Session-Description AVP (AVP code TBD) is of type UTF8String and holds the content of  an "attribute line" (v=, o=, s=, i= , c=, b= , etc.) related to a session, as described in [17]. 
End of Change in Clause 7.2.28

Change in Clause 5.1.3.2.1

5.1.3.2.1
Accounting-Request Message

Table 5.4 illustrates the basic structure of a Diameter Accounting-Request message as used for offline charging. The use of the AVPs is specified in subclause 5.1.3.3 per IMS node and ACR type.

Table 5.4: Accounting-Request (ACR) Message Contents for Offline Charging
	Diameter base protocol AVPs

	AVP
	Used in offline ACR

	<Diameter-Header:271,REQ,PXY>
	Yes

	<Session-Id> -- Diameter Session Id
	Yes

	{Origin-Host}
	Yes

	{Origin-Realm}
	Yes

	{Destination-Realm}
	Yes

	{Accounting-Record-Type}
	Yes

	{Accounting-Record-Number}
	Yes

	[Acct-Application-Id]
	No

	[Vendor-Specific-Application-Id]
	Yes

	[User-Name]
	Yes

	[Accounting-Sub-Session-Id]
	No

	[Accounting-RADIUS-Session-Id]
	No

	[Acct-Multi-Session-Id]
	No

	[Acct-Interim-Interval]
	Yes

	[Accounting-Realtime-Required]
	No

	[Origin-State-Id]
	Yes

	[Event-Timestamp]
	Yes

	*[Proxy-Info]
	No

	*[Route-Record]
	No

	*[AVP]
	No

	Diameter Credit Control AVP

	[Subscription-Id]
	No

	[Requested-Action]
	No

	*[Requested-Service-Unit]
	No

	*[Used-Service-Unit]
	No

	*[Service-Parameter-Info]
	No

	[Abnormal-Termination-Reason]
	No

	*[Accounting-Correlation-Id]
	No

	[Credit-Control-Failure-Handling]
	No

	[Direct-Debiting-Failure-Handling]
	No

	[Re-Transmission]
	Yes

	3GPP Diameter accounting AVPs

	[Event-Type]
	Yes

	[Role-of-node]
	Yes

	[User-Session-ID ]
	Yes

	[Calling-Party-Address]
	Yes

	[Called-Party-Address]
	Yes

	[Time-stamps]
	Yes

	*[Application-Server]
	only for S-CSCF

	*[Application-provided-Called-Party-Address]
	only for S-CSCF

	*[Inter-Operator-Identifier]
	yes

	[IMS-Charging-Identifier]
	yes

	*[SDP-Session-Description]
	yes

	*[SDP-Media-Component]
	yes

	[GGSN-Address]
	Yes

	[Served-Party-IP-Address]
	only for P-CSCF

	[Authorised-QoS]
	only for P-CSCF

	[Server-Capabilities]
	Only for I-CSCF

	[Trunk-Group-ID]
	only for MGCF

	[Bearer-Service]
	only for MGCF

	[Service-ID]
	Only for MRFC

	[UUS-Data] 
	Yes


NOTE:
For AVP of type "Grouped" only the group AVP is listed in table 5.4. Detailed descriptions of the AVPs is provided in clause 7.

End of Change in Clause 5.1.3.2.1

End of Change in Clause 7.2.29
7.2.29
Served-Party-IP-Address AVP

The Served-Party-IP-Address AVP (AVP code TBD) is of type IPAddress and holds the IP address of either the calling or called party, depending on whether the proxy is in touch with the calling or the called party and is provided only by the P-CSCF.
End of Change in Clause 7.2.29
End of Document
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