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Change in Clause 4.3.2

4.3.2
Mapping of Attributes

The following table shows the mapping of the IOC attributes defined in the IS of the Generic State Management to their equivalents in this CMIP Solution Set.

Table 4.2: Mapping of Attributes

	Attribute defined in 3GPP TS 32.672 [6]
	Attribute defined in this CMIP SS

	operationalState
	operationalState (ITU‑T Recommendation X.721 [7])

	usageState
	usageState (ITU‑T Recommendation X.721 [7])

	administrativeState
	administrativeState (ITU‑T Recommendation X.721 [7])

	alarmStatus
	alarmStatus (ITU‑T Recommendation X.721 [7])

	proceduralStatus
	proceduralStatus (ITU‑T Recommendation X.721 [7])

	availabilityStatus
	availabilityStatus (ITU‑T Recommendation X.721 [7])

	controlStatus
	controlStatus (ITU‑T Recommendation X.721 [7])

	standbyStatus
	standbyStatus (ITU‑T Recommendation X.721 [7])

	unknownStatus
	unknownStatus (ITU‑T Recommendation X.721 [7])


End of Change in Clause 4.3.2

Change in Clause 5.1.4

5.1.4
alarmStatusAttributePackage

alarmStatusAttributePackage PACKAGE

BEHAVIOUR



alarmStatusAttributePackageBehaviour;


ATTRIBUTES



"Rec. X.721 | ISO/IEC 10165-2 : 1992":alarmStatus GET;

REGISTERED AS {ts32-674Package 4};

alarmStatusAttributePackage BEHAVIOUR
DEFINED AS

"This package has been defined to provide the alarmStatus attribute as described in ITU‑T Rec. X.721 of a managed object.";

End of Change in Clause 5.1.4
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