Page 1



3GPP TSG-SA5 (Telecom Management)
S5-036663

Meeting #34, Sophia Antipolis, FRANCE, 19-23 May 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.644
	CR
	CRNum
	(

rev
	-
	(

Current version:
	4.1.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Removal of relationType

	
	

	Source:
(

	SA5 (clemens.suerbaum@siemens.com)

	
	

	Work item code:
(

	OAM-CM
	
	Date: (

	22/05/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	There is a CR to 32.642 to remove relationType from the information model. This CR aligns 32.644 with this change.

A headline for an attribute definition clause is missing.

	
	

	Summary of change:
(

	Removal of references

	
	

	Consequences if 
(

not approved:
	Inconsistent specifications

	
	

	Clauses affected:
(

	4.2.2, 5.2.3, 5.3.7, 5.3.18, 6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Change in Clause 4.2.2

4.2.2
Mapping of Attributes

Table 2: Mapping of Attributes

	Attribute defined in 3GPP TS 32.642
	Attribute defined in this CMIP SS

	rncFunctionId
	rncFunctionId 

	userLabel
	userLabel (ITU-T M.3100  1995)

	nodeBFunctionId
	nodeBFunctionId 

	nodeBFunction-IubLink
	nodeB2iubLink 

	utranCellId
	utranCellId 

	utranCell-IubLink
	utranCell2iubLink 

	iubLinkId
	iubLinkId 

	iubLink-UtranCell
	iubLink2UtranCell 

	iubLink-NodeBFunction
	iubLink2NodeBFunction 

	mcc
	mcc

	mnc
	mnc

	rncId
	rncId

	cId
	cId

	localCellId
	localCellId

	uarfcnUl
	uarfcnUl

	uarfcnDl
	uarfcnDl

	primaryScramblingCode
	primaryScramblingCode

	primaryCpichPower
	primaryCpichPower

	maximumTransmissionPower
	maximumTransmissionPower

	primarySchPower
	primarySchPower

	secondarySchPower
	secondarySchPower

	bchPower
	bchPower

	lac
	lac

	rac
	rac

	sac
	sac

	ura
	ura

	utranRelationId
	utranRelationId

	
	

	adjacentCell
	adjacentCell

	uarfcnUl
	uarfcnUl

	uarfcnDl
	uarfcnDl

	primaryScramblingCode
	primaryScramblingCode

	primaryCpichPower
	primaryCpichPower

	externalUtranCellId
	externalUtranCellId


End of Change in Clause 4.2.2

Change in Clause 5.2.3

5.2.3
utranRelationBasicPackage

utranRelationBasicPackage PACKAGE

   BEHAVIOUR

      utranRelationBasicPackageBehaviour;

   ATTRIBUTES

 
utranRelationId GET,



uarfcnUl GET,


uarfcnDl GET,


primaryScramblingCode GET,


primaryCpichPower GET,


lac GET;

REGISTERED AS {ts32-644Package 3};

End of Change in Clause 5.2.3

Change in Clause 5.3.7

5.3.7
uarfcnDl

uarfcnDl ATTRIBUTE

   WITH ATTRIBUTE SYNTAX    TS32-644TypeModule.UarfcnDl;

   MATCHES FOR EQUALITY;

   BEHAVIOUR

      uarfcnDlBehaviour;

REGISTERED AS {ts32-644Attribute 7};

uarfcnDlBehaviour BEHAVIOUR

   DEFINED AS

      " The DL UTRA absolute Radio Frequency Channel number, UARFCN (Ref. 3 GPP TS 25.433).”;
5.3.7a
primaryScramblingCode 

primaryScramblingCode ATTRIBUTE

   WITH ATTRIBUTE SYNTAX    TS32-644TypeModule.PrimaryScramblingCode;

   MATCHES FOR EQUALITY;

   BEHAVIOUR

      primaryScramblingCodeBehaviour;

REGISTERED AS {ts32-644Attribute 8};

primaryScramblingCodeBehaviour BEHAVIOUR

   DEFINED AS

      " The primary DL scrambling code used by the cell (Ref. 3 GPP TS 25.433).”;
End of Change in Clause 5.3.7

Change in Clause 5.3.18

5.3.18
relationType
void










End of Change in Clause 5.3.18

Change in Clause 6

6
ASN.1 Definitions

TS32-644TypeModule {ccitt (0) identified-organization (4) etsi (0) 

mobileDomain (0) umts-Operation-Maintenance (3) ts32-644 (644)


       informationModel (0) asn1Module (2) version1 (1)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

--EXPORTS everything

IMPORTS

GeneralObjectId, GeneralObjectPointer, GeneralObjectPointerList  

FROM  TS32-624TypeModule {ccitt (0) identified-organization (4) etsi (0) 

mobileDomain (0) umts-Operation-Maintenance (3) ts32-624 (624)

informationModel (0) asn1Module (2) version1 (1)}
MobileCountryCode, MobileNetworkCode, LocationAreaCode 

 FROM  GSM1220TypeModule {ccitt (0) identified-organization (4) etsi (0) mobileDomain (0) gsm-

Operation-Maintenance (3) gsm-12-20 (20) informationModel (0) asn1Module (2)

asn1TypeModule (0)}
-- 3GPP TS 32.644 related Object Identifiers

baseNodeUMTS  OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) 



      



umts-Operation-Maintenance(3)}

ts32-644

OBJECT IDENTIFIER ::= { baseNodeUMTS ts32-644(644)}

ts32-644InfoModel
OBJECT IDENTIFIER ::= { ts32-644 informationModel(0)}

ts32-644ObjectClass  
OBJECT IDENTIFIER ::= { ts32-644InfoModel managedObjectClass(3)}

ts32-644Package

OBJECT IDENTIFIER ::= { ts32-644InfoModel package(4)}

ts32-644Parameter

OBJECT IDENTIFIER ::= { ts32-644InfoModel parameter(5)}

ts32-644NameBinding  
OBJECT IDENTIFIER ::= { ts32-644InfoModel nameBinding(6)}

ts32-644Attribute

OBJECT IDENTIFIER ::= { ts32-644InfoModel attribute(7)}

ts32-644Action

OBJECT IDENTIFIER ::= { ts32-644InfoModel action(9)}

ts32-644Notification
OBJECT IDENTIFIER ::= { ts32-644InfoModel notification(10)}

-- Start of 3GPP SA5 own definitions

RncId :: = INTEGER

CId ::= INTEGER

LocalCellId ::= INTEGER

UarfcnUl ::= INTEGER

UarfcnDl ::= INTEGER

PrimaryScramblingCode ::= INTEGER

PrimaryCpichPower ::= INTEGER

MaximumTransmissionPower ::= INTEGER

PrimarySchPower ::= INTEGER

SecondarySchPower ::= INTEGER

BchPower ::= INTEGER

Lac ::= INTEGER

Rac ::= INTEGER

Sac ::= INTEGER

Ura ::= INTEGER







END
-- of TS32-644TypeModule                                                         

End of Change in Clause 6
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