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When HSS sends the Trace Session activation message to MSS it shall include the following parameters to the message:

· IMSI or IMEI(SV)

· Trace reference

· Start and stop triggering events in MSS

· Start and stop triggering events in MGW (Optional)

· Start and stop triggering events in RNC (Optional)

· Start and stop triggering events in BSC (Optional)

· Trace Depth

· List of NE types to trace

· List of interfaces to trace in MSS (Optional)

· List of interfaces to trace in MGW (Optional)

· List of interfaces to trace in RNC (Optional)

· List of interfaces to trace in BSC (Optional)

When the MSC Server sends the Trace Session activation message to MGW it shall include the following parameters to the message:

· IMSI or IMEI(SV)

· Trace reference

· Trace Recording Session Reference

· Start and stop triggering events in MGW (Optional)

· Trace Depth

· List of interfaces to trace in MGW (Optional)

When HSS sends the Trace Session activation message to SGSN it shall include the following parameters to the message:

· IMSI or IMEI(SV)

· Trace reference

· Start and stop triggering events in SGSN

· Start and stop triggering events in GGSN (Optional)

· Start and stop triggering events in RNC (Optional)

· Start and stop triggering events in BSC (Optional)

· Trace Depth

· List of NE types to trace

· List of interfaces to trace in SGSN (Optional)

· List of interfaces to trace in GGSN (Optional)

· List of interfaces to trace in RNC (Optional)

· List of interfaces to trace in BSC (Optional)

When the SGSN sends the Trace Session activation message to GGSN it shall include the following parameters to the message:

· IMSI or IMEI(SV)

· Trace reference

· Trace Recording Session Reference

· Start and stop triggering events in GGSN (Optional)

· Trace Depth

· List of interfaces to trace in GGSN (Optional)

