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4.2.5 Trace Session Deactivation Signalling based

A Trace Session is deactivated first always from the Management System. In case of home subscriber trace in the HPLMN the Trace Session deactivation should go to the HSS. 

In case of foreign Subscriber Trace the Trace Session deactivation should go to MSS/VLR or to SGSN. The Management System shall deactivate the Trace Session in the same NE where it activated the Trace Session. 

When the HSS receives the Trace Session deactivation command from the Management system it shall deactivate the active Trace Session in HSS. The Trace Session to be deactivated is found based on the Trace reference received in the Trace Session deactivation command. The HSS shall delete all the trace control and configuration parameters associated with the Trace Session, which is deactivated.

If a Trace Recording Session is going on in the HSS when it received the Trace Session deactivation, the HSS may finish the Trace Recording Session and the Trace Session is deactivated after the end of the Trace Recording Session.

If the Trace Reference received in the Trace Session deactivation does not exist in the HSS, HSS should dismiss the Trace Session deactivation command. 

4.2.5.3 Trace Session Deactivation in CS domain

When the HSS receives the Trace Session deactivation command from the Management System it shall send the MAP_DEACTIVATE_TRACE_MODE message to the MSS. 

When the MSS receives the MAP_DEACTIVATE_TRACE_MODE message it shall deactivate the Trace Session identified by the Trace reference received in the Trace Session deactivation message (MAP_DEACTIVATE_TRACE_MODE). If a Trace Recording Session is going on in the MSS at the time when it receives the MAP_DEACTIVATE_TRACE_MODE message, the MSS may finish the Trace Recording Session, but shall deactivate the Trace Session immediately after the end of the Trace Recording Session. When MSS deactivates the Trace Session it shall delete all the trace control and configuration parameters associated to the Trace Session identified by the Trace Reference received in the MAP_DEACTIVATE_TRACE_MODE message.

4.2.5.3 Trace Session Deactivation in PS domain

When the HSS receives the Trace Session deactivation command from the Management System it shall send the MAP_DEACTIVATE_TRACE_MODE message to the SGSN. 

When the SGSN receives the MAP_DEACTIVATE_TRACE_MODE message it shall deactivate the Trace Session identified by the Trace reference received in the Trace Session deactivation message (MAP_DEACTIVATE_TRACE_MODE). If a Trace Recording Session is going on in the SGSN at the time when it receives the MAP_DEACTIVATE_TRACE_MODE message, the SGSN may finish the Trace Recording Session, but shall deactivate the Trace Session immediately after the end of the Trace Recording Session. When SGSN deactivates the Trace Session it shall delete all the trace control and configuration parameters associated to the Trace Session identified by the Trace Reference received in the MAP_DEACTIVATE_TRACE_MODE message.

