3GPP TSG-SA5 (Telecom Management)
S5-038558
Meeting #35, Sophia Antipolis, FRANCE, 27 August - 10 September 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.403
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Correction of “ outgoing intra-cell hard handovers measurements ”

	
	

	Source:
(

	SA5 (China Mobile, Rui Lanlan)

	
	

	Work item code:
(

	OAM-PM
	
	Date: (

	05/09/2003

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The current measured object class of “Outgoing intra-cell hard handovers” measurements is UtranRelation. It describes the handover relation of neighbour cells, but not the handover relation of intra cell.

	
	

	Summary of change:
(

	Modify description and measurement object class of “Outgoing intra-cell hard handovers” measurments.

	
	

	Consequences if 
(

not approved:
	The description and measurement object class will remain inconsistent with the behaviour for those measurements.

	
	

	Clauses affected:
(

	4.10.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Mirror CR of S5-038556


Change in Clause 4.10.1
4.10.1
Intra-cell hard handovers

The three measurement types defined in the subclause 4.10.1.n for intra-cell hard handovers are subject to the "2 out of 3 approach".

4.10.1.1
Attempted intra-cell hard handovers

a) This measurement provides the number of attempted intra-cell hard handovers per cell.

b) CC.

c) Transmission of a RRC message PHYSICAL CHANNEL RECONFIGURATION, RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, RADIO BEARER RELEASE, or TRANSPORT CHANNEL RECONFIGURATION from the source RNC to the UE, indicating the attempt of an intra-cell hard handover (see TS 25.331).

d) A single integer value.

e) HHO.AttIntraCell.

f) UtranCell.

g) Valid for circuit switched and packet switched traffic.

h) UMTS.

4.10.1.2
Successful intra-cell hard handovers

a) This measurement provides the number of successful intra-cell hard handovers per cell.

b) CC.

c) Receipt of a RRC message PHYSICAL CHANNEL RECONFIGURATION COMPLETE, RADIO BEARER SETUP COMPLETE, RADIO BEARER RECONFIGURATION COMPLETE, RADIO BEARER RELEASE COMPLETE, or TRANSPORT CHANNEL RECONFIGURATION COMPLETE sent from the UE to the source RNC, indicating a successful intra-cell hard handover (see TS 25.331).

d) A single integer value.

e) HHO.SuccIntraCell.

f) UtranCell.

g) Valid for circuit switched and packet switched traffic.

h) UMTS.

4.10.1.3
Failed intra-cell hard handovers

a) This measurement provides the number of failed intra-cell hard handovers per cell per cause, where the UE returned to the original physical channel configuration.

b) CC.

c) Receipt of a RRC message PHYSICAL CHANNEL RECONFIGURATION FAILURE, RADIO BEARER SETUP FAILURE, RADIO BEARER RECONFIGURATION FAILURE, RADIO BEARER RELEASE FAILURE, or TRANSPORT CHANNEL RECONFIGURATION FAILURE sent from the UE to the source RNC, indicating a failed intra-cell hard handover. Failure causes are defined within TS 25.331. The sum of all supported per cause measurements shall equal the total number of failed events. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form HHO.FailIntraCell.Cause 
where Cause identifies the failure cause.

f) UtranCell.

g) Valid for circuit switched and packet switched traffic.

h) UMTS.

End of Change in Clause 4.10.1
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