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	Reason for change:
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	Vendor specific extended (VSE) IOCs are not supported.  The list of legal values is not future proof.

	
	

	Summary of change:
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	Update (replace set of old values with rule) the Comment column of Table 15 of subclause 6.1.5.1.


	
	

	Consequences if 
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not approved:
	Support of VSE IOCs would be ambiguous.  The list would need to be updated when an IOC is added or removed.

	
	

	Clauses affected:
(

	Table 15 of subclause 6.1.5.1.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
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Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Change in Table 15: Attributes of Subclause 6.1.5.1.

…

	managedElementType
	The type of managed element. It is a multi-valued attribute with one or more elements. Thus, it may represent one ME functionality, e.g. an RNC, or a combination of more than one functionality e.g. an MSC/HLR. 

The actual syntax and encoding of this attribute is Solution Set specific.
	The legal values of this attribute are the names of the IOC(s) that are (a) derived/subclassed from ManagedFunction and (b) name-contained by ManagedElement IOC.   
Three examples of legal values are: 
· "RncFunction";
· "MscFunction", "HlrFunction", "VlrFunction";

· “MscFunction_xxx” (note that this represents a vendor-specific-extended IOC where xxx is a vendor defined string.)


…

End of Change of Table 15: Attributes of Subclause 6.1.5.1
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