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· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.200: "Telecommunication management; Charging management; Charging principles".

[3]
IETF Internet-Draft, "Diameter Base Protocol".

http://www.ietf.org/internet-drafts/draft-ietf-aaa-diameter-17.txt

NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.

[4]
3GPP TS 33.201: "Access domain security".

[5]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".

[6]
IETF RFC 2486: "The Network Access Identifier".

[7]
3GPP TS 23.207: "End to end quality of service concept and architecture".

[8]
3GPP TS 29.207: "Policy control over Go interface".

[9]
ITU-T Recommendation X.690: "Information technology - ASN.1 encoding rules: Specification of Basic Encoding Rules (BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER)".

[10]
ITU-T Recommendation X.691: "Information technology - ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)".

[11]
ITU-T Recommendation X.693: "Information Technology - ASN.1 encoding rules: XML encoding Rules (XER)".

[12]
3GPP TS 24.228: "Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3".

[13]
IETF Internet-Draft, "Diameter Credit Control Application".
http://www.ietf.org/internet-drafts/draft-ietf-aaa-diameter-cc-00.txt  
NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.
[14]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3."

[15]
IETF Internet-Draft, "Private Extensions to the Session Initiation Protocol (SIP) for the 3rd Generation Partnership Projects (3GPP)".
http://www.ietf.org/internet-drafts/draft-garcia-sipping-3gpp-p-headers-02.txt or  ftp://ftp.rfc-editor.org/in-notes/rfc3455.txt

NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.

[16]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[17]
IETF Internet-Draft, "SDP: Session Description Protocol".
http://www.ietf.org/internet-drafts/draft-ietf-mmusic-sdp-new-13.txt
NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.

[18]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[19]
3GPP TS 29.229: "Cx and Dx Interfaces based on the Diameter protocol; Protocol Details".

[20]
IETF RFC 2806: "URLs for Telephone Calls".
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