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1 Background

To satisfy the PM Requirements, the PM IRP IS needs to include features of other Interface IRPs such as Alarm IRP, Notification IRP and File Transfer IRP.  

During the course of reviewing the draft PM IRP IS document, there are discussions on the following:

1. If some particular notification specifications, e.g., notifyNewAlarm, should be documented inside PM IRP IS;

2. If a new notation, the so-called Component Diagram, should be introduced to convey the idea that a compliant PM IRPAgent should offer certain features defined/specified in other Interface IRP specifications, such as Alarm IRP, File Transfer IRP.

This paper is not addressing the above points directly.  It rather identifies specific operations and notifications, from various Interface IRP specifications, that a compliant “PM IRPAgent” shall support.  With the group agreement on the list (this or a revised list), we can then capture the agreement in the PM IRP IS, using text or (new or old) notation. 

This paper proposes text for insertion into current PM IRP IS draft.

2. Proposal

Insert the following text as additional paragraphs in sub-clause 4.2 of PM IRP IS draft.

“

For an IRPAgent to be compliant to the PM IRP IS, it shall include the following:
1. The support of all mandatory items (e.g., operation) defined in this specification.

2. An FTIRP that shall have: 

a. An FTP Server capability.

b. The capability to emit notifyFileReady and notifyFilePreparationError.

3. The capability to respond to getIRPVersions() with PM IRP SS Version string(s).

4. A compliant NotificationIRP.

5. A compliant AlarmIRP if the PM IRPAgent PMIRP supports the threshold monitoring capabilities.

It is noted that the NotificationIRP may not be exclusively used by the PMIRP.  It may be shared by other xxxIRP(s) such as BasicCMIRP in the sense that in a single subscribe operation, the IRPManager can subscribe for both PM and CM related notifications.  Whether the NotificationIRP is shared or not is a vendor-specific design choice.

It is noted that the AlarmIRP may not be exclusively used by the PMIRP.  Its AlarmList may contain non-PM related alarms, for example.  Such usage of AlarmIRP is a vendor-specific design choice.  

“
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