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In the following tables Nokia proposes the following changes. The changes are marked with track changes tool.

	S-CSCF:

	
	Start triggering events
	Stop triggering events

	SIP INVITE method
	Reception of the initial SIP INVITE request 
	Sending of the SIP response to the SIP BYE request (sending or receiving) or any other error response

	SIP REGISTER methods
	Reception of SIP REGISTER request 
	Sending the SIP response to the SIP REGISTER request

	SIP MESSAGE method
	Reception of SIP MESSAGE request
	Sending the SIP response to the SIP MESSAGE request

	SIP SUBSCRIBE method
	Reception of SIP SUBSCRIBE request
	Sending the SIP response to the final SIP NOTIFY request

	
	
	

	other SIP methods
	Reception of any other SIP requests (e.g. OPTIONS, REFER, INFO)
	Sending the SIP response to the appropriate SIP request

	
	
	


	P-CSCF:

	
	Start triggering events
	Stop triggering events

	Invite method
	Reception of the initial SIP INVITE request 
	Sending of the SIP response to the SIP BYE request (sending or receiving) or any other error response

	Register method
	Reception of SIP REGISTER request 
	Sending the SIP response to the SIP REGISTER request

	Message method
	Reception of SIP MESSAGE request
	Sending the SIP response to the SIP MESSAGE request

	Subscribe method
	Reception of SIP SUBSCRIBE request
	Sending the SIP response to the final SIP NOTIFY request

	
	
	

	other SIP methods
	Reception of any other SIP requests (e.g. OPTIONS, REFER, INFO)
	Sending the SIP response to the appropriate SIP request

	
	
	


Nokia proposes to use the SIP call ID as Trace Recording Session reference. It is already available in P-CSCF and in S-CSCF, therefore no special requirement is needed for its propagation and this value uniquely identifies each SIP session. It fulfils the requirements for the Trace recording Session Reference.

