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Change in Clause 5

5
GDMO Definitions

5.1
Managed Object Classes

5.1.1
bssFunction

bssFunction MANAGED OBJECT CLASS
   DERIVED FROM

      "3GPP TS 32.624 Release 5": managedFunction;

   CHARACTERIZED BY

      bssFunctionBasicPackage,

      "3GPP TS 32.111-4 Release 5": x721AlarmNotificationsPackage;
   CONDITIONAL PACKAGES

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in 

              ITU-T Rec. X.721 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              is supported by an instance of this class.";
REGISTERED AS {ts32-654ObjectClass 1};

5.1.2
btsSiteMgr

btsSiteMgr MANAGED OBJECT CLASS
   DERIVED FROM

      "3GPP TS 32.624 Release 5": managedFunction;

   CHARACTERIZED BY

      btsSiteMgrBasicPackage,

      "3GPP TS 32.111-4 Release 5": x721AlarmNotificationsPackage;

   CONDITIONAL PACKAGES

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in 

              ITU-T Rec. X.721 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              is supported by an instance of this class.",

      "3GPP TS 32.674 Release 5": operationalStateAttributePackage

          PRESENT IF

             "Instances of this MOC support operationalState attribute.",

      btsSiteMgrGeoPositionPackage

          PRESENT IF

             "the attributes defined in this package are supported by an instance of this class.";

REGISTERED AS {ts32-654ObjectClass 2};

5.1.3
gsmCell

gsmCell MANAGED OBJECT CLASS
   DERIVED FROM

      "3GPP TS 32.624 Release 5": managedFunction;

CHARACTERIZED BY

      gsmCellBasicPackage,

      gsmCellMandatoryPackage,

      "3GPP TS 32.111-4 Release 5": x721AlarmNotificationsPackage;

   CONDITIONAL PACKAGES

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in 

              ITU-T Rec. X.721 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              is supported by an instance of this class.",

      gsmCellOptionalPackage PRESENT IF

      "the attributes defined in this package are supported by an instance of this class.";

REGISTERED AS {ts32-654ObjectClass 3};

5.1.4
externalGsmCell

externalGsmCell MANAGED OBJECT CLASS
   DERIVED FROM

      "3GPP TS 32.624 Release 5": managedFunction;

   CHARACTERIZED BY

      externalGsmCellBasicPackage,

      externalGsmCellMandatoryPackage;

   CONDITIONAL PACKAGES

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in 

              ITU-T Rec. X.721 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              is supported by an instance of this class.",

     gsmCellOptionalPackage

          PRESENT IF

             "the attributes defined in this package are supported by an instance of this class.";

REGISTERED AS {ts32-654ObjectClass 4};

5.1.5
gsmRelation

gsmRelation MANAGED OBJECT CLASS
   DERIVED FROM

      "Recommendation X.721: 1992":top;

   CHARACTERIZED BY

      gsmRelationBasicPackage;

   CONDITIONAL PACKAGES

      gsmRelationOptionalPackage

          PRESENT IF

             "the attributes defined in this package are supported by an instance of this class.",

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in
              ITU-T Rec. X.721
 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              are supported by an instance of this class.";

REGISTERED AS {ts32-654ObjectClass 5};

5.1.6
externalBssFunction

externalBssFunction MANAGED OBJECT CLASS
   DERIVED FROM

      "3GPP TS 32.624 Release 5": managedFunction;

   CHARACTERIZED BY

      externalBssFunctionBasicPackage;
   CONDITIONAL PACKAGES

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in 

              ITU-T Rec. X.721 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              is supported by an instance of this class.";
REGISTERED AS {ts32-654ObjectClass 6};

5.2
Packages

5.2.1
bssFunctionBasicPackage

bssFunctionBasicPackage PACKAGE
   BEHAVIOUR

      bssFunctionBasicPackageBehaviour;

   ATTRIBUTES

      bssFunctionId   GET;

REGISTERED AS {ts32-654Package 1};

bssFunctionBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "The Managed Object Class bssFunction represents BSS functionality.";

5.2.2
btsSiteMgrBasicPackage
btsSiteMgrBasicPackage PACKAGE
   BEHAVIOUR

      btsSiteMgrBasicPackageBehaviour;

   ATTRIBUTES

      btsSiteMgrId   GET;

REGISTERED AS {ts32-654Package 2};

btsSiteMgrBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "The 'BtsSiteMgr' managed object contains site specific information for a BTS site.";

5.2.3
btsSiteMgrGeoPositionPackage
btsSiteMgrGeoPositionPackage PACKAGE
   BEHAVIOUR

      btsSiteMgrGeoPositionPackageBehaviour;

   ATTRIBUTES

      longitude   GET-REPLACE,

      latitude    GET-REPLACE;

REGISTERED AS {ts32-654Package 3};

btsSiteMgrGeoPositionPackageBehaviour BEHAVIOUR
DEFINED AS

   "This package contains the attributes describing the geographic position of a BTS site.";

5.2.4
gsmCellBasicPackage

gsmCellBasicPackage PACKAGE
   BEHAVIOUR

      gsmCellBasicPackageBehaviour;

   ATTRIBUTES

      GsmCellId   GET;

REGISTERED AS {ts32-654Package 4};

gsmCellBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "The managed object class gsmCell represents the GSM radio cell.";

5.2.5
gsmCellMandatoryPackage

gsmCellMandatoryPackage PACKAGE
   BEHAVIOUR

      gsmCellMandatoryPackageBehaviour;

   ATTRIBUTES

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": cellAllocation          GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": bsIdentityCode          GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": cellGlobalIdentity      GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": tsc                     GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": rxLevAccessMin          GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": msTxPwrMaxCCH           GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": hoppingSequenceNumber   GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": plmnPermitted           GET-REPLACE;

REGISTERED AS {ts32-654Package 5};

gsmCellMandatoryPackageBehaviour BEHAVIOUR
DEFINED AS

   "This package contains the elementary mandatory attributes of a gsmCell.";

5.2.6
gsmCellOptionalPackage

gsmCellOptionalPackage PACKAGE
   BEHAVIOUR

      gsmCellOptionalPackageBehaviour;

   ATTRIBUTES

      "3GPP TS 32.644 Release 5": rac   GET-REPLACE,

      racc                              GET-REPLACE;

REGISTERED AS {ts32-654Package 6};

gsmCellOptionalPackageBehaviour BEHAVIOUR
DEFINED AS

   "This package contains the optional GPRS attributes of a gsmCell.";

5.2.7
externalGsmCellBasicPackage

externalGsmCellBasicPackage PACKAGE
   BEHAVIOUR

      externalGsmCellBasicPackageBehaviour;

   ATTRIBUTES

      externalGsmCellId   GET;

REGISTERED AS {ts32-654Package 7};

externalGsmCellBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "This Managed Object Class represents a radio cell controlled by another IRPAgent. It is

    a necessary attribute for inter-system handover. This MOC is a subreplication of a 

    MOC in another NEM.";

5.2.8
externalGsmCellMandatoryPackage

externalGsmCellMandatoryPackage PACKAGE
   BEHAVIOUR

      externalGsmCellMandatoryPackageBehaviour;

   ATTRIBUTES

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": bsIdentityCode       GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": cellGlobalIdentity   GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": bcchFrequency        GET-REPLACE;

REGISTERED AS {ts32-654Package 8};

externalGsmCellMandatoryPackageBehaviour BEHAVIOUR
DEFINED AS

   "This package contains the elementary mandatory attributes of a externalGsmCell.";

5.2.9
gsmRelationBasicPackage

gsmRelationBasicPackage PACKAGE
   BEHAVIOUR

      gsmRelationBasicPackageBehaviour;

   ATTRIBUTES

      gsmRelationId                             GET,

     "3GPP TS 32.644 Release 5": adjacentCell   GET-REPLACE;

REGISTERED AS {ts32-654Package 9};

gsmRelationBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "The 'GsmRelation' managed object contains radio network related parameters for the relation

    to the 'GsmCell' or 'ExternalGsmCell' managed object. Note: In handover relation terms, the

    cell containing the GSM Relation object is the source cell for the handover. The cell referred

    to in the GSM relation object is the target cell  for the handover. This defines a one-way

    handover relation where the direction is from source cell to target cell.";

5.2.10
gsmRelationOptionalPackage

gsmRelationOptionalPackage PACKAGE
   BEHAVIOUR

      gsmRelationOptionalPackageBehaviour;

   ATTRIBUTES

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": bsIdentityCode  GET-REPLACE,

      "3GPP TS 32.644 Release 5": lac                                     GET-REPLACE,

      "ETS 300 622: JUNE 1996 (GSM 12.20 VERSION 4.2.1)": bcchFrequency   GET-REPLACE;

REGISTERED AS {ts32-654Package 10};

gsmRelationOptionalPackageBehaviour BEHAVIOUR
DEFINED AS

   "This package contains the optional attributes of a gsmRelation.";

5.2.11
ExternalBssFunctionBasicPackage

externalBssFunctionBasicPackage PACKAGE
   BEHAVIOUR

      externalBssFunctionBasicPackageBehaviour;

   ATTRIBUTES



externalBssFunctionId   GET;

REGISTERED AS {ts32-654Package 11};

externalBssFunctionBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "The Managed Object Class externalBssFunction represents external BSS functionality.";

5.3
Attributes

5.3.1
bssFunctionId

bssFunctionId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      bssFunctionIdBehaviour;

REGISTERED AS {ts32-654Attribute 1};

bssFunctionIdBehaviour BEHAVIOUR
DEFINED AS

   "This attribute identifies a bssFunction object.";

5.3.2
btsSiteMgrId

btsSiteMgrId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      btsSiteMgrIdBehaviour;

REGISTERED AS {ts32-654Attribute 2};

btsSiteMgrIdBehaviour BEHAVIOUR
DEFINED AS

   "This attribute identifies a btsSiteMgr object.";

5.3.3
longitude

longitude ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.Longitude;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      longitudeBehaviour;

REGISTERED AS {ts32-654Attribute 3};

longitudeBehaviour BEHAVIOUR
DEFINED AS

   "Used for geographical positioning of the sitemanager.";

5.3.4
latitude

latitude ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.Latitude;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      latitudeBehaviour;

REGISTERED AS {ts32-654Attribute 4};

latitudeBehaviour BEHAVIOUR
DEFINED AS

   "Used for geographical positioning of the sitemanager.";

5.3.5
gsmCellId

gsmCellId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      gsmCellIdBehaviour;

REGISTERED AS {ts32-654Attribute 5};

gsmCellIdBehaviour BEHAVIOUR
DEFINED AS

   "Cell Identity (Ref GSM 03.03).";

5.3.6
racc

racc ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.Racc;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      raccBehaviour;

REGISTERED AS {ts32-654Attribute 7};

raccBehaviour BEHAVIOUR
DEFINED AS

   "Routing Area Colour Code, RACC.";

5.3.7
gsmRelationId

gsmRelationId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      gsmRelationIdBehaviour;

REGISTERED AS {ts32-654Attribute 8};

gsmRelationIdBehaviour BEHAVIOUR
DEFINED AS

   "This attribute identifies a gsmRelation object.";

5.3.8
externalGsmCellId

externalGsmCellId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      externalGsmCellIdBehaviour;

REGISTERED AS {ts32-654Attribute 9};

externalGsmCellIdBehaviour BEHAVIOUR
DEFINED AS

   "This attribute identifies a externalGsmCell object.";

5.3.9
externalBssFunctionId

externalBssFunctionId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-654TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      externalBssFunctionIdBehaviour;

REGISTERED AS {ts32-654Attribute 10};

externalBssFunctionIdBehaviour BEHAVIOUR
DEFINED AS

   "This attribute identifies an externalBssFunction object.";

5.4
Name Binding

5.4.1
bssFunction - managedElement

bssFunction-managedElement NAME BINDING
   SUBORDINATE OBJECT CLASS

      bssFunction;

   NAMED BY SUPERIOR OBJECT CLASS

      "3GPP TS 32.624 Release 5": managedElement;

   WITH ATTRIBUTE

      bssFunctionId;

   BEHAVIOUR

      bssFunction-managedElementBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-654NameBinding 1};

bssFunction-managedElementBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a managedElement contains

    and controls a bssFunction. When automatic instance naming is used, the choice

    of name bindings is left as a local matter.";

5.4.2 
btsSiteMgr - bssFunction

btsSiteMgr-bssFunction NAME BINDING
   SUBORDINATE OBJECT CLASS

      btsSiteMgr;

   NAMED BY SUPERIOR OBJECT CLASS

      bssFunction;

   WITH ATTRIBUTE

      btsSiteMgrId;

   BEHAVIOUR

      btsSiteMgr-bssFunctionBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-654NameBinding 2};

btsSiteMgr-bssFunctionBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a bssFunction contains

    and controls a btsSiteMgr. When automatic instance naming is used, the choice

    of name bindings is left as a local matter.";

5.4.3 
gsmCell - btsSiteMgr

gsmCell-btsSiteMgr NAME BINDING
   SUBORDINATE OBJECT CLASS

      gsmCell;

   NAMED BY SUPERIOR OBJECT CLASS

      btsSiteMgr;

   WITH ATTRIBUTE

      gsmCellId;

   BEHAVIOUR

      gsmCell-btsSiteMgrBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-654NameBinding 3};

gsmCell-btsSiteMgrBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a btsSiteMgr contains

    and controls a gsmCell. When automatic instance naming is used, the choice

    of name bindings is left as a local matter.";

5.4.4 
gsmRelation - gsmCell

gsmRelation-gsmCell NAME BINDING
   SUBORDINATE OBJECT CLASS

      gsmRelation;

   NAMED BY SUPERIOR OBJECT CLASS

      gsmCell;

   WITH ATTRIBUTE

      gsmRelationId;

   BEHAVIOUR

      gsmRelation-gsmCellBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-654NameBinding 4};

gsmRelation-gsmCellBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a gsmCell contains

    and controls a gsmRelation. When automatic instance naming is used, the choice

    of name bindings is left as a local matter.";

5.4.5 
externalGsmCell - subNetwork

externalGsmCell-subNetwork NAME BINDING
   SUBORDINATE OBJECT CLASS

      externalGsmCell;

   NAMED BY SUPERIOR OBJECT CLASS

      "3GPP TS 32.624 Release 5": subNetwork;

   WITH ATTRIBUTE

      externalGsmCellId;

   BEHAVIOUR

      externalGsmCell-subNetworkBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-654NameBinding 5};

externalGsmCell-subNetworkBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a subNetwork contains

    and controls an externalGsmCell. When automatic instance naming is used, the choice

    of name bindings is left as a local matter.";

5.4.6
externalBssFunction - subNetwork

externalBssFunction-subNetwork NAME BINDING
   SUBORDINATE OBJECT CLASS

      externalBssFunction;

   NAMED BY SUPERIOR OBJECT CLASS

      "3GPP TS 32.624 Release 5": subNetwork;

   WITH ATTRIBUTE

      externalBssFunctiond;

   BEHAVIOUR

      externalBssFunction-subNetworkBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-654NameBinding 6};

externalBssFunction-subNetworkBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a subNetwork contains

    and controls an externalBssFunction. When automatic instance naming is used, the choice

    of name bindings is left as a local matter.";
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