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Change in Clause 2

2
References

…

[4]
3GPP TS 32.401: "Telecommunication management; Performance Management (PM); Concept and requirements".

[5]
3GPP TS 32.111-2 to ‑4: "Telecommunication management; Fault Management; Parts 2-4: Alarm Integration Reference Point (IRP)".

[6]

3GPP TS 32.30x: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP)".

[7]
Draft File Transfer (FT) IRP Requirements. 
End of change in Clause 2

Change in Clause 6

6
Overview of IRPs related to Performance Management (PM)

The N interface is built up by a number of IRPs. The basic structure of the IRPs is defined in 3GPP TS 32.101 [2] and 3GPP TS 32.102 [3].

For the purpose of PM, the following IRPs are needed:

· Performance Management IRP, i.e. 3GPP TS 32.41x.

· Alarm IRP, see 3GPP TS 32.111-series [5].

· Notification IRP, see 3GPP TS 32.30x [6].
· File Transfer IRP (draft), see [7].

For an IRPAgent to be compliant to the PM IRP IS, it shall minimally include the following:
1. The support of all mandatory items defined in the PM IRP IS specification (e.g., mandatory operations defined within a mandatory interface, mandatory notifications defined within a mandatory interface).
2. An FTIRP [7] that shall have: 

a. An FTP Server capability.

b. The capability to emit notifyFileReady and notifyFilePreparationError.
c. A listAvailableFiles operation.
Note: Bullet 2 will be replaced with “A compliant FT IRP” if the mandatory operations & notifications in FT IRP IS are finalised and identical to that defined above.
3. A compliant NotificationIRP [6].

4. A compliant AlarmIRP [5] if the PM IRPAgent PMIRP supports the threshold monitoring capabilities.

It is noted that the NotificationIRP [6] may not be exclusively used by the PMIRP.  It may be shared by other xxxIRP(s) such as BasicCMIRP in the sense that in a single subscribe operation, the IRPManager can subscribe for both PM and CM related notifications.  Whether the NotificationIRP [6] is shared or not is a vendor-specific design choice.

It is noted that the AlarmIRP [5] may not be exclusively used by the PMIRP.  Its AlarmList may contain non-PM related alarms, for example.  Such usage of AlarmIRP [5] is a vendor-specific design choice.
It is also noted that the FTIRP [7] may or may not be exclusively used by the PMIRP.  

End of Change in Clause 6 
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