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Change in Clause 6.1
6.1
Class diagram representing interfaces
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Figure :
End of Change in Clause 6.1
Change in Clause 6.10
6.10
NotificationIRPNotifications_1 Interface
6.10.1
notifyNERestart (M)

6.10.1.1
Definition

The subscribed IRPManager instances are notified regarding a network element shutdowning or restarting. 
IRPAgent should try its best to emit this notification before NE shutdowning. Otherwise IRPAgent shall emit this notification after NE has restarted.
6.10.1.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, F
	MonitoredEntity.objectClass where the MonitoredEntity is the NE which shutdowns or restarts.
	See Notification Header table above.

	objectInstance
	M, F
	MonitoredEntity.objectInstance where the MonitoredEntity is the NE which shutdowns or restarts.
	See Notification Header table above.

	notificationId
	O
	This carries the semantics of notification identifier.
	See Notification Header table above.

	eventTime
	M, F
	--
	See Notification Header table above.

	systemDN
	C, F
	IRPAgent.systemDN where the IRPAgent is related to the NotificationIRP.
	See Notification Header table above.

	notificationType
	M, F
	
	It carries “notifyNERestart”.  See Notification Header table above.

	reason
	M
	{SHUTDOWN, RESTART}
	It indicates whether the NE is going to shutdown or has restarted.

	additionalInformation
	O
	--
	


6.10.1.3
Triggering Event

6.10.1.3.1
From-state

nEShutdownOrRestart.
	Assertion Name
	Definition

	nEShutdownOrRestart
	A network element is going to shutdown or has restarted.  


6.10.1.3.2
To-state

None specific.
End of Change in Clause 6.10
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