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1
Decision/action requested

The contribution is for discussion and for review. The proposal is to insert the relevant chapters into 3GPP TS 32.422
2
References

3
Rationale

4.2.2.5 IP Multimedia Subsystem activation mechanisms

When an S-CSCF/P-CSCF receives Trace Session activation from EM, the S-CSCF/P-CSCF shall start a Trace Session. The Trace control and configuration parameters of the Trace Session, received from EM in the Trace Session activation, shall be saved. The Trace control and configuration parameters define when the S-CSCF and P-CSCF shall start and stop a Trace Recording Session. Detailed information on starting and stopping Trace Recording Session in IMS: see chapter 4.3.2.5.

The following figure illustrates the Trace Session activation in S-CSCF and in P-CSCF in case of Management based activation. 
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4.2.4.5 IP Multimedia Subsystem deactivation mechanisms

When an S-CSCF/P-CSCF receives a Trace Session deactivation from the EM the Trace Session, identified by the Trace Reference, shall be deactivated. If the Trace Session deactivation is received in the S-CSCF/P-CSCF, while a Trace Recording Session is going on (i.e. SIP session is traced) the S-CSCF/P-CSCF may finish the recording of the procedure, which triggered the Trace Recording Session, but the S-CSCF/P-CSCF shall deactivate the Trace Session immediately after the end of the Trace Recording Session. 

The following figure illustrates how the Trace Session is deactivated when a Trace Recording Session is going on (e.g. a SIP INVITE method is being traced in S-CSCF)
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4
Consequences and implications

None.

5
Issues of discussion

The procedures for Trace Session activation and deactivation in IMS for management based activation. 
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