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Change in Clause 4

4
Requirements

4.1
General Requirements

This requirements specification defines requirements for the IS for this IRP. As such, capabilities specified here as being required in the IS are not necessarily required in the product implementation. That which is required in the product implementation will be specified in the IS itself.

The following general and high-level requirements apply for the present IRP:

A.
IRP-related requirements in 3GPP TS 32.101: "3G Telecom Management principles and high level requirements" [1].

B.
IRP-related requirements in 3GPP TS 32.102: "3G Telecom Management architecture" [2].

C.
IRP-related requirements in 3GPP TS 32.600: "3G Configuration Management: Concept and High-level Requirements" [3].

In addition to the above, the following more specific requirements apply:

1.
The IS defined by this IRP shall enable an NM to operate on (access) any of the NRMs defined in [4], [5], [6] and [7].

2.
The IS defined by this IRP shall as far as possible be independent of any specific definitions of MOCs, attributes etc. in the NRMs referred to in item 1.

4.2
Kernel CM Requirements

The IS defined by this IRP shall include the following operations that may be invoked by the IRP Manager to retrieve management information from the IRPAgent:

-
An operation to retrieve the Network Resource IRP SS document versions (IRPVersions) of the NRM Solution Sets that are supported by each Network Resource IRP present in the subject implementation.

The IS defined by this IRP shall include a notification capability by which the IRPAgent sends management information to the IRPManager whenever an event of a specific type occurs. Whether these notifications are mandatory or optional is specified in the Information Service (TS 32.662 [8]). Specifically, the following types of notifications shall be supported:

-
A notification that identifies the instance of a managed object that was created.

-
A notification that identifies one or more instances of a managed object that were deleted.

-
A notification that identifies the values of one or more attributes of a managed object instance that were changed.

· A notification which identifies that part of or the whole configuration information of managed system should be synchronized.
· A notification that identifies the instance of a managed object that has just restarted.
· A notification that identifies the instance of a managed object that is going to shutdown soon.
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