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1
Decision/action requested

The technical content of this have been approved by SWGC RG CRC members in the last Vancouver meeting.  The paper was rejected by the SWGC plenary because the header page has an error.

2
References

No

3
Rationale

Proposed text to clarify the behaviour of IRPAgent when using exceptions and failure reasons.  This clarification is needed to avoid wrong expectation of the IRPManagers using the IRPAgent services.

4
Consequences and implications

Acceptance of this proposal will clarify the behaviour of IRPAgent regarding the use of exceptions and failure reasons.

5
Issues of discussion

Please see below for the proposed text for 32.105.

Change in Clause 4

4 Integration Reference Points (IRPs)

…

 4.7
Handling of exceptions and failure reasons 


Interface IRP IS specifications define, among other things, operations.  The operation definition includes the definition of exceptions and failure reasons.  These exceptions and failure reasons are mapped into their SS equivalents (in the corresponding Interface IRP SS specifications).

This clause specifies the behaviour of a standard compliant xxx IRPAgent when handling exceptions and failure reasons (where ‘xxx’ stands for the name of all Interface IRPs such as AlarmIRP and NotificationIRP).

A compliant xxx IRPAgent shall do the following:

· It shall check for conditions that will result in a standard exception and/or standard failure reason (excluding the standard failure reason called “other reasons”).

· If the IRP agent detects a condition with an exception whose semantics is already defined by the standard exception and/or standard failure reason, the IRP agent shall use the standard SS exception in the operation response.  

· If the IRP agent detects a condition which has no standard solution set equivalent  the IRP agent may use the standard failure reason called “other reasons”.   

End of Change in Clause 4
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