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Change in Clause  6.3.9, 6.3.10
6.3.9
SgsnFunction

6.3.9.1
Definitions

This IOC represents SGSN functionality. For more information about the SGSN, see 3GPP TS 23.002 [15].

6.3.9.2
Attributes

Table 6.3.9.1: Attributes of SgsnFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sgsnFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	mccList
	+
	M
	M
	M

	mncList
	+
	M
	M
	M

	lacList
	+
	M
	M
	M

	racList
	+
	M
	M
	M

	sacList
	+
	M
	M
	M

	sgsnId
	+
	M
	M
	M

	sgsnFunction-GSMCell
	+
	M
	M
	-

	sgsnFunction-ExternalGSMCell
	+
	M
	M
	-


Table 6.3.9.2: Notifications of SgsnFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectRestart
	M
	

	notifyObjectShutdown
	O
	


6.3.10
GgsnFunction 

6.3.10.1
Definitions

This IOC represents GGSN functionality. For more information about the GGSN, see 3GPP TS 23.002 [15].

It inherits from ManagedFunction.

6.3.10.2
Attributes

Table 6.3.10.1: Attributes of GgsnFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	ggsnFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.10.2: Notifications of GgsnFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectRestart
	M
	

	notifyObjectShutdown
	O
	


End of Change in Clause 6.3.9, 6.3.10
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