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Motorola acknowledges the need for additional GSN capabilities to report out-of-service and restart situations. Nevertheless Motorola suggests the use of existing 3GPP IRP capabilities, namely applying State Management to GSN NRM IOC’s – instead of currently discussed proposals that require support for new notifications that provide limited functional scope (reporting of specific and non-standard state changes). Specifically Motorola proposes adding support for operational state to IOC SGSN and IOC GGSN, resulting in emission of already defined attribute value change notifications in case of changes in the operational state (note: currently no intention to support visibility). Additional support for procedural status could be considered as well (not included in the current proposal).  
Based on above, only the following changes would be required for 32.632:
Begin of Change in Clause 6.3.9.2, 6.3.10.2
6.3.9.2
Attributes

Table 6.3.9.1: Attributes of SgsnFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sgsnFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	mccList
	+
	M
	M
	M

	mncList
	+
	M
	M
	M

	lacList
	+
	M
	M
	M

	racList
	+
	M
	M
	M

	sacList
	+
	M
	M
	M

	sgsnId
	+
	M
	M
	M

	sgsnFunction-GSMCell
	+
	M
	M
	-

	sgsnFunction-ExternalGSMCell
	+
	M
	M
	-

	operationalState
	-
	O
	-
	-


6.3.10.2
Attributes

Table 6.3.10.1: Attributes of GgsnFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	ggsnFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	operationalState
	-
	O
	-
	- 


End of Change in Clause 6.3.9.2, 6.3.10.2
End of the document
