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1.
Style Guide for IDL

This clause is the style guide for writing IDL statements for Interface IRP and NRM IRP.

1.1
Interface IRP

Every Interface IRP should have 3 IDL modules:

Module XxxIRPDefinitions {…};

Module XxxIRPOperations {…};

Module XxxIRPNotifications {…};
The first module defines all necessary IDL constructs, such as constant strings and type definitions, for the methods and notifications.   The second module defines the methods.   The third module defines the notifications.  

1.1.1
Constant String and Type Definitions

This first module defines all necessary IDL constructs used by the methods (defined in the second module) and notifications (defined in the third module).   The name of this module is XxxIRPDefinitions where xxx is the name of the subject Interface IRP.  An example is “PMIRPDefinitions”.

Within this module, define data types used in the methods.

Also, define the data types of the attribute values used in the notifications. 

For the attribute names of the structured notifications, define an interface AttributeNameValue that captures the string definitions.  Make sure these definitions do not clash with those defined for the notification header, i.e. notification id, event time, system DN, managed object class and managed object instance (see NotificationIRPNotification::Notify).  

An example from PMIRPDefinitions:

   /**

    * This block identifies attributes which are included as part of the

    * PMIRP. These attribute values should not 

    * clash with those defined for the attributes of notification 

    * header (see IDL of Notification IRP).

    */
   interface AttributeNameValue

   {

       const string JOB_ID = "JOB_ID";

       const string JOB_STATUS = "JOB_STATUS";

       const string REASON = "REASON";

       const string MONITOR_ID = "MONITOR_ID";

       const string MONITOR_STATUS = "MONITOR_STATUS";

   };
1.1.2
Operations

The second module defines the methods.   The name of the module is XxxIRPSystem where Xxx is the name of the subject Interface IRP.  An example is AlarmIRPSystem.

At the beginning of this module, define all required exceptions.

Then define one interface called XxxIRPOperations encapsulating all methods of the subject Xxx Interface IRP.  If the subject Interface IRP IS specifies that XxxIRP inherits from YyyIRP, then reflect the inheritance relation in the interface definition.  The following is an example of AlarmIRP that inherits from GenericIRP.     

interface AlarmIRPOperations : GenericIRPManagementSystem:: GenericIRPManagementOperations {…};

1.1.3
Notifications

Use a separate module to define the notifications.  The name the module is XxxIRPNotifications where Xxx is the name of the subject Interface IRP.  Examples are KernelCMIRPNotifications and PMIRPNotifications. 

For NotificationIRPNotifications, do:

· Define one IDL interface Notify.  Capture the five constant strings that define the attribute names of the notification header, i.e. the notification id, event time, system DN, managed object class and managed object instance, specified by Notification IRP.

For XxxIRPNotifications where xxx is not Notification, do:

· At the beginning of this module, define the const strings for the notification types that correspond to the set of notifications specified by (and not inherited by and not imported by) the subject Interface IRP.    

· Then define a number of IDL interfaces corresponding to notifications specified in the subject Interface IRP.  These interfaces should inherit from NotificationIRPNotifications::Notify.  Within each interface, the first IDL statement defines the notification type (that is used as the second field of the fixed header of the structured notification).  The second and subsequent IDL statements define the attribute names of this notification type, excepting those already defined by NotificationIRPNotifications::Notify.  The data type of the attribute value, which is defined in XxxIRPDefinitions, should be mentioned in the comment block of this IDL statement.   

· Then define a number of IDL interfaces corresponding to notifications imported, if any.  These interfaces should inherit from the imported interface.  An example is interface NotifyObjectCreation : KernelCMIRPNotifications:: NotifyObjectCreation.  Within this interface, define all necessary IDL constructs, if any, which are not defined in the imported interface.  This interface may contain no IDL statement if the IDL constructs defined in the imported interface are sufficient.  

· There is no need to define interfaces for notifications specified in Interface IRP inherited by the subject Interface IRP.

The following is an extract from PMIRPNotifications.

  module PMIRPNotifications
  {

     const string ET_MEASUREMENT_JOB_STATUS_CHANGED = "notifyMeasurementJobStatusChanged";

     const string ET_THRESHOLD_MONITOR_STATUS_CHANGED = "notifyThresholdMonitorStatusChanged";

     interface NotifyMeasurementJobStatusChanged: NotificationIRPNotifications::Notify

     {

       const string EVENT_TYPE = ET_MEASUREMENT_JOB_STATUS_CHANGED;

       /**

       * This constant defines the name of the jobId property, 

       * which is transported in the filterable_body fields.

       * The data type for the value of this property

       * is PMIRPConstDefs::JobIdType.

       */             

       const string JOB_ID = PMIRPDefinitions::AttributeNameValue::JOB_ID;

       …

       …

     };

     interface NotifyXXX : NotificationIRPNotifications::Notify

     {

         …

     };

     …

  };  
1.2
NRM IRP

Use one module to define the IDL constructs for the managed object classes.  The name of this module is XxxNetworkResourcesNRMDefs where Xxx is the name of the subject NRM IRP.  An example is UtranNetworkResourcesNRMDefs.

Within the module, define a set of IDL interfaces each of which corresponds to a managed object class specified.  The interface definition respects the inheritance relation specified.  An example of managed object class RncFunction, which inherits from ManagedFunction, is shown below.

…

/**

       *  Definitions for MO class RncFunction

       */ 

      interface RncFunction : GenericNetworkResourcesNRMDefs::ManagedFunction

      {

         const string CLASS = "RncFunction";

         // Attribute Names

         // 

         const string rncFunctionId = "rncFunctionId";         

         const string mcc= "mcc";

         const string mnc= "mnc";

         const string rncId= "rncId";

      };

        …







































































































3GPP


