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1
Decision/action requested

To review the contribution and agree on the content. It is proposed to include the agreed contribution into the TS 32.423 relevant chapter: SGSN Trace Record content.
2
References

3GPP TS 24.008

3GPP TS 23.003

3
Rationale

The following table summarizes the messages used in the SM protocol

	Message name

	Activate PDP context request

	Activate PDP context Accept

	Activate PDP context reject

	ACTIVATE SECONDARY PDP CONTEXT REQUEST

	Activate secondary PDP context Accept

	request PDP context activation

	modify PDP context request

	modify PDP context accept

	MODIFY PDP context reject

	deactivate PDP context request

	deactivate PDP context accept

	SM STATUS


The following table describes the IEs to be decoded in SGSN for minimum trace depth in case of SM protocol:

	Information element
	Protocol message
	Description
	M&O 
	Refe-rence

	Requested QoS/Requested new QoS
	Activate PDP context request

ACTIVATE SECONDARY PDP                      
CONTEXT REQUEST

modify PDP context request
	The purpose of the quality of service information element is to specify the QoS parameters for a PDP context.
	M
	TS 24.008

	Requested PDP address
	Activate PDP context request
	The purpose of the packet data protocol address information element is to identify an address associated with a PDP.


	M
	TS 24.008

	Access point name
	Activate PDP context request

request PDP context 


activation
	The purpose of the access point name information element is to identify the packet data network to which the GPRS user wishes to connect and to notify the access point of the packet data network that wishes to connect to the MS.

The Access Point Name is a label or a full qualified domain name according to DNS naming conventions.


	C
	TS 24.008

TS 23.003

	Negotiated QoS/New QoS
	Activate PDP context Accept

Activate secondary PDP 
context Accept 

modify PDP context request

modify PDP context accept
	The purpose of the quality of service information element is to specify the QoS parameters for a PDP context.
	M
	TS 24.008

	PDP Address
	Activate PDP context Accept

modify PDP context request
	The purpose of the packet data protocol address information element is to identify an address associated with a PDP.


	C
	TS 24.008

	SM cause
	Activate PDP context reject

Activate SECONDARY PDP 
context reject

request PDP context 
ACTIVATION reject

MODIFY PDP context reject

deactivate PDP context 
request

SM STATUS
	The purpose of the SM cause information element is to indicate the reason why a session management request is rejected.


	M
	TS 24.008

	Offered PDP address
	request PDP context activation
	The purpose of the packet data protocol address information element is to identify an address associated with a PDP.
	M
	TS 24.008


4
Consequences and implications

None. 

5
Issues of discussion

