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1. Overall Description:

SA5 SWG-A would like to thank RAN3 for their LS.

SA5 SWG-A has discussed the questions raised by RAN3 in their LS and agreed on the following:
A. The 2..3 octet string Trace Reference IE is enough.

B. SA5 SWG-A is currently working on the trace record definition for the minimum and medium trace depth. The target date to finish this work is August 2004. Furthermore SA5 SWG-A agreed that the trace depth parameter shall be mandatory with a default value of maximum.
C. SA5 SWG-A agrees on having the list of interfaces trace parameter as a mandatory parameter in the trace parameter propagation message over Iu interface. The default value of the parameter should be all interfaces. 

D. SA5 SWG-A has concluded that in Rel-6 no triggering events have been defined for UTRAN and agreed that as a working assumption in Rel-6 there is no need to define them. In UTRAN the Trace Recording Session and Trace Session will always be the same in case of Signalling Based Activation. 

E. SA5 SWG-A already agreed that the Trace Recording Session Reference shall be allocated in the CN and needs to be propagated to the radio network during the Trace Session activation. It was also agreed that 2 bytes long Trace Recording Session Reference is enough. 

F. For the time being the plan is to finalize the TS 52.008, which will define the trace functionality for GERAN. It means also that the GERAN Iu mode should follow the GSM trace principle and not the one SA5 has developed in the 32.42x series of specifications.  

2. Actions:

To RAN3 group.

ACTION: 
SA5 SWG-A asks RAN3 group to 
take into account the answers above when specifying the stage 3 CRs for the signalling based activation.
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