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1
Decision/action requested

SuM RG to discuss and agree on Rel.6 Subscriber Data to be managed for the Packet Switched (PS) and IP Multimedia (IM) domains and to include in TS 32.172 in the SubscriptionProfile respectively ServiceProfile object classes

2
References


TS 23.008 Organization of subscriber data (Release 6)
3 Rationale

4 Consequences and implications

Management of PS and IMS Subscriber Data not possible without inclusion of them as Attributes in the NRM.

5 Issues of discussion

Agree on initial set of SuM PS and IMS attributes to be included in SuM NRM SubscriptionProfile respectively ServiceProfile object classes

6 Overview of data stored for GPRS Network Access Mode (PS) – HLR relevant – 
data out of TS 23.008 and not common with CS, only specific to PS

PARAMETER
SUBCLAUSE

In TS 23.008
HLR
TYPE
SubscriptionProfile
PS Service Profile

SGSN Number
2.4.8.1
M
T
X


GGSN Number
2.4.8.2
M
P
X


SGSN area restricted flag
2.4.14
M
T
X


Roaming Restricted in the SGSN due to unsupported feature
2.4.15.3
M
T
X


Provision of teleservice
2.5.2
C
P

X

Transfer of SM option 
2.5.4
M
P

X

MNRG
2.7.2
M
T
X


MS purged for GPRS flag
2.7.6
M
T

X

Barring of Packet Oriented Services
2.8.2.8
C
P

X

Trace Activated in SGSN
2.11.7
C
P
X


PDP Type
2.13.1
C
P

X

PDP Address
2.13.2
C
P

X

Access Point Name
2.13.6
C
P/T

X

VPLMN Address Allowed
2.13.8
C
P

X

GGSN-list
2.13.11
M
T

X

Quality of Service Subscribed
2.13.12
C
P

X

PDP Context Identifier
2.13.24
C
T

X

PDP Context Charging Characteristics
2.13.25
C
P

X

GPRS CAMEL Subscription Information (GPRS-CSI)
2.14.1.10/2.14.4.4
C
P

X

MO Short Message Service CAMEL Subscription Information(MO-SMS-CSI)
2.14.1.8/2.14.4.1
C
P

X

MT Short Message Service CAMEL Subscription Information(MT-SMS-CSI)
2.14.1.9/2.14.4.2.
C
P

X

MO-SMS-CSI SGSN Negotiated CAMEL Capability Handling
2.14.2.1
C
P

X

MT-SMS-CSI SGSN Negotiated CAMEL Capability Handling
2.14.2.1
C
P

X

Mobility Management for GPRS event notification (MG-CSI)
2.14.1.12/2.14.4.4
C
P

X

MG-CSI Negotiated CAMEL Capability Handling
2.14.2.1
C
T

X

GPRS-CSI Negotiated CAMEL Capability Handling
2.14.2.1
C
T

X

SGSN Supported CAMEL Phases
2.14.2.3
C
T

X

SGSN Offered CAMEL4 CSIs
2.14.2.2A
C
T

X

GsmSCF address for CSI
2.14.2.4
C
P

X

Subscribed Charging Characteristics
2.19.1
C
P

X

Qualification:  
ABC  Data permanently stored in HSS and to become Attributes for Add/Delete/Modify/Read


      
DEF   Data temporarily stored in HSS and to become Attributes for Read



GHI    Data temporarily stored in HSS and to be kept secret 

7 Overview of data stored for IP Multimedia Service (IMS) – HLR relevant – 
data out of TS 23.008 and not common with CS, only specific to IMS

PARAMETER
SUBCLAUSE

In TS 23.008
HLR
TYPE
SubscriptionProfile
IM Service Profile

Private User Identity
3.1.1
M
P
X


Public Identity
3.1.2
M
P
X


Barring Indication
3.1.3
M
P

X

List of authorized visited network identifiers
3.1.4
M
P

X

Registration Status
3.2.1
M
T

X

S-CSCF Name
3.2.2
M
T

X

Diameter Client Address of S-CSCF
3.2.3
M
T

X

RAND, XRES, CK, IK and AUTN
3.3.1
M
T

X

Server Capabilities
3.4.1
C
P

X

Subscribed Media Profile Identifier
3.5.1
C
P

X

Initial Filter Criteria
3.5.2
C
P



Application Server Information
3.5.3
C
P

X

Service Indication
3.5.4
M
P

X

Primary Event Charging Function Name
3.7.1
C
P

X

Secondary Event Charging Function Name
3.7.2
C
P

X

Primary Charging Collection Function Name
3.7.3
M
P

X

Secondary Charging Collection Function Name
3.7.4
C
P

X

GsmSCF address for IM CSI
3.8.4
C
P

X

IM-SSF address for IM CSI
3.8.5
 C
T

X

O-IM-CSI
3.8.1
C
P

X

VT-IM-CSI
3.8.2
C
P

X

D-IM-CSI
3.8.3
C
P

X

GsmSCF address for IM CSI
3.8.4
C
P

X

Qualification:  
ABC  Data permanently stored in HSS and to become Attributes for Add/Delete/Modify/Read


      
DEF   Data temporarily stored in HSS and to become Attributes for Read

GHI    Data temporarily stored in HSS and to be kept secret

8  
Accessing subscriber data 

It shall be possible to retrieve or store subscriber data concerning a specific MS from the HSS by use of each of the following references:

-
International Mobile Subscriber Identity (IMSI);

-
Mobile Station ISDN Number (MSISDN).

It shall be possible to retrieve or store subscriber IP Multimedia service data concerning a specific MS from the HSS by use of each of the following references:

-
Private User Identity;

-
Public Identity.

