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Change in Clause 2

2
References

The following documents contain provisions, which through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.200: "Telecommunication management; Charging management; Charging principles".

[3]
IETF Internet-Draft, "Diameter Base Protocol".

http://www.ietf.org/internet-drafts/draft-ietf-aaa-diameter-17.txt

NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.

[4]
3GPP TS 33.210: "Network domain security".

[5]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".

[6]
IETF RFC 2486: "The Network Access Identifier".

[7]
3GPP TS 23.207: "End to end quality of service concept and architecture".

[8]
3GPP TS 29.207: "Policy control over Go interface".

[9]
ITU-T Recommendation X.690: "Information technology - ASN.1 encoding rules: Specification of Basic Encoding Rules (BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER)".

[10]
ITU-T Recommendation X.691: "Information technology - ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)".

[11]
ITU-T Recommendation X.693: "Information Technology - ASN.1 encoding rules: XML encoding Rules (XER)".

[12]
3GPP TS 24.228: "Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3".

[13]
IETF Internet-Draft, "Diameter Credit Control Application".  - Included in Annex A

NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.
[14]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3."

[15]
IETF Internet-Draft, "Private Extensions to the Session Initiation Protocol (SIP) for the 3rd Generation Partnership Projects (3GPP)".
http://www.ietf.org/internet-drafts/draft-garcia-sipping-3gpp-p-headers-02.txt or  ftp://ftp.rfc-editor.org/in-notes/rfc3455.txt

NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.

[16]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[17]
IETF Internet-Draft, "SDP: Session Description Protocol".
http://www.ietf.org/internet-drafts/draft-ietf-mmusic-sdp-new-13.txt
NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.

[18]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[19]
3GPP TS 29.229: "Cx and Dx Interfaces based on the Diameter protocol; Protocol Details".

[20]
IETF RFC 2806: "URLs for Telephone Calls".

End of Change in Clause 2

Change in Clause 4.2.2.3

4.2.2.3
Security Considerations

Diameter security is addressed in the base protocol [3]. Network security is specified in TS 33.210 [4].

End of Change in Clause 4.2.2.3
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	TSG Doc.
	CR
	Rev
	Subject/Comment
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	New

	Mar 2002
	S_15
	SP-020033
	--
	--
	Submitted to TSG SA #15 for Information
	1.0.0
	

	Jun 2002
	S_16
	SP-020327
	--
	--
	Submitted to TSG SA #16 for the 2nd time for Information
	1.5.0
	

	Sep 2002
	S_17
	SP-020453
	--
	--
	Submitted to TSG SA #17 for Approval
	2.0.0
	5.0.0

	Dec 2002
	S_18
	SP-020739
	001
	--
	Remove ambiguity of the CCF Session State
	5.0.0
	5.1.0

	Dec 2002
	S_18
	SP-020739
	002
	--
	Addition of Application Server (AS) acting as a Voice Mail Server
	5.0.0
	5.1.0

	Dec 2002
	S_18
	SP-020739
	003
	--
	Corrections of definitions and ambiguity
	5.0.0
	5.1.0

	Mar 2003
	S_19
	SP-030057
	004
	--
	Alignment of Immediate Event Charging (IEC) description with the latest draft IEFT Credit-Control specification
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	005
	--
	Correction of the IMS Charging Identifier (ICID) definition
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	006
	--
	Correction of IMS-CDR definitions
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	007
	--
	Inclusion of IETF draft 'Hakala-diameter-credit-control' specification version 05
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	008
	--
	Removal of Re-Transmission Attribute Value Pair (AVP) in order to align duplicate detection procedure with the Diameter Base protocol
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	009
	--
	Correction of the accounting session supervision (Offline) - alignment with the Diameter Base protocol
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	010
	--
	Correction of the accounting session supervision (Online) - alignment with the Diameter Base protocol
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	011
	--
	Correction of the support of local file storage and use of FTP for transfer of Accounting Information
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	012
	--
	Correction of abnormal session termination procedure
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	013
	--
	Correction of network initiated session release procedure - alignment with SIP (IETF RFC 3261)
	5.1.0
	5.2.0

	Mar 2003
	S_19
	SP-030057
	014
	--
	Correction of media modification procedures - add the UPDATE SIP method
	5.1.0
	5.2.0

	Jun 2003
	S_20
	SP-030271
	015
	--
	Corrections to align “Event Charging with Unit Reservation” (ECUR) with IETF Credit Control Application
	5.2.0
	5.3.0

	Jun 2003
	S_20
	SP-030271
	016
	--
	Correction of usage of Application-Provided-Called-Party-Address AVP
	5.2.0
	5.3.0

	Jun 2003
	S_20
	SP-030271
	017
	--
	Correction of “Cause” and “Service-ID”AVP
	5.2.0
	5.3.0

	Jun 2003
	S_20
	SP-030271
	018
	--
	Correction to some AVP definitions
	5.2.0
	5.3.0

	Jun 2003
	S_20
	SP-030271
	019
	--
	Correction on ICID definition
	5.2.0
	5.3.0

	Dec 2003
	S_22
	SP-030622
	020
	--
	Correction of MRFC-CDR content definition for multi-party-call establishment
	5.3.0
	5.4.0

	Dec 2003
	S_22
	SP-030622
	021
	--
	Correction on ICID definition
	5.3.0
	5.4.0

	Dec 2003
	S_22
	SP-030622
	022
	--
	Removal of ASR and ASA
	5.3.0
	5.4.0

	Mar 2004
	S_23
	SP-040143
	023
	--
	Correction of AVP Codes and Diameter protocol specific details
	5.4.0
	5.5.0

	Mar 2004
	S_23
	SP-040143
	024
	--
	Corrections on the Session Description Protocol (SDP) parameters
	5.4.0
	5.5.0

	Mar 2004
	S_23
	SP-040143
	025
	--
	Correction of reference to diameter base protocol
	5.4.0
	5.5.0
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