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1
Decision/action requested

Clarify the requirements for RET.
2
References

(Reference - in list form - should be made to previous SA5/3GPP documents or minute references, or to other readily-available sources).

3
Rationale

(The documents should then set out, as a summary with bullet points, the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

4
Consequences and implications

(The implications should be set out in this section).

5
Issues of discussion

Ericsson had some questions that was not treated at the last meeting, due to lack of time. They have been published on the SWG D reflector, but they are once again published in this contribution.

S5-048244

This document talks about mechanical adjustments of the angles. Is that all that RET is intended to cover?

Basically I do not understand this contribution. I do not understand what is proposed.

The TR 32.804

Overall the document is unclear, so it is hard to understand the intent of the different requirements.

The figure in clause 1 should be aligned with the architecture in 32.101.

In clause 4 it is not obvious at all on which part of the system many of the requirements are valid for, or if they refer to the Itf-N.

Do the requirements in clauses 4.2.1, 4.2.4,  4.2.5, 4.3.5, 4.3.6 refer to manager or agent?

Requirements 4.2.2 and 4.2.3 seems to imply that the tilt shall not be applied per cell? Is that correct?

What is intended with requirement 4.2.7? Is the intention that it should be possible to send down operations to the agent, which do not send back any responses on those operations and no notifications?

What is meant by "remote IRPManager(s)?

If a device is "locked", shall the manager be able to find out which command is in progress?

Regarding requirement 4.2.11, is it valid only for antenna angle parameters or are cell parameters that also need adjustment included in this requirement?

How shall related cell parameters be handled? Are there any requirement that the changes shall be activated simultaneously as the antenna angle?

Are requirements 4.3.1, 4.3.2, 4.3.4, 4.3.5, 4.3.6, 4.3.7, 4.3.8, 4.4.1, 4.4.4 requirements on Itf-N?

What is meant by clause 4.5? I do not understand the heading.

What is meant by system state in clause 4.5.2?

