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Change in Clause 5.1.2

5.1.2
Successful GPRS attach procedures

a) This measurement provides the number of successfully performed GPRS attach procedures within this SGSN area.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) CC.

c) Transmission of a "ATTACH ACCEPT" message to the MS, in response to a "ATTACH REQUEST" message with the "Attach type" information element indicating "GPRS attach", the retransmitted "ATTACH ACCEPT" messages due to expiry of the timer are eliminated (TS 24.008).

d) A single integer value per measurement type defined in e).

e) MM.SuccGprsAttach:

-
MM.SuccGprsAttach
Combined (don't care);

-
MM.SuccGprsAttach.G
GSM;

-
MM.SuccGprsAttach.U
UMTS.

f) RA, specified by a concatenation of the MCC, MNC, LAC and the RAC.

g) Valid for packet switching.

h) GSM/UMTS.

End of Change in Clause 5.1.2

Change in Clause 5.1.10

5.1.10
Successful GPRS attach procedures with IMSI already attached

a) This measurement provides the number of successfully performed GPRS attach procedures with IMSI already attached within this SGSN area.
The three measurement types defined in e)  are subject to the "2 out of 3 approach".
b) CC.

c) Transmission of a "ATTACH ACCEPT" message to the MS, in response to a "ATTACH REQUEST" message with the "Attach type" information element indicating "GPRS attach while IMSI attached", the retransmitted "ATTACH ACCEPT" messages due to expiry of the timer are eliminated (TS 24.008).

d) A single integer value per measurement type defined in e).

e) MM.SuccImsiAttach:

-
MM.SuccImsiAttach
Combined (don't care);

-
MM.SuccImsiAttach.G
GSM;

-
MM.SuccImsiAttach.U
UMTS.

f) RA, specified by a concatenation of the MCC, MNC, LAC and the RAC.

g) Valid for packet switching.

h) GSM/UMTS.

End of Change in Clause 5.1.10

Change in Clause 5.1.13

5.1.13
Successful combined GPRS/IMSI attach procedures

a) This measurement provides the number of successfully performed combined GPRS/IMSI attach procedures within this SGSN area.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) CC.

c) Transmission of a "ATTACH ACCEPT" message to the MS, in response to a "ATTACH REQUEST" message with the "Attach type" information element indicating "Combined GPRS/IMSI attach", the retransmitted "ATTACH ACCEPT" messages due to expiry of the timer are eliminated (TS 24.008).

d) A single integer value per measurement type defined in e).

e) MM.SuccCombiAttach:

-
MM.SuccCombiAttach
Combined (don't care);

-
MM.SuccCombiAttach.G
GSM;

-
MM.SuccCombiAttach.U
UMTS.

f) RA, specified by a concatenation of the MCC, MNC, LAC and the RAC.

g) Valid for packet switching.

h) GSM/UMTS.
End of Change in Clause 5.1.13
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