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1
Decision/action requested

To agree on the content and include the table to the relevant chapter of TS 32.423: SGSN Trace record content
2
References

The contribution is an updated version of the following SA5 contributions:

S5-042322

S5-042324

S5-042321

The contribution is updated based on the comments received on SA5#38 and formulated according to the agreed template in S5-042330r1.

The following 3GPP specifications needs to be referenced in TS 32.423:

TS 24.008

TS 23.003

3
Rationale

4
Detailed proposal

The following table shows the trace record content for SGSN. The trace record is the same for management based activation and for signalling based activation.

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Iu
	SM
	Requested QoS/Requested new QoS
	Activate PDP context request

ACTIVATE SECONDARY PDP                      
CONTEXT REQUEST

modify PDP context request
	M
	M
	TS 24.008



	
	
	Requested PDP address
	Activate PDP context request
	M
	M
	TS 24.008



	
	
	Access point name
	Activate PDP context request

request PDP context 


activation
	M
	M
	TS 24.008

TS 23.003



	
	
	Negotiated QoS/New QoS
	Activate PDP context Accept

Activate secondary PDP 
context Accept

modify PDP context request

modify PDP context accept
	M
	M
	TS 24.008



	
	
	PDP Address
	Activate PDP context Accept

modify PDP context request
	M
	M
	TS 24.008



	
	
	SM cause
	Activate PDP context reject

Activate SECONDARY PDP 
context reject

request PDP context 
ACTIVATION reject

MODIFY PDP context reject

deactivate PDP context 
request

SM STATUS
	M
	M
	TS 24.008



	
	
	Offered PDP address
	request PDP context activation
	M
	M
	TS 24.008



	Iu
	MM
	MS network capability
	ATTACH REQUEST

ROUTING AREA UPDATE REQUEST
	M
	M
	TS 24.008

	
	
	Attach type
	ATTACH REQUEST
	M
	M
	TS 24.008

	
	
	IMSI
	ATTACH REQUEST
	M
	M
	TS 24.008

	
	
	MS Radio Access capability
	ATTACH REQUEST

ROUTING AREA UPDATE REQUEST
	M
	M
	TS 24.008

	
	
	Attach result
	ATTACH ACCEPT
	M
	M
	TS 24.008

	
	
	Routing area identification
	ATTACH ACCEPT

ROUTING AREA UPDATE REQUEST

ROUTING AREA UPDATE ACCEPT
	M
	M
	TS 24.008

	
	
	GMM cause
	ATTACH ACCEPT

ATTACH REJECT

DETACH REQUEST

AUTHENTICATION AND CIPHERING 
FAILURE

ROUTING AREA UPDATE ACCEPT

ROUTING AREA UPDATE REJECT

GMM STATUS
	M
	M
	TS 24.008

	
	
	Detach type
	DETACH REQUEST
	M
	M
	TS 24.008

	
	
	Mobile identity
	AUTHENTICATION AND CIPHERING 
RESPONSE

IDENTITY RESPONSE

ROUTING AREA UPDATE ACCEPT
	M
	M
	TS 24.008

	
	
	Update type
	ROUTING AREA UPDATE REQUEST
	M
	M
	TS 24.008

	
	
	Update result
	ROUTING AREA UPDATE ACCEPT
	M
	M
	TS 24.008

	Iu
	SMS
	TP‑Originating‑
Address
	SMS‑DELIVER
	M
	M
	TS 23.040

	
	
	TP‑Service‑Centre‑
Time‑Stamp
	SMS‑DELIVER

SMS‑SUBMIT‑REPORT

SMS‑STATUS‑REPORT
	M
	M
	TS 23.040

	
	
	TP‑Failure‑Cause
	SMS‑DELIVER‑REPORT

SMS‑SUBMIT‑REPORT
	M
	M
	TS 23.040

	
	
	TP‑Destination‑
Address
	SMS‑SUBMIT

SMS‑COMMAND
	M
	M
	TS 23.040

	
	
	TP‑Recipient‑Address
	SMS‑STATUS‑REPORT
	M
	M
	TS 23.040


