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Annex A (normative):
IDL specifications

A.1
IDL specification (file name "StateManagementIRPConstDefs.idl")

#ifndef StateManagementIRPConstDefs_idl

#define StateManagementIRPConstDefs_idl

#include "CosNotification.idl"

#include "ManagedGenericIRPConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: StateManagementIRPConstDefs

This module contains commonly used definitions for State Management IRP

========================================================================

*/

module StateManagementIRPConstDefs

{


/*



 Constant definitions for state management notifications use populating the



Cos::Structured event.


New state values are identified using the following constant strings


Old state values may optioanlly be trasnferred using the xxxx_OLD constants



Refer to TS 32.663 regarding how to populate the structured event

*/

const string OPERATIONAL_STATE_NEW_ 
= 
"operationalStateNew";

const string OPERATIONAL_STATE_OLD 

= 
"operationalStateOld";

const string USAGE_STATE_NEW


=
"usageStateNew";

const string USAGE_STATE_OLD


=
"usageStateOld";

const string ADMINISTRATIVE_STATE_NEW 
=
"administrativeStateNew";

const string ADMINISTRATIVE_STATE_OLD 
=
"administrativeStateOld";

const string ALARM_STATUS_NEW


=
"alarmStatusNew";

const string ALARM_STATUS_OLD


=
"alarmStatusOld";

const string PROCEDURAL_STATUS_NEW

=
"proceduralStatusNew";

const string PROCEDURAL_STATUS_OLD

=
"proceduralStatusOld";

const string AVAILABILITY_STATUS_NEW
=
"availabilityStatusNew";

const string AVAILABILITY_STATUS_OLD
=
"availabilityStatusOld";

const string CONTROL_STATUS_NEW


=
"controlStatusNew";

const string CONTROL_STATUS_OLD


=
"controlStatusOld";

const string STANDBY_STATUS_NEW


=
"standbyStatusNew";

const string STANDBY_STATUS_OLD


=
"standbyStatusOld";

const string UNKNOWN_STATUS_NEW


=
"unknownStatusNew";

const string UNKNOWN_STATUS_OLD


=
"unknownStatusOld";

   /*

   Definition of Operational State based on X.721 [3], if mandatory.

   */

   enum OperationalState

   {

      Disabled, Enabled

   };

   /*

   Definition of Usage State based on X.721 [3], if mandatory.

   */

   enum UsageState

   {

      Idle, Active, Busy
   };

   /*

   Definition of Administrative State based on X.721 [3], if mandatory.

   */

   enum AdministrativeState

   {

      Locked, Unlocked, ShuttingDown

   };

   /*

   Definition of Alarm Status based on X.721 [3], if mandatory.

   */

   enum AlarmStatusValues
   {

      UnderRepair, Critical, Major, Minor, AlarmOutstanding

   };

   typedef sequence <AlarmStatusValues,5> AlarmStatus;

   /*

   Definition of Procedural Status based on X.721 [3], if mandatory.

   */

   enum ProceduralStatusValues
   {

      InitializationRequired, NotInitialized, Initializing, Reporting, 

      Terminating

   };

   typedef sequence <ProceduralStatusValues,5> ProceduralStatus;

   /*

   Definition of Availability Status based on X.721 [3], if mandatory.

   */

   enum AvailabilityStatusValues

   {

      InTest, Failed, PowerOff, OffLine, OffDuty, Dependency, Degraded, 

      NotInstalled, LogFull

   };

   typedef sequence <AvailabilityStatusValues,9> AvailabilityStatus;

   /*

   Definition of Control Status based on X.721 [3], if mandatory.

   */

   enum ControlStatusValues

   {

      SubjectToTest, PartOfServicesLocked, ReservedForTest, Suspended

   };

   typedef sequence <ControlStatusValues,4> ControlStatus;

   /*

   Definition of Standby Status based on X.721 [3], if mandatory.

   */

   enum StandbyStatus

   {

      HotStandby, ColdStandby, ProvidingService

   };

   /*

   Definition of Unknown Status based on X.721 [3], if mandatory

   (if switch is TRUE then value equal to TRUE implies "unknown status").

   */

   union UnknownStatus switch(boolean)

   {

      case TRUE: boolean value;

   };

};

#endif

End of Change in Annex A1
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