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1
Decision/action requested

Review the new IMS NRM and agree to its inclusion in Rel-6 TS 32.632.
2
References

· S5-0

· S5-0

3
Rationale

· IMS entities need to be modelled as part of the Core Network specification. Previous discussions have come to the conclusion that it’ll be prudent to have one specification for Core Network that’ll have all the CN entities inside it. .

4
Detailed proposal

· The additions being proposed are presented on a section-by-section basis. Each section number refers to the place in the original TS 32.632 where this needs to be inserted. 
· In the NRM, the cardinalities of the various functions and links need to be considered carefully. 
6.2.1

Attributes and relationships
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NOTE 3: IMS Entities MGW, CSCF and MRF are not modelled in the above figure. Instead, functionally specific entities like CS-MGW, IMS-MGW, P-CSCF, S-CSCF, I-CSCF, MRFC and MRFP have been modelled.

Figure 6.2.1.5: IMS NRM Containment/Naming and Association (diagram 5)

6.2.2

Inheritance

This clause depicts the inheritance relationships that exist between IOC’s. Figures below show the inheritance hierarchy for the CN NRM & the IMS NRM. 
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Figure 6.2.2.3: IMS NRM Inheritance Hierarchy

6.3 Information Object Classes definition

6.3.33

ScscfFunction

6.3.33.1 
Definitions

This IOC represents S-CSCF functionality. For more information about the S-CSCF, see 3GPP TS 23.002 [15].

6.3.33.2 
Attributes

Table 6.3.33.1: Attributes of ScscfFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	ScscfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.33.2: Notifications of ScscfFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.34
PcscfFunction

6.3.34.1 Definitions

This IOC represents P-CSCF functionality. For more information about the P-CSCF, see 3GPP TS 23.002 [15].
6.3.34.2 Attributes

Table 6.3.34.1: Attributes of PcscfFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	PcscfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.34.2: Notifications of PcscfFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.35
IcscfFunction

6.3.35.1 Definitions

This IOC represents I-CSCF functionality. For more information about the I-CSCF, see 3GPP TS 23.002 [15].
6.3.35.2 Attributes

Table 6.3.35.1: Attributes of IcscfFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	IcscfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.35.2: Notifications of IcscfFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.36
HlrFunction

6.3.36.1 Definitions

This IOC represents HLR functionality. For more information about the HLR, see 3GPP TS 23.002 [15].
6.3.36.2 Attributes

Table 6.3.36.1: Attributes of HlrFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	HlrFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.36.2: Notifications of HlrFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.37
SlfFunction

6.3.37.1 Definitions

This IOC represents SLF functionality. For more information about the SLF, see 3GPP TS 23.002 [15].
6.3.37.2 Attributes

Table 6.3.37.1: Attributes of SlfFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	SlfFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.37.2: Notifications of SlfFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.38
BgcFunction

6.3.38.1 Definitions

This IOC represents BGC functionality. For more information about the BGC, see 3GPP TS 23.002 [15].
6.3.38.2 Attributes

Table 6.3.38.1: Attributes of BgcFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	BgcFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.38.2: Notifications of BgcFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.39
MrfcFunction

6.3.39.1 Definitions

This IOC represents MRFC functionality. For more information about the MRFC, see 3GPP TS 23.002 [15].
6.3.39.2 Attributes

Table 6.3.39.1: Attributes of MrfcFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	MrfcFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.39.2: Notifications of MrfcFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.40
MrfpFunction
6.3.40.1 Definitions

This IOC represents MRFP functionality. For more information about the MRFP, see 3GPP TS 23.002 [15].
6.3.40.2 Attributes

Table 6.3.40.1: Attributes of MrfpFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	MrfpFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.40.2: Notifications of MrfpFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.41
AsFunction

6.3.41.1 Definitions

This IOC represents AS functionality. For more information about the AS, see 3GPP TS 23.002 [15].
6.3.41.2 Attributes

Table 6.3.41.1: Attributes of AsFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	AsFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.41.2: Notifications of AsFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.42
ImsMgwFunction
6.3.42.1 Definitions

This IOC represents IMS-MGW functionality. For more information about the IMS-MGW, see 3GPP TS 23.002 [15].
6.3.42.2 Attributes

Table 6.3.42.1: Attributes of ImsMgwFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	ImsMgwFunctionId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M


Table 6.3.42.2: Notifications of ImsMgwFunction

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.43
MwLink
6.3.43.1 Definitions

This IOC represents a Mw interface link connecting CSCF’s. For more information about the Mw interface, see 3GPP TS 23.002 [15].
6.3.43.2 Attributes

Table 6.3.43.1: Attributes of MwLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mwLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedCscf
	+
	M
	M
	-


Table 6.3.43.2: Notifications of MwLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.44
MrLink

6.3.44.1 Definitions

This IOC represents a Mr interface link connecting S-CSCF and MRFC. For more information about the Mr interface, see 3GPP TS 23.002 [15].
6.3.44.2 Attributes

Table 6.3.44.1: Attributes of MrLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mrLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedMrfc
	+
	M
	M
	-


Table 6.3.44.2: Notifications of MrLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.45
MgLink

6.3.45.1 Definitions

This IOC represents a Mr interface link connecting S-CSCF and IMS-MGW. For more information about the Mg interface, see 3GPP TS 23.002 [15].
6.3.45.2 Attributes

Table 6.3.28.1: Attributes of MgLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mgLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedImsMgw
	+
	M
	M
	-


Table 6.3.28.2: Notifications of MgLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.46
MjLink

6.3.46.1 Definitions

This IOC represents a Mr interface link connecting BGC and IMS-MGW. For more information about the Mj interface, see 3GPP TS 23.002 [15].
6.3.46.2 Attributes

Table 6.3.46.1: Attributes of MjLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	MjLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedImsMgw
	+
	M
	M
	-


Table 6.3.46.2: Notifications of MjLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.47
MpLink

6.3.47.1 Definitions

This IOC represents a Mp interface link connecting MRFP and MRFC. For more information about the Mp interface, see 3GPP TS 23.002 [15].
6.3.47.2 Attributes

Table 6.3.47.1: Attributes of MpLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mpLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedMrfp
	+
	M
	M
	-


Table 6.3.47.2: Notifications of IubcLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.48
CxLink

6.3.48.1 Definitions

This IOC represents a Cx interface link connecting S-CSCF and HLR. For more information about the Cx interface, see 3GPP TS 23.002 [15].
6.3.48.2 Attributes

Table 6.3.48.1: Attributes of CxLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	cxLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedScscf
	+
	M
	M
	-


Table 6.3.48.2: Notifications of CxLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.49
DxLink

6.3.49.1 Definitions

This IOC represents a Dx interface link connecting S-CSCF and SLF. For more information about the Dx interface, see 3GPP TS 23.002 [15].
6.3.49.2 Attributes

Table 6.3.49.1: Attributes of DxLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	dxLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedScscf
	+
	M
	M
	-


Table 6.3.49.2: Notifications of DxLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.50
IscLink

6.3.50.1 Definitions

This IOC represents a Isc interface link connecting S-CSCF and AS. For more information about the Isc interface, see 3GPP TS 23.002 [15].
6.3.50.2 Attributes

Table 6.3.50.1: Attributes of IscLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iscLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	connectedScscf
	+
	M
	M
	-


Table 6.3.50.2: Notifications of IscLink

	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.4
Information relationships definition

<TBD>

6.5
Information attributes definition

6.5.1
Definition and legal values

	Attribute Name
	Definition
	Legal Values

	scscfFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	pcscfFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	slfFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	bgcFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mrfcFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mrfpFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	asFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	hlrFunctionId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	imsMgwFucntionID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mwLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mrLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mgLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mjLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	mpLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	cxLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	dxLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	iscLinkID
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
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