Page 1



3GPP TSG-SA5 (Telecom Management)
S5-048733

Meeting #39, Montreal, CANADA, 16 - 20 August 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.622
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X

	

	Title:
(

	Correction of modelling of MGW

	
	

	Source:
(

	SA5 (john.power@ericsson.com)

	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	20/08/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	MGW is incorrectly modelled in Rel-5

	
	

	Summary of change:
(

	Remove the restriction on “single function managedElements” and update the rule for mapping from managedFunction to managedElementType

	
	

	Consequences if 
(

not approved:
	It will not be possible to manage the full functionality of MGW in the core network.

	
	

	Clauses affected:
(

	6.1.3.3.1, 6.1.5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in Clause 6.1.3.3.1

6.1.3.3
ManagedElement

6.1.3.3.1
Definition

This IOC represents telecommunications equipment or TMN entities within the telecommunications network that performs Managed Element (ME) functions, i.e. provides support and/or service to the subscriber. 
An ME communicates with a manager (directly or indirectly) over one or more interfaces for the purpose of being monitored and/or controlled. MEs may or may not additionally perform element management functionality. 
An ME contains equipment that may or may not be geographically distributed. An ME is often referred to as a "Network Element".

A ManagedElement may be contained in either a SubNetwork or in an MeContext instance. A single ManagedElement seen over the Itf-N may also exist stand-alone with no parent at all. 

The ManagedElement IOC may be used to represent combined ME functionality (as indicated by the managedElementType attribute and the contained instances of different functional IOCs). 

Single function ManagedElement IOC instances will have a 1..1 containment relationship to a function IOC instance (in this context a function IOC instance is an instance of an IOC derived from the ManagedFunction IOC). Multiple function ManagedElement instances will have a 1..N containment relationship to function IOC instances.
Note that for some specific functional IOCs a 1..N containment relationship is permitted.  The specific functional entities will be identified in the NRMs that define subclasses of ManagedFunction..
6.1.3.3.2
Attributes

Table 6.4: Attributes of ManagedElement

	Attribute Name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	managedElementId
	M
	M
	-

	dnPrefix
	M
	M
	-

	managedElementType
	M
	M
	-

	userLabel
	M
	M
	M

	vendorName
	M
	M
	-

	userDefinedState
	M
	M
	M

	locationName
	M
	M
	-

	swVersion
	M
	M
	-

	managedBy
	M
	M
	-


End of Change in Clause 6.1.3.3.1

Change in Clause 6.1.5.1

6.1.5 Information attribute definitions

6.1.5.1
Definitions and legal values

Table 6.16 defines the attributes that are present in several information object classes of the present document.

Table 6.16: Attributes
	Attribute Name
	Definition
	Legal Values

	dnPrefix
	It carries the DN Prefix information as defined in Annex C of 32.300 [13] or no information.
	

	managedElementId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the ManagedElement object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	managedElementType
	The type of managed element. It is a multi-valued attribute with one or more unique elements. Thus, it may represent one ME functionality or a combination of more than one functionality. 

The actual syntax and encoding of this attribute is Solution Set specific.
	The legal values of this attribute are the names of the IOC(s) that are (a) derived/subclassed from ManagedFunction and (b) directly name-contained by ManagedElement IOC (on the first level below ManagedElement), but with the string “Function” excluded. 

If a ManagedElement contains multiple instances of a ManagedFunction this attribute will not contain repeated values.
The capitalisation (usage of  upper/lower case) of characters in this attribute is insignificant.  Thus, the IRPManager should be case insensitive when reading these values.
Two examples of legal values are: 

· NodeB;

· HLR,VLR.



	irpAgentId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	iRPId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	locationName
	The physical location of this entity (e.g. an address).
	

	managedElements
	Models the role ‘Manager’ – see subclause 6.1.4.1.2. This attribute contains a list of the DN(s) of the related ManagedElement instance(s).
	

	managementNodeId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	managedBy
	Models the role ‘Subordinate’ – see subclause 6.1.4.1.2. This attribute  contains a list of the DN(s) of the related ManagementNode instance(s). 
	

	meContextId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	objectClass
	An attribute which captures the name of the class from which the object instance is an occurrence of.
	

	objectInstance
	An information which captures the Distinguished Name of any object.
	

	subNetworkId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of the SubNetwork object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	swVersion
	The software version of the ManagementNode or ManagedElement (this is used for determining which version of the vendor specific information is valid for the ManagementNode or ManagedElement).
	

	systemDN
	The Distinguished Name (DN) of IRPAgent. Defined in 3GPP TS 32.300.
	

	userDefinedNetworkType
	Textual information regarding the type of network, e.g. UTRAN.
	

	userDefinedState
	An operator defined state for operator specific usage. (See also Note below)
	

	userLabel
	A user-friendly name of this object.
	

	vendorName
	The name of the vendor.
	

	vsData
	Vendor specific attributes of the type vsDataType. The attribute definitions including constraints (value ranges, data types, etc.) are specified in a vendor specific data format file. 
	

	vsDataContainerId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	vsDataFormatVersion
	Name of the data format file, including version.
	

	vsDataType
	Type of vendor specific data contained by this instance, e.g. relation specific algorithm parameters, cell specific parameters for power control or re-selection or a timer. The type itself is also vendor specific.
	


End of Change in Clause 6.1.5.1

End of Document

 Annex B (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Jun 2001
	S_12
	SP-010283
	--
	--
	Approved at TSG SA #12 and placed under Change Control
	2.0.0
	4.0.0

	Sep 2001
	S_13
	SP-010479
	001
	--
	Add the notification notifyComments in all MOCs that support alarms and correct the list of allowed members of the attribute managedElementType of the MOC managedElement
	4.0.0
	4.1.0

	Sep 2001
	S_13
	SP-010479
	002
	--
	Correction of Generic NRM Containment/Naming and Association diagram
	4.0.0
	4.1.0

	Sep 2001
	S_13
	SP-010479
	003
	--
	Correct description of swVersion attribute
	4.0.0
	4.1.0

	Mar 2002
	S_15
	SP-020020
	004
	--
	Addition of managedElementType value for GSM Radio Access Network support
	4.1.0
	4.2.0

	Jun 2002
	S_16
	SP-020299
	005
	--
	Remove R99-inherited restriction of self-containment for MOC SubNetwork
	4.2.0
	4.3.0

	Sep 2002
	S_17
	SP-020488
	006
	--
	Upgrade to Rel-5 (Add new IS method, MOC name convention)
	4.3.0
	5.0.0

	Jun 2003
	S_20
	SP-030280
	008
	--
	Correction of Notifications for IOCs
	5.0.0
	5.1.0

	Dec 2003
	S_22
	SP-030643
	010
	--
	Add Missing VsDataContainer for ManagedFunction & ManagedElement and Other IOCs (Version 2)
	5.1.0
	5.2.0

	Dec 2003
	S_22
	SP-030644
	011
	--
	Correction of UML diagram and other corrections
	5.1.0
	5.2.0

	Mar 2004
	S_23
	SP-040128
	013
	--
	Addition of missing attributes for the managementScope association
	5.2.0
	5.3.0

	Jun 2004
	S_24
	SP-040249
	015
	--
	Add missing attribute constraints for dnPrefix
	5.3.0
	5.4.0

	Jun 2004
	S_24
	SP-040251
	017
	--
	Correction of legal values for managedElementType attribute
	5.3.0
	5.4.0

	
	
	
	
	
	
	
	

































































































































































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" �� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" �http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" �http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" �21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





