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1
Decision/action requested

To agree on the proposal and include it to the relevant chapters of TS 32.422. The section numbers are indicated in the proposal below.
2
References

RAN3 has agreed on the stage 3 solution for the signalling based activation. The CRs have been created and approved by RAN3 and RAN plenary as well. 

The following RAN3 documents are related to this contribution:

R3-040920

R3-040898

R3-040897

TS 25.420

TS 25.423

TS 25.413

S5-042511

3
Rationale

4
Detailed proposal

4.2.3.1 UTRAN starting mechanisms

In an RNC the Trace Recording Session will always be the same as the Trace Session as no triggering events are defined in UTRAN. Therefore a Trace Recording Session should always be started in an SRNC when the SRNC receives the CN_INVOKE_TRACE message from the Core Network. If the SRNC receives a second CN_INVOKE_TRACE message from the CN with the same Trace Reference that have been received in the first CN_INVOKE_TRACE message, a new Trace Recording Session should not be started as it is already started. 

If the SRNC does not have enough resources it may not start a Trace Recording Session.

The Trace Recording Session Reference shall be the same as received in the CN_INVOKE_TRACE message.

In a DRNC the Trace Recording Session should be started when the DRNC receives the IUR_INVOKE_TRACE message. If the DRNC does not have enough resources it may not start a Trace Recording Session.

For an illustration of starting a Trace Recording Session in RNC see the figures in section 4.2.3.2 in contribution S5-042511

4.2.5.1 UTRAN stopping mechanisms

In an RNC the Trace Recording Session will always be the same as the Trace Session as no triggering events are defined in UTRAN. Therefore a Trace Recording Session shall always be stopped in an RNC when the RNC deactivates the Trace Session. For more information on Trace Session deactivation in UTRAN see section 4.1.5.2.

For illustration of stopping a Trace Recording session see the figures in section 4.1.5.2. in contribution S5-042511.

