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1
Decision/action requested

To agree on the SGSN Trace record content and if agreed insert it to section 4.4 in 3GPP TS 32.423
2
References

3GPP TS 29.060

3
Rationale

4 Detailed proposal

The following table describes the trace record content for minimum and medium trace depth for SGSN. The record content is same for management based activation and for signalling based activation. 

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Gn
	GTP
	IMSI
	Create PDP Context Request

Update PDP Context Request

PDU Notification Request

Identification Response

SGSN Context Request

Forward Relocation Request

Relocation Cancel Request

MBMS Notification Request

Create MBMS Context Request

Update MBMS Context Request

Delete MBMS Context Request
	M
	M
	TS 29.060

	
	
	RAI
	Create PDP Context Request

Update PDP Context Request

Identification Request

SGSN Context Request

Create MBMS Context Request

Update MBMS Context Request
	M
	M
	TS 29.060

	
	
	End User Address
	Create PDP Context Request

Create PDP Context Response

Update PDP Context Request

PDU Notification Request

PDU Notification Reject Request

MBMS Notification Request

MBMS Notification Reject Request

Create MBMS Context Request

Delete MBMS Context Request

MBMS Registration Request

MBMS De-registration Request

MBMS Session Start Request

MBMS Session Stop Request
	M
	M
	TS 29.060

	
	
	
	
	
	
	

	
	
	Access Point Name
	Create PDP Context Request

PDU Notification Request

PDU Notification Reject Request

MBMS Notification Request

MBMS Notification Reject Request

Create MBMS Context Request

Delete MBMS Context Request

MBMS Registration Request

MBMS De-registration Request

MBMS Session Start Request

MBMS Session Stop Request
	M
	M
	TS 29.060

	
	
	SGSN Address for signalling
	Create PDP Context Request

Update PDP Context Request

Identification Request

SGSN Context Request

SGSN Context Response

Forward Relocation Request

Forward Relocation Response

Create MBMS Context Request

Update MBMS Context Request
	M
	M
	TS 29.060

	
	
	SGSN Address for user traffic
	Create PDP Context Request

Update PDP Context Request

SGSN Context Acknowledge

MBMS Session Start Response
	M
	M
	TS 29.060

	
	
	MSISDN
	Create PDP Context Request

Create MBMS Context Request
	M
	M
	TS 29.060

	
	
	Quality of Service Profile
	Create PDP Context Request

Create PDP Context Response

Update PDP Context Request

Update PDP Context Response

MBMS Session Start Request
	M
	M
	TS 29.060

	
	
	RAT Type
	Create PDP Context Request

Update PDP Context Request
	M
	M
	TS 29.060

	
	
	IMEI(SV)
	Create PDP Context Request
	M
	M
	TS 29.060

	
	
	User Location Information
	Create PDP Context Request

Update PDP Context Request
	M
	M
	TS 29.060

	
	
	Cause
	Create PDP Context Response

Update PDP Context Response

Delete PDP Context Response

PDU Notification Response

PDU Notification Reject Request

PDU Notification Reject Response

Identification Response

SGSN Context Response

SGSN Context Acknowledge

Forward Relocation Response

Relocation Cancel Response

Forward Relocation Complete Acknowledge

Forward SRNS Context Acknowledge

MBMS Notification Response

MBMS Notification Reject Request

MBMS Notification Reject Response

Create MBMS Context Response

Update MBMS Context Response

Delete MBMS Context Response

MBMS Registration Response

MBMS De-Registration Response

MBMS Session Start Response

MBMS Session Stop Response
	M
	M
	TS 29.060

	
	
	GGSN Address for Control Plane
	Create PDP Context Response

Update PDP Context Response

PDU Notification Request

MBMS Notification Request

Create MBMS Context Response

Update MBMS Context Response
	M
	M
	TS 29.060

	
	
	GGSN Address for user traffic
	Create PDP Context Response

Update PDP Context Response
	M
	M
	TS 29.060

	
	
	GSN Address
	Error Indication
	M
	M
	TS 29.060

	
	
	SGSN Number
	SGSN Context Request

Forward Relocation Response
	M
	M
	TS 29.060

	
	
	MBMS UE Context
	SGSN Context Response

Forward Relocation Request
	M
	M
	TS 29.060

	
	
	RANAP Cause
	Forward Relocation Request

Forward Relocation Response
	M
	M
	TS 29.060

	
	
	Target Identification
	Forward Relocation Request
	M
	M
	TS 29.060

	Gs
	BSSAP+
	IMSI
	BSSAP+-ALERT-ACK

BSSAP+-ALERT-REJECT

BSSAP+-ALERT-REQUEST

BSSAP+-DOWNLINK-TUNNEL-REQUEST

BSSAP+-GPRS-DETACH-ACK

BSSAP+-GPRS-DETACH-INDICATION

BSSAP+-IMSI-DETACH-ACK

BSSAP+-IMSI-DETACH-INDICATION

BSSAP+-LOCATION-UPDATE-ACCEPT

BSSAP+-LOCATION-UPDATE-REJECT

BSSAP+-LOCATION-UPDATE-REQUEST

BSSAP+-MOBILE-STATUS

BSSAP+-MS-ACTIVITY-INDICATION

BSSAP+-MS-UNREACHABLE

BSSAP+-PAGING-REJECT

BSSAP+-PAGING-REQUEST

BSSAP+-TMSI-REALLOCATION-COMPLETE

BSSAP+-UPLINK-TUNNEL-REQUEST
	
	
	

	
	
	Gs Cause
	BSSAP+-ALERT-REJECT

BSSAP+-MOBILE-STATUS

BSSAP+-MS-UNREACHABLE

BSSAP+-PAGING-REJECT
	
	
	

	
	
	VLR number
	BSSAP+-DOWNLINK-TUNNEL-REQUEST

BSSAP+-PAGING-REQUEST

BSSAP+-RESET-ACK

BSSAP+-RESET-INDICATION
	
	
	

	
	
	SGSN number
	BSSAP+-GPRS-DETACH-INDICATION

BSSAP+-IMSI-DETACH-INDICATION

BSSAP+-LOCATION-UPDATE-REQUEST

BSSAP+-RESET-ACK

BSSAP+-RESET-INDICATION

BSSAP+-UPLINK-TUNNEL-REQUEST
	
	
	

	
	
	IMSI detach from GPRS service type
	BSSAP+-GPRS-DETACH-INDICATION
	
	
	

	
	
	Cell global identity/ New CGI
	BSSAP+-GPRS-DETACH-INDICATION

BSSAP+-IMSI-DETACH-INDICATION

BSSAP+-LOCATION-UPDATE-REQUEST

BSSAP+-MS-ACTIVITY-INDICATION

BSSAP+-TMSI-REALLOCATION-COMPLETE
	
	
	

	
	
	Service area identification /New SAI
	BSSAP+-GPRS-DETACH-INDICATION

BSSAP+-IMSI-DETACH-INDICATION

BSSAP+-LOCATION-UPDATE-REQUEST

BSSAP+-MS-ACTIVITY-INDICATION

BSSAP+-TMSI-REALLOCATION-COMPLETE
	
	
	

	
	
	Detach type
	BSSAP+-IMSI-DETACH-INDICATION
	
	
	

	
	
	Reject cause
	BSSAP+-LOCATION-UPDATE-REJECT
	
	
	

	
	
	Update type
	BSSAP+-LOCATION-UPDATE-REQUEST
	
	
	

	
	
	LAI/Old LAI
	BSSAP+-LOCATION-UPDATE-ACCEPT

BSSAP+-LOCATION-UPDATE-REQUEST

BSSAP+-PAGING-REQUEST
	
	
	

	
	
	IMEISV
	BSSAP+-LOCATION-UPDATE-REQUEST
	
	
	

	
	
	Erroneous message
	BSSAP+-MOBILE-STATUS
	
	
	

	Iu
	RANAP
	
	
	
	
	


