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1
Decision/action requested

Agree the following proposed changes in line with the R5 CR to 32.225 in s5-044552
2
References

· S5-044552

3
Rationale

The R5 CR in s5-044552 proposes including information on when the V flag is set in 32.225 Table 7.2.  This proposed change is the same change for Release 6 in 32.299

4
Detailed proposal

Table 7.2: Use Of Diameter Credit Control and 3GPP accounting AVPs for IMS

	AVP Name
	AVP 

Code
	Clause 

defined
	Value 

Type
	AVP Flag rules

	
	
	
	
	Must
	May
	Should 

not
	Must

not
	May

Encr.

	CC-Correlation-Id
	[402]
	[402]
	OctetString
	
	
	
	V
	

	CC-Input-Octets
	[402]
	[402]
	Unsigned64
	
	
	
	V
	

	CC-Money
	[402]
	[402]
	Grouped
	
	
	
	V
	

	CC-Output-Octets
	[402]
	[402]
	Unsigned64
	
	
	
	V
	

	CC-Request-Number
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	CC-Request-Type
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	CC-Service-Specific-Units
	[402]
	[402]
	Unsigned64
	
	
	
	V
	

	CC-Session -Failover
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	CC-Sub-Session-Id
	[402]
	[402]
	Unsigned64
	
	
	
	V
	

	CC-Time
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	CC-Total-Octets
	[402]
	[402]
	Unsigned64
	
	
	
	V
	

	CC-Unit-Type
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Check-Balance-Result
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Cost-Information
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Cost-Unit
	[402]
	[402]
	UTF8String
	
	
	
	V
	

	Credit-Control
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Credit-Control-Failure-Handling
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Currency-Code
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	Direct-Debiting-Failure-Handling
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Exponent
	[402]
	[402]
	Integer32
	
	
	
	V
	

	Final-Unit-Action
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Final-Unit-Indication
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Granted-Service-Unit
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Granted-Service-Unit -Pool-Identifier
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	Granted-Service-Unit -Pool-Reference
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Multiple-Services-Credit-Control
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Multiple-Services-Indicator
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Rating-Group
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	Redirect-Address-Type
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Redirect-Server
	[402]
	[402]
	Grouped  
	
	
	
	V
	

	Redirect-Server-Address
	[402]
	[402]
	UTF8String
	
	
	
	V
	

	Requested-Action
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Requested-Service-Unit
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Restriction -Filter-Rule
	[402]
	[402]
	IPFiltrRule
	
	
	
	V
	

	Service-Identifier
	[402]
	[402]
	UTF8String
	
	
	
	V
	

	Service-Parameter-Info
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Service-Parameter-Type
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	Service- Parameter-Value
	[402]
	[402]
	OctetString
	
	
	
	V
	

	Subscription-Id
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Subscription-Id-Data
	[402]
	[402]
	UTF8String
	
	
	
	V
	

	Subscription-Id-Type
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Tariff-Change-Usage
	[402]
	[402]
	Enumerated
	
	
	
	V
	

	Tariff-Time-Change
	[402]
	[402]
	Time
	
	
	
	V
	

	Unit-Value
	[402]
	[402]
	Grouped
	
	
	
	V
	

	Used-Service-Unit
	[402]
	[402]
	Grouped
	
	
	
	V
	

	 User-Equipment-Info
	[402]
	[402]
	Grouped
	
	
	
	V
	

	 User-Equipment-Info-Type
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	 User-Equipment-Info-Value
	[402]
	[402]
	UTF8String
	
	
	
	V
	

	 Value-Digits
	[402]
	[402]
	Integer64
	
	
	
	V
	

	 Validity-Time
	[402]
	[402]
	Unsigned32
	
	
	
	V
	

	3GPP Diameter Accounting AVPs

	[Event-Type]
	223
	7.2.16
	Grouped
	V
	
	
	
	

	
[SIP-Method]
	224
	7.2.34
	UTF8String
	V
	
	
	
	

	
[Event]
	225
	7.2.15
	UTF8String
	V
	
	
	
	

	
[Content-Type]
	226
	7.2.12
	UTF8String
	V
	
	
	
	

	
[Content-Length]
	227
	7.2.11
	UTF8String
	V
	
	
	
	

	
[Content-Disposition]
	228
	7.2.10
	UTF8String
	V
	
	
	
	

	[Role-of-Node]
	229
	7.2.27
	Enumerated
	V
	
	
	
	

	[User Session Id]
	230
	7.2.45
	UTF8String
	V
	
	
	
	

	[Calling-Party-Address]
	231
	7.2.7
	UTF8String
	V
	
	
	
	

	[Called-Party-Address]
	232
	7.2.6
	UTF8String
	V
	
	
	
	

	[Time-stamps]
	233
	7.2.39
	Grouped
	V
	
	
	
	

	
[SIP-Request-Timestamp]
	234
	7.2.35
	UTF8String
	V
	
	
	
	

	
[SIP-Response-Timestamp]
	235
	7.2.36
	UTF8String
	V
	
	
	
	

	[Application-server]
	236
	7.2.3
	UTF8String
	V
	
	
	
	

	[Application-provided-called-party-address]
	237
	7.2.2
	UTF8String
	V
	
	
	
	

	[Inter-Operator-Identifier]
	238
	7.2.22
	Grouped
	V
	
	
	
	

	
[Originating-IOI]
	239
	7.2.25
	UTF8String
	V
	
	
	
	

	
[Terminating-IOI]
	240
	7.2.38
	UTF8String
	V
	
	
	
	

	[IMS-Charging-Identifier]
	241
	7.2.20
	UTF8String
	V
	
	
	
	

	*[SDP-Session-Description]
	242
	7.2.31
	UTF8String
	V
	
	
	
	

	*[SDP-Media-component]
	243
	7.2.28
	Grouped
	V
	
	
	
	

	
[SDP-Media-Name]
	244
	7.2.30
	UTF8String
	V
	
	
	
	

	
*[SDP-Media-Description]
	245
	7.2.29
	UTF8String
	V
	
	
	
	

	
[GPRS-Charging-Id]
	246
	7.2.18
	UTF8String
	V
	
	
	
	

	[GGSN-Address]
	247
	7.2.17
	IPAddress
	V
	
	
	
	

	[Served-Party-IP-Address]
	248
	7.2.32
	IPAddress
	V
	
	
	
	

	[Authorized-QoS]
	249
	7.2.4
	UTF8String
	V
	
	
	
	

	[Server-Capabilities]
	250
	[204]
	
	V
	
	
	
	

	[Trunk-Group-Id]
	251
	7.2.40
	Grouped
	V
	
	
	
	

	
[Incoming-Trunk-Group-Id]
	252
	7.2.21
	UTF8String
	V
	
	
	
	

	
[Outgoing-Trunk-Group-Id]
	253
	7.2.26
	UTF8String
	V
	
	
	
	

	[Bearer-Service]
	254
	7.2.5
	OctetString
	V
	
	
	
	

	[Service-Id]
	255
	7.2. 33
	UTF8String
	V
	
	
	
	

	[UUS-Data]
	256
	7.2.46
	Grouped
	V
	
	
	
	

	
[Amount-of-UUS-data]
	257
	7.2.1
	UTF8String
	V
	
	
	
	

	
[Mime-type]
	258
	7.2.23
	UTF8String
	V
	
	
	
	

	
[Direction]
	259
	7.2.14
	Enumerated
	V
	
	
	
	

	[Cause]
	260
	7.2.8
	Grouped
	V
	
	
	
	

	
{Cause-Code}
	261
	7.2.9
	Enumerated
	V
	
	
	
	

	
{Node-Functionality}
	262
	7.2.24
	Enumerated
	V
	
	
	
	


