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	The “Failed PDP context activation procedures initiated by Network” procedure is applicable for GSM and UMTS, but the measurement name didn’t distinguish them.

Furthermore, the condition for failure should have two cases: 1) the SGSN receives a " REQUEST PDP CONTEXT ACTIVATION REJECT " message from the MS. 2) the SGSN didn’t receive any expected messages during the procedure. The second case is absent.
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Change in Clause 5.6.15.1

5.6.15.1
Failed PDP context activation procedures initiated by Network

a) This measurement provides the number of Failed PDP context activation procedures. These include the static as well as the dynamic PDP addresses. This measurement is split into subcounters per failure cause.

b) CC.

c) Receipt of a " REQUEST PDP CONTEXT ACTIVATION REJECT " message from the MS (TS 24.008) message indicating a PDP context activation failure, the measurement is incremented according to the failure cause. Possible causes are included in TS 24.008. 
Each expected  "ACTIVATE PDP CONTEXT REQUEST" or "REQUEST PDP CONTEXT ACTIVATION REJECT"message not received by the SGSN is added to the measurement cause 'No Reply' (not specified in TS 24.008).
The sum of all supported per cause measurements should equal the total number of PDP context activation failures. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d) Each measurement is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.
e) SM.FailActPdpCtxtNtwk.Cause 
The cause 'No Reply' is identified by the .NoReply suffix.
	SM. FailActPdpCtxtNtwk.Cause
	Combined (don't care)

	SM. FailActPdpCtxtNtwk.Cause.G
	GSM

	SM. FailActPdpCtxtNtwk.Cause.U
	UMTS

	where Cause identifies the failure cause

	


f) SgsnFunction.

g) Valid for packet switching.
h) GSM/UMTS.

End of Change in Clause 5.6.15.1
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