Error! No text of specified style in document.
4
Error! No text of specified style in document.

3GPP TSG-SA5 (Telecom Management)
S5-048673

Meeting #39, Montreal, CANADA, 16 - 20 August 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.634
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Correction of modelling of MGW

	
	

	Source:
(

	SA5 (john.power@ericsson.com)

	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	20/08/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	MGW is incorrectly modelled in Rel-5

	
	

	Summary of change:
(

	

	
	

	Consequences if 
(

not approved:
	It will not be possible to manage the full functionality of MGW in the core network.  Class Diagram is in conflict with the rest of the document.

	
	

	Clauses affected:
(

	4.2.1, 4.2.2.18, 5.1.7, 5.2.7, 5.3.7, 5.4.7

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	S5-048669, S5-048670, S5-048671, S5-048672, S5-048674

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in Clause 4.2.1

4.2.1
Mapping of Information Object Classes

Table 1 maps the Information Object Classes (IOCs) defined in the CN Network Resource Model onto the equivalent IOCs of the CMIP Solution Set. 

Table 1: Mapping of IOCs

	IS IOC
	CMIP SS MOC

	AucFunction
	aucFunction 

	ALink
	ALink

	IucsLink
	IucsLink

	IupsLink
	IupsLink

	IubcLink
	IubcLink

	BgFunction
	bgFunction 

	EirFunction
	eirFunction 

	GbLink
	GbLink

	GgsnFunction
	ggsnFunction 

	GmscFunction
	gmscFunction 

	HlrFunction
	hlrFunction 

	MscServerFunction
	mscServerFunction 

	GmscServerFunction
	gmscServerFunction

	SgsnFunction
	sgsnFunction 

	SmsGmscFunction
	smsGmscFunction 

	SmsIwmscFunction
	smsIwmscFunction 

	VlrFunction
	vlrFunction 

	SmlcFunction
	smlcFunction

	GmlcFunction
	gmlcFunction

	ScfFunction
	scfFunction

	SrfFunction
	srfFunction

	CbcFunction
	cbcFunction

	CgfFunction
	cqfFunction

	CsMgwFunction
	csMgwFunction

	ImsMgwFunction
	imsMgwFunction

	GmscFunction
	gmscFunction

	IwfFunction
	iwfFunction

	MnpSrfFunction
	mnpSrfFunction

	NpdbFunction
	npdbFunction

	RSgwFunction
	rSgwFunction

	SsfFunction
	ssfFunction

	BsFunction
	bsFunction


End of Change in Clause 4.2.1

Change in Clause 4.2.2.18

4.2.2.18
Attribute Mapping of the IOC ImsMgwFunction
Table 19: Attribute mapping of the IOC ImsMgwFunction
	IS Attribute
	CMIP SS Attribute
	Support Qualifier
	Read Qualifier
	Write Qualifier

	imsMgwFunctionId
	ImsMgwFunctionId
	M
	M
	--

	UserLabel
	userLabel (ITU-T Rec. M.3100 [9])
	M
	M
	M


End of Change in Clause 4.2.2.18

Change in Clause 5.1.7

5.1.7
imsMgwFunction

imsMgwFunction MANAGED OBJECT CLASS
   DERIVED FROM

      "3GPP TS 32.624 Release 5": managedFunction;

   CHARACTERIZED BY

      imsMgwFunctionBasicPackage,

      "3GPP TS 32.111-4 Release 5": x721AlarmNotificationsPackage;

   CONDITIONAL PACKAGES

      "Rec. M.3100: 1995":createDeleteNotificationsPackage

          PRESENT IF

             "the objectCreation and the objectDeletion notifications defined in 

              ITU-T Rec. X.721 are supported by an instance of this class.",

      "Rec. M.3100: 1995":attributeValueChangeNotificationPackage

          PRESENT IF

             "the attributeValueChange notification defined in ITU-T Rec. X.721

              is supported by an instance of this class.";

REGISTERED AS {ts32-634ObjectClass 7};

End of Change in Clause 5.1.7

Change in Clause 5.2.7

5.2.7
imsMgwFunctionBasicPackage
imsMgwFunctionBasicPackage PACKAGE
   BEHAVIOUR

      imsMgwFunctionBasicPackageBehaviour;

   ATTRIBUTES

      imsMgwFunctionId  GET;

REGISTERED AS {ts32-634Package 7};

imsMgwFunctionBasicPackageBehaviour BEHAVIOUR
DEFINED AS

   "The ‘ImsMgwFunction’ Information Object represents the IMS-MGW functionality. For more information

    about the IMS-MGW, see 3GPP TS 23.002";

End of Change in Clause 5.2.7

Change in Clause 5.3.7

5.3.7
imsMgwFunctionId

imsMgwFunctionId ATTRIBUTE
   WITH ATTRIBUTE SYNTAX

      TS32-634TypeModule.GeneralObjectId;

   MATCHES FOR

      EQUALITY;

   BEHAVIOUR

      imsMgwFunctionIdBehaviour;

REGISTERED AS {ts32-634Attribute 7};

imsMgwFunctionIdBehaviour BEHAVIOUR
DEFINED AS

   "This attribute identifies an imsMgwFunction instance.";

End of Change in Clause 5.37

Change in Clause 5.4.7

5.4.7
imsMgwFunction - managedElement

imsMgwFunction-managedElement NAME BINDING
   SUBORDINATE OBJECT CLASS

      imsMgwFunction;

   NAMED BY SUPERIOR OBJECT CLASS

      "3GPP TS 32.624 Release 5": managedElement;

   WITH ATTRIBUTE

      imsMgwFunctionId;

   BEHAVIOUR

      imsMgwFunction-managedElementBehaviour;

   CREATE

      WITH-REFERENCE-OBJECT, WITH-AUTOMATIC-INSTANCE-NAMING;

   DELETE 

      ONLY-IF-NO-CONTAINED-OBJECTS;

REGISTERED AS {ts32-634NameBinding 7};

imsMgwFunction-managedElementBehaviour BEHAVIOUR
DEFINED AS

   "The name binding represents a relationship in which a managedElement contains and controls an
    imsMgwFunction. When automatic instance naming is used, the choice of name bindings is left as

    a local matter.";

End of Change in Clause 5.4.7 

End of Document
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