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1
Decision/action requested

The trace attributes in the SuM NRM shall be removed.
2
References

(Reference - in list form - should be made to previous SA5/3GPP/etc. documents.)

52.008

32.422

3
Rationale

The Subscriber and Equipment Trace WG has taken a decision to not standardise the function over Itf-N in Rel-6.

Before Rel-6 the implementation of data in 23.008 over Itf-N has been proprietary. So to keep status quo until the interactions for Subscriber and Equipment Trace has been standardised, they should remain proprietary.

The Subscriber and Equipment Trace needs to address the following Network Elements: HSS, MSC Server, MGW, RNC, SGSN, GGSN, S-CSCF, P-CSCF, HLR and MSC/VLR. Ref. 32.422 and 52.008. SuM does not need to address all these nodes.

The Trace attributes in 32.172 are only covering Trace in GSM (52.008).

SuM personnel as Customer Care can access the Subscriber and Equipment Trace function via NMS even if it that function is not part of SuM interface over Itf-N.

4
Detailed proposal

A1
Circuit Switched Service Parameters

The 3GPP defined Circuit Switched Service parameters are listed in TS 23.008.

A1.1
Attributes

For the SuMServiceDescriptor set to “CS parameters”, attribute SuMServiceInfo will contain some or all of the attributes in table A1.1 and table A1.2. SuMSubscribedServiceInfo may contain a selected part of the contents in table A1.1 and table A1.2. 

SuMSubscriptionProfileInfo will contain the entire contents in table A1.1. 

SuMServiceProfileInfo will contain the entire contents in table A1.2

Table A1.1: Circuit Switched Service parameters (Part 1)

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	lMSI
	+
	M
	M
	-

	mobileStationCategory
	+
	M
	M
	M

	iMUIdentifier
	+
	M
	M
	M

	mSCNumber
	+
	M
	M
	-

	subscriptionRestriction
	+
	M
	M
	M

	mSCAreaRestrictedFlag
	+
	M
	M
	-

	oDBinducedBarringData
	+
	M
	M
	-

	roamingRestrictionDueToUnsupportedFeature
	+
	M
	M
	-

	mNRR
	+
	M
	M
	-

	subscriberStatus
	+
	M
	M
	-

	notificationToCSEFlagForODB
	+
	M
	M
	M

	gsmSCFaddresslistForODB
	+
	M
	M
	-

	messagesWaitingData
	+
	M
	M
	-

	mobileStationNotReachableFlag
	+
	M
	M
	-

	memoryCapacityExceededFlag
	+
	M
	M
	-

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Table A1.2: Circuit Switched Service parameters (Part 2)

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	provisionOfBearerService
	+
	M
	M
	M

	provisionOfTeleservice
	+
	M
	M
	M

	bCAllocation
	+
	M
	M
	M

	checkSSIndicator
	+
	M
	M
	-

	mSPurgedForNonGPRSFlag
	+
	M
	M
	-

	barringOfOutgoingCalls
	+
	M
	M
	-

	barringOfIncomingCalls
	+
	M
	M
	-

	barringOfRoaming
	+
	M
	M
	-

	barringOfPremiumRateCalls
	+
	M
	M
	-

	barringOfSupplementaryServiceManagement
	+
	M
	M
	-

	barringOfRegistrationOfCallForwarding
	+
	M
	M
	-

	barringOfInvocationOfCallTransfer
	+
	M
	M
	-

	operatorDeterminedBarringPLMNspecificData
	+
	M
	M
	-

	vGCSGroupMembershipList
	+
	M
	M
	M

	vBSGroupMembershipList
	+
	M
	M
	M

	broadcastCallInitiationAllowedList
	+
	M
	M
	M

	originatingCAMELSubscriptionInformationOCSI
	+
	M
	M
	M

	terminatingCAMELSubscriptionInformationTCSI
	+
	M
	M
	M

	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	+
	M
	M
	M

	locationInformation/SubscriberStateInformation
	+
	M
	M
	M

	uSSDCAMELSubscriptionInformationUCSI
	+
	M
	M
	M

	sSInvocationNotificationSSCSI
	+
	M
	M
	M

	translationInformationFlagTIFCSI
	+
	M
	M
	M

	dialledServiceCAMELSubscriptionInformationDCSI
	+
	M
	M
	M

	uSSDGeneralCAMELServiceInformationUGCSI
	+
	M
	M
	M

	oCSINegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	sSCSINegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	vTCSINegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	+
	M
	M
	M

	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	+
	M
	M
	M

	mOSMSCSIVLRNegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	mCSINegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	vLRSupportedCAMELPhases
	+
	M
	M
	-

	gsmSCFaddressforCSI
	+
	M
	M
	M

	vLROfferedCAMEL4CSIs
	+
	M
	M
	-

	iSTAlertTimer
	+
	M
	M
	M

	cSAllocation/Retentionpriority
	+
	M
	M
	M


A1.2
Information attribute definitions

A1.2.1
Definitions and legal values

Definitions and legal values that are present in circuit switched service parameters.

Table A2: Circuit Switched Service attributes

	Attribute Name
	Definition
	Legal Values

	iMSI
	Subclause in TS 23.008 2.1.1.1
	

	networkAccessMode
	Subclause in TS 23.008 2.1.1.2
	

	internationalMSISDNNumber
	Subclause in TS 23.008 2.1.2
	

	multinumberingMSISDNs
	Subclause in TS 23.008 2.1.3
	

	basicMMSISDNIndicator
	Subclause in TS 23.008 2.1.3.1
	

	mSISDNAlertIndicator
	Subclause in TS 23.008 2.1.3.2
	

	lMSI
	Subclause in TS 23.008 2.1.8
	

	mobileStationCategory
	Subclause in TS 23.008 2.2.1
	

	iMUIdentifier
	Subclause in TS 23.008 2.2.2
	

	iMEISV
	Subclause in TS 23.008 2.2.3
	

	vLRNumber
	Subclause in TS 23.008 2.4.5
	

	mSCNumber
	Subclause in S 23.008 2.4.6
	

	subscriptionRestriction
	Subclause in TS 23.008 2.4.10
	

	mSCAreaRestrictedFlag
	Subclause in TS 23.008 2.4.12
	

	oDBinducedBarringData
	Subclause in TS 23.008 2.4.15.1
	

	roamingRestrictionDueToUnsupportedFeature
	Subclause in TS 23.008 2.4.15.2
	

	lSAIdentity
	Subclause in TS 23.008 2.4.17.1
	

	lSAPriority
	Subclause in TS 23.008 2.4.17.2
	

	lSAPreferentialAccessIndicator
	Subclause in TS 23.008 2.4.17.2A
	

	lSAActiveModeSupportIndicator
	Subclause in TS 23.008 2.4.17.2B
	

	lSAOnlyAccessIndicator
	Subclause in TS 23.008 2.4.17.3
	

	lSAActiveModeIndicator
	Subclause in TS 23.008 2.4.17.4
	

	provisionOfBearerService
	Subclause in TS 23.008 2.5.1
	

	provisionOfTeleservice
	Subclause in TS 23.008 2.5.2
	

	bCAllocation
	Subclause in TS 23.008 2.5.3
	

	checkSSIndicator
	Subclause in TS 23.008 2.7.4.4
	

	mSPurgedForNonGPRSFlag
	Subclause in TS 23.008 2.7.5
	

	mNRR
	Subclause in TS 23.008 2.7.7
	

	subscriberStatus
	Subclause in TS 23.008 2.8.1
	

	barringOfOutgoingCalls
	Subclause in TS 23.008 2.8.2.1
	

	barringOfIncomingCalls
	Subclause in TS 23.008 2.8.2.2
	

	barringOfRoaming
	Subclause in TS 23.008 2.8.2.3
	

	barringOfPremiumRateCalls
	Subclause in TS 23.008 2.8.2.4
	

	barringOfSupplementaryServiceManagement
	Subclause in TS 23.008 2.8.2.5
	

	barringOfRegistrationOfCallForwarding
	Subclause in TS 23.008 2.8.2.6
	

	barringOfInvocationOfCallTransfer
	Subclause in TS 23.008 2.8.2.7
	

	operatorDeterminedBarringPLMNspecificData
	Subclause in TS 23.008 2.8.3
	

	notificationToCSEFlagForODB
	Subclause in TS 23.008 2.8.4
	

	gsmSCFaddresslistForODB
	Subclause in TS 23.008 2.8.5
	

	messagesWaitingData
	Subclause in TS 23.008 2.10.1
	

	mobileStationNotReachableFlag
	Subclause in TS 23.008 2.10.2
	

	memoryCapacityExceededFlag
	Subclause in TS 23.008 2.10.3
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	vGCSGroupMembershipList
	Subclause in TS 23.008 2.12.1
	

	vBSGroupMembershipList
	Subclause in TS 23.008 2.12.2
	

	broadcastCallInitiationAllowedList
	Subclause in TS 23.008 2.12.2.1
	

	originatingCAMELSubscriptionInformationOCSI
	Subclause in TS 23.008 2.14.1.1/3.1
	

	terminatingCAMELSubscriptionInformationTCSI
	Subclause in TS 23.008 2.14.1.2
	

	vMSCTerminatingCAMELSubscriptionInformationVTCSI
	Subclause in TS 23.008 2.14.1.2/3.2
	

	locationInformation/SubscriberStateInformation
	Subclause in TS 23.008 2.14.1.3
	

	uSSDCAMELSubscriptionInformationUCSI
	Subclause in TS 23.008 2.14.1.4
	

	sSInvocationNotificationSSCSI
	Subclause in TS 23.008 2.14.1.5/3.2
	

	translationInformationFlagTIFCSI
	Subclause in TS 23.008 2.14.1.6/3.6
	

	dialledServiceCAMELSubscriptionInformationDCSI
	Subclause in TS 23.008 2.14.1.11/3.7
	

	uSSDGeneralCAMELServiceInformationUGCSI
	Subclause in TS 23.008 2.14.2.4
	

	oCSINegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	sSCSINegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	vTCSINegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	shortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	Subclause in TS 23.008 2.14.1.8/2.14.3.5
	

	shortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	Subclause in TS 23.008 2.14.1.9/2.14.3.6
	

	mOSMSCSIVLRNegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	mTSMSCSIVLRNegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	mCSINegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	vLRSupportedCAMELPhases
	Subclause in TS 23.008 2.14.2.3
	

	gsmSCFaddressforCSI
	Subclause in TS 23.008 2.14.2.4
	

	vLROfferedCAMEL4CSIs
	Subclause in TS 23.008 2.14.2.2A
	

	iSTAlertTimer
	Subclause in TS 23.008 2.15.1
	

	cSAllocation/Retentionpriority
	Subclause in TS 23.008 2.18.1
	


A2
Packet Switched Service Parameters

The 3GPP defined Packet Switched Service parameters are listed in TS 23.008.

A2.1
Attributes

For the SuMServiceDescriptor set to “PS parameters”, attribute SuMServiceInfo will contain some or all of the attributes in table A3.1 and table A3.2. SuMSubscribedServiceInfo may contain a selected part of the contents in table A3.1 and table A3.2. 

SuMSubscriptionProfileInfo will contain the entire contents in table A3.1. 

SuMServiceProfileInfo will contain the entire contents in table A3.2

. Table A3.1: Packet Switched Service parameters (Part 1)

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sGSNNumber
	+
	M
	M
	-

	gGSNNumber
	+
	M
	M
	-

	sGSNarearestrictedflag
	+
	M
	M
	-

	roamingRestrictedintheSGSNduetounsupportedfeature
	+
	M
	M
	-

	mNRG
	+
	M
	M
	-

	
	
	
	
	


Table A3.2: Packet Switched Service parameters (Part 2)

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	provisionofteleservice
	+
	M
	M
	M

	transferofSMoption
	+
	M
	M
	M

	mSpurgedforGPRSflag
	+
	M
	M
	-

	barringofPacketOrientedServices
	+
	M
	M
	M

	pDPType
	+
	M
	M
	M

	pDPAddress
	+
	M
	M
	M

	accessPointName
	+
	M
	M
	M

	vPLMNAddressAllowed
	+
	M
	M
	M

	gGSNlist
	+
	M
	M
	-

	qualityofServiceSubscribed
	+
	M
	M
	M

	pDPContextIdentifier
	+
	M
	M
	-

	pDPContextChargingCharacteristics
	+
	M
	M
	M

	gPRSCAMELSubscriptionInformationGPRSCSI
	+
	M
	M
	M

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	+
	M
	M
	M

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	+
	M
	M
	M

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	M
	M
	M

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	+
	M
	M
	M

	mobilityManagementforGPRSeventnotificationMGCSI
	+
	M
	M
	M

	mGCSINegotiatedCAMELCapabilityHandling
	+
	M
	M
	M

	gPRSCSINegotiatedCAMELCapabilityHandling
	+
	M
	M
	-

	sGSNSupportedCAMELPhases
	+
	M
	M
	-

	SGSNOfferedCAMEL4CSIs
	+
	M
	M
	-

	gsmSCFaddressforCSI
	+
	M
	M
	M

	subscribedChargingCharacteristics
	+
	M
	M
	


A2.2
Information attribute definitions

A2.2.1
Definitions and legal values

Definitions and legal values that are present in packet switched service parameters.

Table A4: Attributes

	Attribute Name
	Definition
	Legal Values

	sGSNNumber
	Subclause in TS 23.008 2.4.8.1
	

	gGSNNumber
	Subclause in TS 23.008 2.4.8.2
	

	sGSNarearestrictedflag
	Subclause in TS 23.008 2.4.14
	

	roamingRestrictedintheSGSNduetounsupportedfeature
	Subclause in TS 23.008 2.4.15.3
	

	provisionofteleservice
	Subclause in TS 23.008 2.5.2
	

	transferofSMoption
	Subclause in TS 23.008 2.5.4
	

	mNRG
	Subclause in TS 23.008 2.7.2
	

	mSpurgedforGPRSflag
	Subclause in TS 23.008 2.7.6
	

	barringofPacketOrientedServices
	Subclause in TS 23.008 2.8.2.8
	

	
	
	

	pDPType
	Subclause in TS 23.008 2.13.1
	

	pDPAddress
	Subclause in TS 23.008 2.13.2
	

	accessPointName
	Subclause in TS 23.008 2.13.6
	

	vPLMNAddressAllowed
	Subclause in TS 23.008 2.13.8
	

	gGSNlist
	Subclause in TS 23.008 2.13.11
	

	qualityofServiceSubscribed
	Subclause in TS 23.008 2.13.12
	

	pDPContextIdentifier
	Subclause in TS 23.008 2.13.24
	

	pDPContextChargingCharacteristics
	Subclause in TS 23.008 2.13.25
	

	gPRSCAMELSubscriptionInformationGPRSCSI
	Subclause in TS 23.008 2.14.1.10/2.14.4.4
	

	mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI
	Subclause in TS 23.008 2.14.1.8/2.14.4.1
	

	mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI
	Subclause in TS 23.008 2.14.1.9/2.14.4.2.
	

	mOSMSCSISGSNNegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	mTSMSCSISGSNNegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	mobilityManagementforGPRSeventnotificationMGCSI
	Subclause in TS 23.008 2.14.1.12/2.14.4.4
	

	mGCSINegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	gPRSCSINegotiatedCAMELCapabilityHandling
	Subclause in TS 23.008 2.14.2.1
	

	sGSNSupportedCAMELPhases
	Subclause in TS 23.008 2.14.2.3
	

	SGSNOfferedCAMEL4CSIs
	Subclause in TS 23.008 2.14.2.2A
	

	gsmSCFaddressforCSI
	Subclause in TS 23.008 2.14.2.4
	

	subscribedChargingCharacteristics
	Subclause in TS 23.008 2.19.1
	


A3
IMS Service Parameters

The 3GPP defined Packet Switched Service parameters are listed in TS 23.008.

A3.1
Attributes

For the SuMServiceDescriptor set to “IMS parameters”, attribute SuMServiceInfo will contain some or all of the attributes in table A5.1 and table A5.2. SuMSubscribedServiceInfo may contain a selected part of the contents in table A5.1 and table A5.2. 

SuMSubscriptionProfileInfo will contain the entire contents in table A5.1. 

SuMServiceProfileInfo will contain the entire contents in table A5.2

Table A5.1: IMS parameters (Part 1)

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	privateUserIdentity
	+
	M
	M
	-

	publicIdentity
	+
	M
	M
	M


Table A5.2: IMS parameters (Part 2)

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	barringIndication
	+
	M
	M
	M

	listofauthorizedvisitednetworkidentifiers
	+
	M
	M
	M

	registrationStatus
	+
	M
	M
	M

	sCSCFName
	+
	M
	M
	M

	diameterClientAddressofSCSCF
	+
	M
	M
	-

	serverCapabilities
	+
	M
	M
	M

	subscribedMediaProfileIdentifier
	+
	M
	M
	M

	initialFilterCriteria
	+
	M
	M
	-

	applicationServerInformation
	+
	M
	M
	-

	serviceIndication
	+
	M
	M
	M

	primaryEventChargingFunctionName
	+
	M
	M
	M

	secondaryEventChargingFunctionName
	+
	M
	M
	-

	primaryChargingCollectionFunctionName
	+
	M
	M
	-

	secondaryChargingCollectionFunctionName
	+
	M
	M
	-

	gsmSCFaddressforIMCSI
	+
	M
	M
	M

	iMSSFaddressforIMCSI
	+
	M
	M
	-

	oIMCSI
	+
	M
	M
	M

	vTIMCSI
	+
	M
	M
	M

	dIMCS
	+
	M
	M
	M


A3.2
Information attribute definitions

A3.2.1
Definitions and legal values

Definitions and legal values that are present in IMS parameters.

Table A6: Attributes

	Attribute Name
	Definition
	Legal Values

	privateUserIdentity
	Subclause in TS 23.008 3.1.1
	

	publicIdentity
	Subclause in TS 23.008 3.1.2
	

	barringIndication
	Subclause in TS 23.008 3.1.3
	

	listofauthorizedvisitednetworkidentifiers
	Subclause in TS 23.008 3.1.4
	

	registrationStatus
	Subclause in TS 23.008 3.2.1
	

	sCSCFName
	Subclause in TS 23.008 3.2.2
	

	diameterClientAddressofSCSCF
	Subclause in TS 23.008 3.2.3
	

	serverCapabilities
	Subclause in TS 23.008 3.4.1
	

	subscribedMediaProfileIdentifier
	Subclause in TS 23.008 3.5.1
	

	initialFilterCriteria
	Subclause in TS 23.008 3.5.2
	

	applicationServerInformation
	Subclause in TS 23.008 3.5.3
	

	serviceIndication
	Subclause in TS 23.008 3.5.4
	

	primaryEventChargingFunctionName
	Subclause in TS 23.008 3.7.1
	

	secondaryEventChargingFunctionName
	Subclause in TS 23.008 3.7.2
	

	primaryChargingCollectionFunctionName
	Subclause in TS 23.008 3.7.3
	

	secondaryChargingCollectionFunctionName
	Subclause in TS 23.008 3.7.4
	

	gsmSCFaddressforIMCSI
	Subclause in TS 23.008 3.8.4
	

	iMSSFaddressforIMCSI
	Subclause in TS 23.008 3.8.5
	

	oIMCSI
	Subclause in TS 23.008 3.8.1
	

	vTIMCSI
	Subclause in TS 23.008 3.8.2
	

	dIMCS
	Subclause in TS 23.008 3.8.3
	


A4
Common CS and PS Parameters

The 3GPP defined Service independent parameters are listed in TS 23.008.

A4.1
Attributes

For the SuMServiceDescriptor set to “Common CS and PS parameters”, attribute SuMServiceInfo will contain some or all of the attributes in table A7. SuMSubscribedServiceInfo may contain a selected part of the contents in table A7. SuMSubscriptionProfileInfo will contain the entire contents in table A7.

Table A7: Common CS and PS parameters

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iMSI
	+
	M
	M
	-

	networkAccessMode
	+
	M
	M
	M

	internationalMSISDNNumber
	+
	M
	M
	M

	multinumberingMSISDNs
	+
	M
	M
	M

	basicMMSISDNIndicator
	+
	M
	M
	M

	mSISDNAlertIndicator
	+
	M
	M
	M

	iMEISV
	+
	M
	M
	-

	vLRNumber
	+
	M
	M
	-

	mSCNumber
	+
	M
	M
	-

	subscriptionRestriction
	+
	M
	M
	M

	rSZI lists
	+
	M
	M
	M

	mSCAreaRestrictedFlag
	+
	M
	M
	-

	oDBinducedBarringData
	+
	M
	M
	-

	roamingRestrictionDueToUnsupportedFeature
	+
	M
	M
	-

	lSAIdentity
	+
	M
	M
	M

	lSAPriority
	+
	M
	M
	M

	lSAPreferential Access Indicator
	+
	M
	M
	M

	lSAActive Mode Support Indicator
	+
	M
	M
	M

	lSAOnly Access Indicator
	+
	M
	M
	M

	lSAActive Mode Indicator
	+
	M
	M
	M

	vPLMNIdentifier
	+
	M
	M
	M

	accessRestriction Data
	+
	M
	M
	M

	privacyExceptionList
	+
	M
	M
	M

	gMLCNumbers
	+
	M
	M
	M

	mOLRList
	+
	M
	M
	M

	serviceTypes
	+
	M
	M
	M

	ageIndicator
	+
	M
	M
	-


A4.2
Information attribute definitions

A4.2.1
Definitions and legal values

Definitions and legal values that are present in circuit switched service parameters.

Table A8: Service independent attributes

	Attribute Name
	Definition
	Legal Values

	iMSI
	Subclause in TS 23.008 2.1.1.1
	

	networkAccessMode
	Subclause in TS 23.008 2.1.1.2
	

	internationalMSISDNNumber
	Subclause in TS 23.008 2.1.2
	

	multinumberingMSISDNs
	Subclause in TS 23.008 2.1.3
	

	basicMMSISDNIndicator
	Subclause in TS 23.008 2.1.3.1
	

	mSISDNAlertIndicator
	Subclause in TS 23.008 2.1.3.2
	

	iMEISV
	Subclause in TS 23.008 2.2.3
	

	vLRNumber
	Subclause in TS 23.008 2.4.5
	

	mSCNumber
	Subclause in S 23.008 2.4.6
	

	subscriptionRestriction
	Subclause in TS 23.008 2.4.10
	

	rSZIlists
	Subclause in TS 23.008 2.4.11.1
	

	mSCAreaRestrictedFlag
	Subclause in TS 23.008 2.4.12
	

	oDBinducedBarringData
	Subclause in TS 23.008 2.4.15.1
	

	roamingRestrictionDueToUnsupportedFeature
	Subclause in TS 23.008 2.4.15.2
	

	lSAIdentity
	Subclause in TS 23.008 2.4.17.1
	

	lSAPriority
	Subclause in TS 23.008 2.4.17.2
	

	lSAPreferentialAccessIndicator
	Subclause in TS 23.008 2.4.17.2A
	

	lSAActiveModeSupportIndicator
	Subclause in TS 23.008 2.4.17.2B
	

	lSAOnlyAccessIndicator
	Subclause in TS 23.008 2.4.17.3
	

	lSAActiveModeIndicator
	Subclause in TS 23.008 2.4.17.4
	

	vPLMNIdentifier
	Subclause in TS 23.008 2.4.17.5
	

	accessRestrictionData
	Subclause in TS 23.008 2.4.18
	

	privacyExceptionList
	Subclause in TS 23.008 2.16.1.1
	

	gMLCNumbers
	Subclause in TS 23.008 2.16.1.2
	

	mOLRList
	Subclause in TS 23.008 2.16.1.3
	

	serviceTypes
	Subclause in TS 23.008 2.16.1.4
	

	ageIndicator
	Subclause in TS 23.008 2.17.1
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