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Change in Clause 5.1.4
5.1.4
VASP transactions

MMS VAS Application offers value added services to the MMS Users. The MMS VASP are able to interact with the MMS R/S via the MM7 reference point using transactions similar to those of the MM1 interface i.e. submission, reception, delivery-report, read-reply report, etc. 
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This scenario, as depicted in figure 5.4, covers the VASP related MM transactions and the associated chargeable events in the affected MMS R/S.

Details on trigger contitions for VASP are ffs.
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Figure 5.4: Chargeable event overview for VASP transactions

Table 5.4: Trigger type overview for VASP transactions

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	


	Trigger point
	Trigger name

	V1
	VASP Recipient MM7 Deliver report Request

	V2
	VASP Recipient MM7 Deliver report Response

	V3
	VASP Recipient MM7 Submission

	V4
	VASP Recipient MM7 Delivery report Request 

	V5
	VASP Recipient MM7 Delivery report Response 

	V6
	VASP Recipient MM7 Read reply report Request

	V7
	VASP Recipient MM7 Read reply report Response

	V8
	VASP MM7 Replacement

	V9
	VASP MM7 Cancellation

	NOTE:
Chargeable events for VASP submission, replacement and cancelleation are triggered by the MMS R/S responding to these requests, rather than upon receiving them.


Editor’s note: Correction on the VASP CDR description is needed, in point especially of subclause 6.1.5.8 (for V8 above).
End of Change in Clause 5.1.4
End of document
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