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Change in Clause 6.10.1

6.10.1
notifyComments (O)

6.10.1.1
Definition

The subscribed IRPManager instances are notified regarding to the addition of a Comment instance to an AlarmInformation instance in the AlarmList.  The AlarmInformation carried in the notification shall satisfy the current filter constraint of the subscription.

The notification shall contain all parameters that are filterable and are present in the original (related) notifyNewAlarm notification.

The IRPManager and the IRPAgent can add comments to instances of AlarmInformation as described in 3GPP TS 32.111-1 [9].

IRPAgent shall support this notification if it supports the operation setComment.

6.10.1.2
Input Parameters 

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,F
	MonitoredEntity.objectClass where the MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the AlarmInformation. 
	

	objectInstance
	M,F
	MonitoredEntity.objectInstance where the MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the AlarmInformation. 
	

	notificationId
	M
	This carries the semantics of notification identifier.
	

	eventTime
	M,F
	Comment.commentTime of the last Comment added
	

	systemDN
	C,F
	IRPAgent.systemDN
	

	notificationType
	M,F
	"notifyComments"
	

	alarmType
	M,F
	AlarmInformation.eventType
	

	probableCause
	M,F
	AlarmInformation.probableCause
	

	perceived Severity
	M,F
	AlarmInformation.perceivedSeverity
	

	comments
	M
	The set of Comment instances involved in a relationship with this AlarmInformation.
	

	alarmId
	M
	AlarmInformation.alarmId
	


6.10.1.3
Triggering Events

6.10.1.3.1
From-state

alarmInformationExists.
	Assertion Name
	Definition

	alarmInformationExists
	The AlarmInformation is in AlarmList.


6.10.1.3.2
To-state

commentInserted.

	Assertion Name
	Definition

	commentInserted
	One Comment has been created and it is involved in a relationship with the AlarmInformation identified by from-state assertion alarmInformationExists.  The following attributes of the newly created Comment instance shall be populated:

commentTime, commentText, commentUserId and commentSystemId.


End of Change in Clause 6.10.1
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