Page 1



3GPP TSG-SA5 (Telecom Management)
S5-048825

Meeting #39bis, Sophia Antipolis, FRANCE, 27 Sep - 1 Oct 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.633
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	LU Rel 6 CR IMS additions TS 32.633

	
	

	Source:
(

	SA5 (islip@lucent.com)

	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	01/10/2004

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	IMS entities are not manageable without these additions to the CORBA solution set

	
	

	Summary of change:
(

	Additional data definitions to support the following  IMS entities ScscfFunction, PcscfFunction, IcscfFunction, MrfcFunction, MrfpFunction, AsFunction, SlfFunction, BgcFunction and ImsMgwFunction.

Inclusion of IDL changes per the IDL style guide e.g. inclusion of a comment indicating e.g. "filename.idl" 

Addition of endif  //module name

	
	

	Consequences if 
(

not approved:
	IMS will not be manageable (for basic fault management and notifications) within release 6.

	
	

	Clauses affected:
(

	Section 5.2

Annex A

MOC CsMgwFunction moved, with re numbering of sections and tables such that all MOCs for entities come before MOCs for links. Clauses for links also re numbered.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in Clause 5.2

5.2.26
MOC CsMgwFunction

Table 26: Mapping from NRM MOC CsMgwFunction attributes to SS equivalent MOC CsMgwFunction attributes

	NRM Attributes of MOC MgwFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	CsMgwFunctionId
	CsmgwFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read-Write, M

	Associated With/csMgwFunction- mscServerFunction
	csMgwFunction- mscServerFunction
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	Connected To/csMgwFunction- iucsLink
	csMgwFunction- iucsLink
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	Connected To /csMgwFunction- ALink
	csMgwFunction- ALink
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M


5.2.27

MOC ScscfFunction

Table 27: Mapping from NRM MOC ScscfFunction attributes to SS equivalent MOC ScscfFunction 

	NRM Attributes of MOC ScscfFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	ScscfFunctionId
	scscfFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.28
MOC PcscfFunction

Table 28: Mapping from NRM MOC PcscfFunction attributes to SS equivalent MOC PcscfFunction 

	NRM Attributes of MOC PcscfFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	PcscfFunctionId
	pcscfFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.29
MOC IcscfFunction

Table 29: Mapping from NRM MOC IcscfFunction to SS equivalent MOC IcscfFunction 

	NRM Attributes of MOC IcscfFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	IcscfFunctionId
	icscfFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.30
MOC SlfFunction

Table 30  Mapping from NRM MOC SlfFunction to SS equivalent MOC SlfFunction

	NRM Attributes of MOC SlfFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	SlfFunctionId
	slfFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.31
MOC BgcFunction

Table 31: Mapping from NRM MOC BgcFunction to SS equivalent MOC BgcFunction

	NRM Attributes of MOC BgcFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	BgcFunctionId
	bgcFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


6.2.32
MOC MrfcFunction

Table 32: Mapping from NRM MOC MrfcFunction to SS equivalent MOC MrfcFunction

	NRM Attributes of MOC ScscfFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	MrfcFunctionId
	mrfcFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.33
MOC MrfpFunction
Table 33: Mapping from NRM MOC MrfpFunction to SS equivalent MOC MrfpFunction

	NRM Attributes of MOC MrfpFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	MrfpFunctionId
	mrfpFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.34
NOC AsFunction

Table 34: Mapping from NRM MOC AsFunction to SS equivalent MOC AsFunction

	NRM Attributes of MOC AsFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	AsFunctionId
	asFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.35
MOC ImsMgwFunction

Table 35: Mapping from NRM MOC ImsMgwFunction to SS equivalent MOC ImsMgwFunction

	NRM Attributes of MOC ImsMgwFunction in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	ImsMgwFunctionId
	iwfFunctionId
	string
	Read-Only, M

	UserLabel
	userLabel
	string
	Read- Write, M


5.2.36
MOC IucsLink

Table 36: Mapping from NRM MOC IucsLink attributes to SS equivalent MOC IucsLink attributes

	NRM Attributes of MOC IucsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	iucsLinkId
	iucsLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	Connected To/connectedRnc
	connectedRnc
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	Connected To/connectedBss
	connectedBss
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M


5.2.37
MOC IupsLink

Table 37: Mapping from NRM MOC IupsLink attributes to SS equivalent MOC IupsLink attributes

	NRM Attributes of MOC IucsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	iupsLinkId
	iupsLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	Connected To/connectedRnc
	connectedRnc
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, O

	Connected To/connectedBss
	connectedBss
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, O


5.2.38
MOC IubcLink

Table 38: Mapping from NRM MOC IubcLink attributes to SS equivalent MOC IubcLink attributes

	NRM Attributes of MOC IucsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	iubcLinkId
	iubcLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	Connected To/connectedRnc
	connectedRnc
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M


5.2.39
MOC ALink

Table 39: Mapping from NRM MOC ALink attributes to SS equivalent MOC ALink attributes

	NRM Attributes of MOC IucsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	aLinkId
	aLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read- Write, M

	Connected To/connectedBss
	connectedBss
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M


5.2.40
MOC GbLink

Table 40: Mapping from NRM MOC GbLink attributes to SS equivalent MOC GbLink attributes

	NRM Attributes of MOC IucsLink in TS 32.632 [3]
	SS Attributes
	SS Type
	Qualifier

	gbLinkId
	gbLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	Connected To/connectedBss
	connectedBss
	GenericNRIRPSystem::AttributeTypes::MOReference
	Read-Only, M




	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


End of Change in Clause 5.2
Change in Clause Annex A

Annex A (normative):
CORBA IDL, NRM Definitions

//File CoreNetworkResourcesNRMDefs.idl

#ifndef CoreNetworkResourcesNRMDefs_idl

#define CoreNetworkResourcesNRMDefs_idl

#include "GenericNetworkResourcesNRMDefs.idl"
#pragma prefix "3gppsa5.org"

/**

 * This module defines constants for each MO class name and

 * the attribute names for each defined MO class.

 */

module CoreNetworkResourcesNRMDefs

{

      /**

       *  Definitions for MO class MscServerFunction

       */ 

      interface MscServerFunction: GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "MscServerFunction";

         // Attribute Names

         // 

         const string mscServerFunctionId = "mscServerFunctionId";         


         const string mccList = "mccList";

         const string mncList = "mncList";

         const string lacList = "lacList";

         const string sacList = "sacList";

         const string gcaList = "gcaList";

         const string mscId = "mscId";

         const string mscServerFunctionGSMcell = "mscServerFunctionGSMcell";

         const string mscServerFunctionExternalGSMcell = "mscServerFunctionExternalGSMcell";

         const string mscServerFunctionCsMgwFunction = "mscServerFunctionCsMgwFunction";

      };

      /**

       *  Definitions for MO class HlrFunction

       */ 

      interface HlrFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "HlrFunction";

         // Attribute Names

         // 

         const string hlrFunctionId = "hlrFunctionId";         


      };

      /**

       *  Definitions for MO class VlrFunction

       */ 

      interface VlrFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "VlrFunction";

         // Attribute Names

         // 

         const string vlrFunctionId = "vlrFunctionId";         


      };

      /**

       *  Definitions for MO class AucFunction

       */ 

      interface AucFunction

      {

         const string CLASS = "AucFunction";

         // Attribute Names

         // 

         const string aucFunctionId = "aucFunctionId";         


      };

      /**

       *  Definitions for MO class EirFunction

       */ 

      interface EirFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "EirFunction";

         // Attribute Names

         // 

         const string eirFunctionId = "eirFunctionId";         


      };

      /**

       *  Definitions for MO class SmsIwmscFunction

       */ 

      interface SmsIwmscFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SmsIwmscFunction";

         // Attribute Names

         // 

         const string smsIwmscFunctionId = "smsIwmscFunctionId";         


      };

      /**

       *  Definitions for MO class SmsGmscFunction

       */ 

      interface SmsGmscFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SmsGmscFunction";

         // Attribute Names

         // 

         const string smsGmscFunctionId = "smsGmscFunctionId";         


      };

      /**

       *  Definitions for MO class SgsnFunction

       */ 

      interface SgsnFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SgsnFunction";

         // Attribute Names

         // 

         const string sgsnFunctionId = "sgsnFunctionId";         


         const string mccList = "mccList";

         const string mncList = "mncList";

         const string lacList = "lacList";

         const string racList = "racList";

         const string sacList = "sacList";

         const string sgsnId = "sgsnId";

         const string sgsnFunctionGSMcell = "sgsnFunctionGSMcell";

         const string sgsnFunctionExternalGSMcell = "sgsnFunctionExternalGSMcell";

      };

      /**

       *  Definitions for MO class GgsnFunction

       */ 

      interface GgsnFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GgsnFunction";

         // Attribute Names

         // 

         const string ggsnFunctionId = "ggsnFunctionId";         


      };

      /**

       *  Definitions for MO class BgFunction

       */ 

      interface BgFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "BgFunction";

         // Attribute Names

         // 

         const string bgFunctionId = "bgFunctionId";         


      };

      /**

       *  Definitions for MO class GmscFunction

       */ 

      interface GmscFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GmscFunction";

         // Attribute Names

         // 

         const string gmscFunctionId = "gmscFunctionId";         


      };

      /**

       *  Definitions for MO class SmlcFunction

       */ 

      interface SmlcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SmlcFunction";

         // Attribute Names

         // 

         const string smlcFunctionId = "smlcFunctionId";         


      };

      /**

       *  Definitions for MO class GmlcFunction

       */ 

      interface GmlcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GmlcFunction";

         // Attribute Names

         // 

         const string gmlcFunctionId = "gmlcFunctionId";         


      };

      /**

       *  Definitions for MO class ScfFunction

       */ 

      interface ScfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "ScfFunction";

         // Attribute Names

         // 

         const string scfFunctionId = "scfFunctionId";         


      };

      /**

       *  Definitions for MO class SrfFunction

       */ 

      interface SrfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SrfFunction";

         // Attribute Names

         // 

         const string srfFunctionId = "srfFunctionId";         


      };

      /**

       *  Definitions for MO class CbcFunction

       */ 

      interface CbcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "CbcFunction";

         // Attribute Names

         // 

         const string cbcFunctionId = "cbcFunctionId";         


      };

      /**

       *  Definitions for MO class CgfFunction

       */ 

      interface CgfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "CgfFunction";

         // Attribute Names

         // 

         const string cgfFunctionId = "cgfFunctionId";         


      };

      /**

       *  Definitions for MO class MgwFunction

       */ 

      interface MgwFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "MgwFunction";

         // Attribute Names

         // 

         const string mgwFunctionId = "mgwFunctionId";         


      };

      /**

       *  Definitions for MO class GmscServerFunction

       */ 

      interface GmscServerFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GmscServerFunction";

         // Attribute Names

         // 

         const string gmscServerFunctionId = "gmscServerFunctionId";         


      };

      /**

       *  Definitions for MO class IwfFunction

       */ 

      interface IwfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "IwfFunction";

         // Attribute Names

         // 

         const string iwfFunctionId = "iwfFunctionId";         


      };

      /**

       *  Definitions for MO class MnpSrfFunction

       */ 

      interface MnpSrfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "MnpSrfFunction";

         // Attribute Names

         // 

         const string mnpSrfFunctionId = "mnpSrfFunctionId";         


      };

      /**

       *  Definitions for MO class NpdbFunction

       */ 

      interface NpdbFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "NpdbFunction";

         // Attribute Names

         // 

         const string npdbFunctionId = "npdbFunctionId";         


      };

      /**

       *  Definitions for MO class SgwFunction

       */ 

      interface SgwFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SgwFunction";

         // Attribute Names

         // 

         const string sgwFunctionId = "sgwFunctionId";         


      };

      /**

       *  Definitions for MO class SsfFunction

       */ 

      interface SsfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SsfFunction";

         // Attribute Names

         // 

         const string ssfFunctionId = "ssfFunctionId";         


      };

      /**

       *  Definitions for MO class BsFunction

       */ 

      interface BsFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "BsFunction";

         // Attribute Names

         // 

         const string bsFunctionId = "bsFunctionId";

      };

      /**

      *  Definitions for MO class ScscfFunction

      */

      interface ScscfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "scscfFunctionId";

         // Attribute Names

         //

         const string scscfFunctionId = "scscfFunctionId";
      };
      /**
      /**

      *  Definitions for MO class PcscfFunction

      */

      interface PcscfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "pcscfFunctionFunction";

         // Attribute Names

         // 

         const string pcscfFunctionId = "pcscfFunctionId";
      };

      /**

      *  Definitions for MO class IcscfFunction

      */ 

      interface IcscfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "icscfFunction";

         // Attribute Names

         // 

         const string icscfFunctionId = " icscfFunctionId";
      };

      /**

      *  Definitions for MO class SlfFunction Function

      */ 

      interface SlfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = " slfFunction";

         // Attribute Names

         // 

         const string slfFunctionId = " slfFunctionId";
      };

      /**

      *  Definitions for MO class BgcFunction

      */ 

      interface BgcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = " bgcFunction";

         // Attribute Names

         // 

         const string bgcFunctionId = "bgcFunctionId";
      };

      /**

      *  Definitions for MO class MrfcFunction

      */ 

      interface MrfcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = " mrfcFunction ";

         // Attribute Names

         // 

         const string mrfcFunctionId = " mrfcFunctionId";
      };

      /**

      *  Definitions for MO class MrfpFunction

      */ 

      interface MrfpFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "mrfpFunction";

         // Attribute Names

         // 

         const string mrfpFunctionId = "mrfpFunctionId";
      };

      /**

      *  Definitions for MO class AsFunction
      */ 

      interface AsFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "asFunction";

         // Attribute Names

         // 

         const string asFunctionId = "asFunctionId";
      };

      /**

      *  Definitions for MO class ImsMgwFunction

      */ 

      interface ImsMgwFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "imsMgwFunction";

         // Attribute Names

         // 

         const string ImsMgwId = " ImsMgwId ";
      };
      /**

       *  Definitions for MO class IucsLink

       */ 

      interface IucsLink

      {

         const string CLASS = "IucsLink";

         // Attribute Names

         // 

         const string iucsLinkId = "iucsLinkId";

         const string userLabel = "userLabel";

         const string connectedRnc = "connectedRnc";

         const string connectedBss = "connectedBss";

      };

      /**

       *  Definitions for MO class IupsLink

       */ 

      interface IupsLink

      {

         const string CLASS = "IupsLink";

         // Attribute Names

         // 

         const string iupsLinkId = "iupsLinkId";

         const string userLabel = "userLabel";

         const string connectedRnc = "connectedRnc";

         const string connectedBss = "connectedBss";

      };

      /**

       *  Definitions for MO class IubcLink

       */ 

      interface IubcLink

      {

         const string CLASS = "IubcLink";

         // Attribute Names

         // 

         const string iubcLinkId = "iubcLinkId";

         const string userLabel = "userLabel";

         const string connectedRnc = "connectedRnc";

      };

      /**

       *  Definitions for MO class ALink

       */ 

      interface ALink

      {

         const string CLASS = "ALink";

         // Attribute Names

         // 

         const string aLinkId = "aLinkId";         

         const string userLabel = "userLabel";

         const string connectedBss = "connectedBss";

      };

      /**

       *  Definitions for MO class GbLink

       */ 

      interface GbLink

      {

         const string CLASS = "GbLink";

         // Attribute Names

         // 

         const string gbLinkId = "gbLinkId";         

         const string userLabel = "userLabel";

         const string connectedBss = "connectedBss";

      };

/**

       *  Definitions for MO class CsMgwFunction

       */ 

      interface CsMgwFunction

      {

         const string CLASS = "CsMgwFunction";

         // Attribute Names

         // 

         const string csMgwFunctionId = "csMgwFunctionId";         

         const string userLabel = "userLabel";

         const string csMgwFunctionMscServerFunction = "csMgwFunctionMscServerFunction";

         const string csMgwFunctionIucsLink = "csMgwFunctionIucsLink";

         const string csMgwFunctionALink = "csMgwFunctionALink";

      };

};

#endif //CoreNetworkResourcesNRMDefs_idl
End of Change in Clause Annex A
End of document
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