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1
Decision/action requested

The proposal is to agree and insert the table to TS 32.423 section 4.2 MSC Server Trace record and to section 4.3 MGW Trace record
2
References

3
Rationale

The following table describes the trace record content for minimum and medium trace depth for Megaco protocol in the MSC Server. The trace record content for management based activation and for signalling based activation is the same.

	Interface name
	Prot.

name
	IE name
	Procedure name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Mc
	Megaco
	Context
	Every procedure where it appears
	M
	M
	3GPP TS 23.205

	
	
	Bearer Termination 1
	Every procedure where it appears
	M
	M
	3GPP TS 23.205

	
	
	Bearer Termination 2
	Every procedure where it appears
	M
	M
	3GPP TS 23.205

	
	
	Bearer Characteristics
	Establish Bearer
	M
	M
	3GPP TS 23.205

	
	
	Destination Binding Reference
	Establish Bearer
	M
	M
	3GPP TS 23.205

	
	
	Sender Binding Reference
	Prepare Bearer
	M
	M
	3GPP TS 23.205

	
	
	Codec
	Prepare Bearer

Modify Bearer Characteristics
	M
	M
	3GPP TS 23.205

	
	
	Release Cause
	Release Bearer

Bearer Released
	M
	M
	3GPP TS 23.205


The following table describes the trace record content for minimum and medium trace depth for Megaco protocol in the MGW. The trace record content for management based activation and for signalling based activation is the same.

	Interface name
	Prot.

name
	IE name
	Procedure name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Mc
	Megaco
	Context
	Every procedure where it appears
	M
	M
	3GPP TS 23.205

	
	
	Bearer Termination 1
	Every procedure where it appears
	M
	M
	3GPP TS 23.205

	
	
	Bearer Termination 2
	Every procedure where it appears
	M
	M
	3GPP TS 23.205

	
	
	Bearer Characteristics
	Establish Bearer
	M
	M
	3GPP TS 23.205

	
	
	Destination Binding Reference
	Establish Bearer
	M
	M
	3GPP TS 23.205

	
	
	Destination Bearer Address
	Establish Bearer
	M
	M
	3GPP TS 23.205

	
	
	Sender Binding Reference
	Prepare Bearer
	M
	M
	3GPP TS 23.205

	
	
	Sender Bearer Address
	Prepare Bearer
	M
	M
	3GPP TS 23.205

	
	
	Codec
	Prepare Bearer

Modify Bearer Characteristics
	M
	M
	3GPP TS 23.205

	
	
	Release Cause
	Release Bearer

Bearer Released
	M
	M
	3GPP TS 23.205


