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Change in Clause 3.1

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Mobile Station (MS): term indicating Mobile Station and comparable to the terms Equipment and User Equipment

management activation/deactivation: Trace Session is activated/deactivated in different NEs directly from the EM using the management interfaces of those NEs

signalling based activation/deactivation: Trace Session is activated/deactivated in different NEs using the signalling interfaces between those elements so that the NEs may forward the activation/deactivation originating from the EM

System Context: two different realisations of the telecommunication management architecture. System Context A has the Itf-N between a Network Manager and an Element Manger. System Context B has the Itf-N between a Network Manager and a Network Element that has an embedded Element Manager. See figure 1 in TS 32.101 [1].

Trace: general term used for Subscriber and Equipment Trace

Trace record: in the NE a Trace record is a set of Traceable data collected as determined by the Trace control and configuration parameters and a trace record can exist as a file or as data in the memory.
Trace Recording Session: time interval within a Trace Session while trace records are generated for the subscriber or MS being traced.
The triggering events starting and stopping a Trace Recording Session are defined in 3GPP TS 32.422 [2] (figure 1).

Trace Recording Session Reference: identifies a Trace Recording Session within a Trace Session (see figure 1)
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Figure 1: Trace Recording Session

Trace Reference: identifies a Trace Session and is globally unique (see figure 2)

Trace Session: time interval started with a Trace Session Activation and lasts until the Deactivation of that specific Trace Session (see figure 2)
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Figure 2: Trace Session

Trace Parameter Configuration: a technique whereby a request for tracing a certain subscriber or MS is sent by the EM to the Network Element for execution.

Trace Parameter Propagation: a technique by which the NE processes the trace configuration (received from the EM or another NE) and sends it to the relevant Network Element(s) via signaling interface(s). 
End of change clause 3.1

Change in Clause 5.5

5.5
Requirements for Trace Data reporting

The high level requirements for Trace Data reporting, common to both Management activation/deactivation and Signalling based activation/deactivation, are as follows (Trace record contents, file formats and file transfer mechanisms are defined in 3GPP TS 32.423 [3]):

-
Trace records should be generated in each NE where a Trace Session has been activated and a Trace Recording Session has been started.

-
Format of the Trace record files shall be XML based on a Schema or ASN.1.

-
Trace records should be transferred on the Itf-N to the Network Manager using one of two approaches: direct transfer from NE to NM or transfer from NE to NM via EM.
For transfer of Trace record files via Itf-N, FTP shall be used. 
End of change clause 5.5
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