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1
Decision/action requested

The proposed changes shall be included in the next version of TS 32.298
2
References

This contribution is based on the Rel-6 new PS domain charging procedure described in documents S5-044715 and S5-044716.
3
Rationale

· This CR describes the CDR fields defined in document S5-044715.
4
Detailed proposal

The following sections of TS32.298 shall be modified:

New Clause 5.1.2.2.X
5.1.2.2.X
PS Furnish Charging Information

This field includes following information elements for PDP context (G-CDR, eG-CDR):
· PS Free Format Data (G-CDR, eG-CDR)
This field contains charging information sent by the OCS in the Diameter Credit Control Credit-Control-Answer messages as defined in TS 32.251 [11]. The data can be sent either in one Diameter Credit Control Credit-Control-Answer message or several Diameter Credit Control Credit-Control-Answer messages with append indicator. This data is transferred transparently in the PS Furnish Charging Information field of the relevant call records.

If the PS Free Format Data is received more than once during one PDP Context for which an offline session is established, the append indicator defines whether the PS Free Format Data is appended to previous received PS Free Format Data and stored in the relevant record or the information of the last PS Free Format Data received is stored in the relevant record (the previous PS Free Format Data information shall be overwritten). 

In the event of partial output the currently valid "PS Free format data" is stored in the partial record.

· PS FFD Append Indicator (G-CDR,eG-CDR):

     This field contains an indicator whether PS free format data is to be appended to the PS free format data stored in previous partial CDR. This field is needed in CDR post processing to sort out valid PS free format data for that PDP Context  from sequence of partial records. Creation of partial records is independent of received PS Free Format Data and thus valid PS  free format data may be divided to different partial records. 

       If field is missing then the PS free format data in this CDR replaces all received PS free format data in previous CDRs. Append indicator is not needed in the first partial record. In following partial records indicator shall get value true if all PS Free Format Data received during that partial record have append indicator. If one or more of the received PS Free Format Data for that PDP Context during the partial record do not have append indicator then this field shall be missing. 

End of New  Clause 5.1.2.2.X
Change in Clause 5.2.2.2
------------------------------------------------------------------------------

--

--  GPRS CALL AND EVENT RECORDS

--

------------------------------------------------------------------------------

GPRSCallEventRecord
::= CHOICE 

--

-- Record values 20..27 are GPRS specific


sgsnPDPRecord


[20] SGSNPDPRecord,


ggsnPDPRecord


[21] GGSNPDPRecord,


sgsnMMRecord


[22] SGSNMMRecord,


sgsnSMORecord


[23] SGSNSMORecord,


sgsnSMTRecord


[24] SGSNSMTRecord,


sgsnLCTRecord


[25] SGSNLCTRecord,


sgsnLCORecord


[26] SGSNLCORecord,


sgsnLCNRecord


[27] SGSNLCNRecord,

Editor’s note:  the acronyms for the LCS record types are not consistent with CS and the “call event record type” notation.  They also contradict to the record type definitons below, so alignment is needed.
GGSNPDPRecord 
::= SET

{


recordType




 [0] CallEventRecordType,


networkInitiation


 [1] NetworkInitiatedPDPContext OPTIONAL,


servedIMSI




 [3] IMSI,


ggsnAddress




 [4] GSNAddress,


chargingID




 [5] ChargingID,


sgsnAddress




 [6] SEQUENCE OF GSNAddress,


accessPointNameNI


 [7] AccessPointNameNI OPTIONAL,


pdpType





 [8] PDPType OPTIONAL,


servedPDPAddress


 [9] PDPAddress OPTIONAL,


dynamicAddressFlag


 [11] DynamicAddressFlag OPTIONAL,


listOfTrafficVolumes

 [12] SEQUENCE OF ChangeOfCharCondition OPTIONAL,


recordOpeningTime


 [13] TimeStamp,


duration




 [14] CallDuration,


causeForRecClosing


 [15] CauseForRecClosing,


diagnostics




 [16] Diagnostics OPTIONAL,


recordSequenceNumber

 [17] INTEGER OPTIONAL,


nodeID





 [18] NodeID OPTIONAL,


recordExtensions


 [19] ManagementExtensions OPTIONAL,


localSequenceNumber


 [20] LocalSequenceNumber OPTIONAL,


apnSelectionMode


 [21] APNSelectionMode OPTIONAL,


servedMSISDN



 [22] MSISDN OPTIONAL,


chargingCharacteristics

 [23] ChargingCharacteristics,


chChSelectionMode


 [24] ChChSelectionMode OPTIONAL,


iMSsignalingContext


 [25] NULL OPTIONAL,


externalChargingID


 [26] OCTET STRING OPTIONAL,


sgsnPLMNIdentifier


 [27] PLMN-Id OPTIONAL,

pSFurnishChargingInformation [28] PSFurnishChargingInformation OPTIONAL
}

Editor’s note:  The pSFurnishChargingInformation parameter must be present as an optional field in the eGCDR ASN.1 definition.
SGSNMMRecord
::= SET

{


recordType




[0] CallEventRecordType,


servedIMSI




[1] IMSI,


servedIMEI




[2] IMEI OPTIONAL,


sgsnAddress



    [3] GSNAddress OPTIONAL,


msNetworkCapability

    [4] MSNetworkCapability OPTIONAL,


routingArea



    [5] RoutingAreaCode OPTIONAL,


locationAreaCode


[6] LocationAreaCode OPTIONAL,


cellIdentifier



[7] CellId OPTIONAL,


changeLocation



[8] SEQUENCE OF ChangeLocation OPTIONAL,


recordOpeningTime


[9] TimeStamp,


duration




[10] CallDuration OPTIONAL, 


sgsnChange




[11] SGSNChange OPTIONAL,


causeForRecClosing


[12] CauseForRecClosing,


diagnostics



    [13] Diagnostics OPTIONAL,


recordSequenceNumber

[14] INTEGER OPTIONAL,


nodeID





[15] NodeID OPTIONAL,


recordExtensions


[16] ManagementExtensions OPTIONAL,


localSequenceNumber

    [17] LocalSequenceNumber OPTIONAL,


servedMSISDN



[18] MSISDN OPTIONAL,


chargingCharacteristics
    [19] ChargingCharacteristics,



cAMELInformationMM 

    [20] CAMELInformationMM OPTIONAL,


systemType




[21] SystemType OPTIONAL,


chChSelectionMode


[22] ChChSelectionMode OPTIONAL

}

SGSNPDPRecord 
::= SET

{


recordType




[0] CallEventRecordType,


networkInitiation


[1] NetworkInitiatedPDPContext OPTIONAL,


servedIMSI




[3] IMSI,


servedIMEI




[4] IMEI OPTIONAL,


sgsnAddress



    [5] GSNAddress OPTIONAL,


msNetworkCapability

    [6] MSNetworkCapability OPTIONAL,


routingArea



    [7] RoutingAreaCode OPTIONAL,


locationAreaCode


[8] LocationAreaCode OPTIONAL,


cellIdentifier



[9] CellId OPTIONAL,


chargingID




[10] ChargingID,


ggsnAddressUsed


    [11] GSNAddress,


accessPointNameNI


[12] AccessPointNameNI OPTIONAL,


pdpType





[13] PDPType OPTIONAL,


servedPDPAddress


[14] PDPAddress OPTIONAL,


listOfTrafficVolumes

[15] SEQUENCE OF ChangeOfCharCondition OPTIONAL,


recordOpeningTime


[16] TimeStamp,


duration




[17] CallDuration,


sgsnChange




[18] SGSNChange OPTIONAL,


causeForRecClosing


[19] CauseForRecClosing,


diagnostics



    [20] Diagnostics OPTIONAL,


recordSequenceNumber

[21] INTEGER OPTIONAL,


nodeID





[22] NodeID OPTIONAL,


recordExtensions


[23] ManagementExtensions OPTIONAL,


localSequenceNumber

    [24] LocalSequenceNumber OPTIONAL,


apnSelectionMode


[25] APNSelectionMode OPTIONAL,


accessPointNameOI


[26] AccessPointNameOI OPTIONAL,


servedMSISDN



[27] MSISDN OPTIONAL,


chargingCharacteristics
    [28] ChargingCharacteristics,


systemType




[29] SystemType OPTIONAL,


cAMELInformationPDP  

[30] CAMELInformationPDP OPTIONAL,


rNCUnsentDownlinkVolume
    [31] DataVolumeGPRS OPTIONAL,


chChSelectionMode


[32] ChChSelectionMode OPTIONAL,


dynamicAddressFlag


[33] DynamicAddressFlag OPTIONAL

}

SGSNSMORecord
::= SET

{


recordType




[0] CallEventRecordType,


servedIMSI




[1] IMSI,


servedIMEI




[2] IMEI OPTIONAL,


servedMSISDN



[3] MSISDN OPTIONAL,


msNetworkCapability

    [4] MSNetworkCapability OPTIONAL,


serviceCentre



[5] AddressString OPTIONAL,


recordingEntity


    [6] RecordingEntity OPTIONAL,


locationArea



[7] LocationAreaCode OPTIONAL,


routingArea



    [8] RoutingAreaCode OPTIONAL,


cellIdentifier



[9] CellId OPTIONAL,


messageReference


[10] MessageReference,


eventTimeStamp

    
[11] TimeStamp,



smsResult




[12] SMSResult OPTIONAL,


recordExtensions


[13] ManagementExtensions OPTIONAL, 


nodeID





[14] NodeID OPTIONAL,


localSequenceNumber

    [15] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
    [16] ChargingCharacteristics,


systemType




[17] SystemType OPTIONAL,


destinationNumber


[18] SmsTpDestinationNumber OPTIONAL,


cAMELInformationSMS

    [19] CAMELInformationSMS OPTIONAL,


chChSelectionMode


[20] ChChSelectionMode OPTIONAL

}

SGSNSMTRecord
::= SET

{


recordType



[0] CallEventRecordType,


servedIMSI



[1] IMSI,


servedIMEI



[2] IMEI OPTIONAL,


servedMSISDN


[3] MSISDN OPTIONAL,


msNetworkCapability
    [4] MSNetworkCapability OPTIONAL,


serviceCentre


[5] AddressString OPTIONAL,


recordingEntity

    [6] RecordingEntity OPTIONAL,


locationArea


[7] LocationAreaCode OPTIONAL,


routingArea


    [8] RoutingAreaCode OPTIONAL,


cellIdentifier


[9] CellId OPTIONAL,


eventTimeStamp

    [10] TimeStamp,



smsResult



[11] SMSResult OPTIONAL,


recordExtensions

[12] ManagementExtensions OPTIONAL,


nodeID




[13] NodeID OPTIONAL,


localSequenceNumber
    [14] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[15] ChargingCharacteristics,


systemType



[16] SystemType OPTIONAL,


chChSelectionMode

[17] ChChSelectionMode OPTIONAL,


cAMELInformationSMS

[18] CAMELInformationSMS OPTIONAL

}

SGSNMTLCSRecord


::= SET

{


recordType



[0] CallEventRecordType,


recordingEntity


[1] RecordingEntity,


lcsClientType


[2] LCSClientType,


lcsClientIdentity

[3] LCSClientIdentity,


servedIMSI



[4] IMSI,


servedMSISDN


[5] MSISDN OPTIONAL,


sgsnAddress



[6] GSNAddress OPTIONAL,


locationType


[7] LocationType,


lcsQos




[8] LCSQoSInfo OPTIONAL,


lcsPriority



[9] LCS-Priority OPTIONAL,


mlcNumber



[10] ISDN-AddressString,


eventTimeStamp


[11] TimeStamp,


measurementDuration

[12] CallDuration OPTIONAL,


notificationToMSUser
[13] NotificationToMSUser OPTIONAL,


privacyOverride


[14] NULL OPTIONAL,


location



[15] LocationAreaAndCell OPTIONAL,


routingArea


    [16] RoutingAreaCode OPTIONAL,


locationEstimate

[17] Ext-GeographicalInformation OPTIONAL,


positioningData


[18] PositioningData OPTIONAL,


lcsCause



[19] LCSCause OPTIONAL,


diagnostics



[20] Diagnostics OPTIONAL,


nodeID




[21] NodeID OPTIONAL,


localSequenceNumber
    [22] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[23] ChargingCharacteristics,


chChSelectionMode

[24] ChChSelectionMode OPTIONAL,


systemType



[25] SystemType OPTIONAL,


recordExtensions

[26] ManagementExtensions OPTIONAL,


causeForRecClosing

[27] CauseForRecClosing

}

SGSNMOLCSRecord


::= SET

{


recordType



[0] CallEventRecordType,


recordingEntity


[1] RecordingEntity,


lcsClientType


[2] LCSClientType OPTIONAL,


lcsClientIdentity

[3] LCSClientIdentity OPTIONAL,


servedIMSI



[4] IMSI,


servedMSISDN


[5] MSISDN OPTIONAL,


sgsnAddress



[6] GSNAddress OPTIONAL,


locationMethod


[7] LocationMethod,


lcsQos




[8] LCSQoSInfo OPTIONAL,


lcsPriority



[9] LCS-Priority OPTIONAL,


mlcNumber



[10] ISDN-AddressString OPTIONAL,


eventTimeStamp


[11] TimeStamp,


measurementDuration

[12] CallDuration OPTIONAL,


location



[13] LocationAreaAndCell OPTIONAL,


routingArea


    [14] RoutingAreaCode OPTIONAL,


locationEstimate

[15] Ext-GeographicalInformation OPTIONAL,


positioningData


[16] PositioningData OPTIONAL,


lcsCause



[17] LCSCause OPTIONAL,


diagnostics



[18] Diagnostics OPTIONAL,


nodeID




[19] NodeID OPTIONAL,


localSequenceNumber
    [20] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[21] ChargingCharacteristics,


chChSelectionMode

[22] ChChSelectionMode OPTIONAL,


systemType



[23] SystemType OPTIONAL,


recordExtensions

[24] ManagementExtensions OPTIONAL,


causeForRecClosing

[25] CauseForRecClosing

}

SGSNNILCSRecord


::= SET

{


recordType



[0] CallEventRecordType,


recordingEntity


[1] RecordingEntity,


lcsClientType


[2] LCSClientType OPTIONAL,


lcsClientIdentity

[3] LCSClientIdentity OPTIONAL,


servedIMSI



[4] IMSI OPTIONAL,


servedMSISDN


[5] MSISDN OPTIONAL,


sgsnAddress



[6] GSNAddress OPTIONAL,


servedIMEI



[7] IMEI OPTIONAL,


lcsQos




[8] LCSQoSInfo OPTIONAL,


lcsPriority



[9] LCS-Priority OPTIONAL,


mlcNumber



[10] ISDN-AddressString OPTIONAL,


eventTimeStamp


[11] TimeStamp,


measurementDuration

[12] CallDuration OPTIONAL,


location



[13] LocationAreaAndCell OPTIONAL,


routingArea


    [14] RoutingAreaCode OPTIONAL,


locationEstimate

[15] Ext-GeographicalInformation OPTIONAL,


positioningData


[16] PositioningData OPTIONAL,


lcsCause



[17] LCSCause OPTIONAL,


diagnostics



[18] Diagnostics OPTIONAL,


nodeID




[19] NodeID OPTIONAL,


localSequenceNumber
    [20] LocalSequenceNumber OPTIONAL,


chargingCharacteristics
[21] ChargingCharacteristics,


chChSelectionMode

[22] ChChSelectionMode OPTIONAL,


systemType



[23] SystemType OPTIONAL,


recordExtensions

[24] ManagementExtensions OPTIONAL,


causeForRecClosing

[25] CauseForRecClosing 

}

------------------------------------------------------------------------------

--

--  COMMON DATA TYPES

--

------------------------------------------------------------------------------

AccessPointNameNI
::= IA5String (SIZE(1..63))


--


-- Network Identifier part of APN in  dot representation.


-- For example, if the complete APN is 'apn1a.apn1b.apn1c.mnc022.mcc111.gprs'


-- NI is 'apn1a.apn1b.apn1c' and is presented in this form in the CDR..


--

AccessPointNameOI
::= IA5String (SIZE(1..37))


--


-- Operator Identifier part of APN in dot representation.


-- In the 'apn1a.apn1b.apn1c.mnc022.mcc111.gprs' example, the OI portion is 'mnc022.mcc111.gprs'


-- and is presented in this form in the CDR.


--

APNSelectionMode::= ENUMERATED

{


--


-- See Information Elements TS 29.060


--


mSorNetworkProvidedSubscriptionVerified



(0),


mSProvidedSubscriptionNotVerified




(1),


networkProvidedSubscriptionNotVerified



(2)

}

CAMELAccessPointNameNI
::= AccessPointNameNI

CAMELAccessPointNameOI
::= AccessPointNameOI

CAMELInformationMM

::= SET 

{


sCFAddress





[1] SCFAddress OPTIONAL,


serviceKey





[2]
ServiceKey OPTIONAL,


defaultTransactionHandling
    [3]
DefaultGPRS-Handling OPTIONAL,


numberOfDPEncountered  

    [4] NumberOfDPEncountered OPTIONAL,


levelOfCAMELService


    [5] LevelOfCAMELService OPTIONAL,


freeFormatData




[6] FreeFormatData OPTIONAL,


fFDAppendIndicator
     

[7]
FFDAppendIndicator OPTIONAL

}

CAMELInformationPDP
::= SET

{


sCFAddress





[1] SCFAddress OPTIONAL,


serviceKey





[2]
ServiceKey OPTIONAL,


defaultTransactionHandling
    [3]
DefaultGPRS-Handling OPTIONAL,


cAMELAccessPointNameNI

    [4] CAMELAccessPointNameNI OPTIONAL,


cAMELAccessPointNameOI

    [5] CAMELAccessPointNameOI OPTIONAL,


numberOfDPEncountered  

    [6] NumberOfDPEncountered OPTIONAL,


levelOfCAMELService


    [7] LevelOfCAMELService OPTIONAL,


freeFormatData




[8]
FreeFormatData OPTIONAL,


fFDAppendIndicator
     

[9]
FFDAppendIndicator OPTIONAL

}

CAMELInformationSMS

::= SET 

{


sCFAddress







[1] SCFAddress OPTIONAL,


serviceKey







[2]
ServiceKey OPTIONAL,


defaultSMSHandling





[3]
DefaultSMS-Handling OPTIONAL,


cAMELCallingPartyNumber



    [4] CallingNumber OPTIONAL,


cAMELDestinationSubscriberNumber

[5] SmsTpDestinationNumber OPTIONAL,


cAMELSMSCAddress





[6] AddressString OPTIONAL,


freeFormatData






[7]
FreeFormatData OPTIONAL,


smsReferenceNumber





[8] CallReferenceNumber
OPTIONAL

}

CauseForRecClosing
::= INTEGER

{


--


-- In GGSN the value sGSNChange should be used for partial record


-- generation due to SGSN Address List Overflow


-- 


-- LCS related causes belong to the MAP error causes acc. TS 29.002


--


-- cause codes 0 to 15 are defined in TS 32.205 as 'CauseForTerm' (cause for termination)


--


normalRelease




(0),


abnormalRelease


    
(4),


cAMELInitCallRelease


(5),


volumeLimit



    
(16),


timeLimit





(17),


sGSNChange





(18),


maxChangeCond




(19),


managementIntervention
    
(20),

    intraSGSNIntersystemChange

(21),


unauthorizedRequestingNetwork
(52),


unauthorizedLCSClient


(53),


positionMethodFailure


(54),


unknownOrUnreachableLCSClient
(58)

}

ChangeCondition
::= ENUMERATED

{


qoSChange



(0),


tariffTime



(1),


recordClosure


(2)

}

ChangeOfCharCondition
::= SEQUENCE

{


--


-- Used in PDP context record only


--


qosRequested



[1] QoSInformation OPTIONAL,


qosNegotiated



[2] QoSInformation OPTIONAL,


dataVolumeGPRSUplink

[3] DataVolumeGPRS,


dataVolumeGPRSDownlink
    [4] DataVolumeGPRS,


changeCondition


    [5] ChangeCondition,


changeTime




[6] TimeStamp

}

ChangeLocation
::= SEQUENCE

{


--


-- used in SGSNMMRecord only


--


locationAreaCode

[0] LocationAreaCode,


routingAreaCode

    [1] RoutingAreaCode,


cellId




[2] CellId OPTIONAL,


changeTime



[3] TimeStamp

}

ChargingCharacteristics
::= OCTET STRING (SIZE(2))

    --


--
Bit 0-3: Profile Index


--
Bit 4-15: For Behavior


--

ChargingID
::= INTEGER (0..4294967295)


--


-- Generated in GGSN, part of PDP context, see TS 23.060


-- 0..4294967295 is equivalent to 0..2**32-1


--

ChChSelectionMode

::= ENUMERATED

{


sGSNSupplied



(0),
-- For GGSN only


subscriptionSpecific

(1),
-- For SGSN only


aPNSpecific




(2),
-- For SGSN only


homeDefault




(3),
-- For SGSN and GGSN


roamingDefault



(4),
-- For SGSN and GGSN


visitingDefault



(5)

-- For SGSN and GGSN

}

DataVolumeGPRS
::= INTEGER


--


-- The volume of data transferred in octets.


--

DynamicAddressFlag
::= BOOLEAN

ETSIAddress
::= AddressString


--


-- First octet for nature of address, and numbering plan indicator (3 for X.121)


-- Other octets TBCD


-- See TS 29.002


--

FFDAppendIndicator
::= BOOLEAN

FreeFormatData
::=
OCTET STRING (SIZE(1..160))


--


-- Free formated data as sent in the FurnishChargingInformationGPRS 


-- see TS 29.078


--

GSNAddress
::= IPAddress

MSNetworkCapability
::= OCTET STRING (SIZE(1..8))


-- see 3G TS 24.008

NetworkInitiatedPDPContext
::= BOOLEAN


--


-- Set to true if PDP context was initiated from network side


--

NodeID
::= IA5String (SIZE(1..20))

NumberOfDPEncountered  ::= INTEGER

PDPAddress
::= CHOICE

{


iPAddress



[0] IPAddress,


eTSIAddress


    [1] ETSIAddress

}

PDPType

::= OCTET STRING (SIZE(2))


--


-- OCTET 1: PDP Type Organization


-- OCTET 2: PDP Type Number


-- See TS 29.060


--

PLMN-Id

::= OCTET STRING (SIZE (3))


--
This is a 1:1 copy from the Routing Area Identity (RAI) IE specified in TS 29.060


--  as follows:


--
OCTET 1 of PLMN-Id = OCTET 2 of RAI  


--
OCTET 2 of PLMN-Id = OCTET 3 of RAI  


--
OCTET 3 of PLMN-Id = OCTET 4 of RAI  

PSFurnishChargingInformation  ::= SEQUENCE

{


pSFreeFormatData


[1] PSFreeFormatData,


pSFFDAppendIndicator  
    [2] PSFFDAppendIndicator OPTIONAL

}

PSFFDAppendIndicator
::= BOOLEAN

PSFreeFormatData
::=
OCTET STRING (SIZE(1..160))

QoSInformation
::= OCTET STRING (SIZE (4..12))


--


-- This  octet string 


-- is a 1:1 copy of the contents (i.e. starting with octet 4) of the "Quality of 


-- service Profile" information element specified in 3GPP TS 29.060 [xx].

RoutingAreaCode
::= OCTET STRING (SIZE(1))


--


-- See TS 24.008
--


--

SCFAddress
::= AddressString


--


-- See TS 29.002
--


--

SGSNChange
::= BOOLEAN


--


-- present if first record after inter SGSN routing area update


-- in new SGSN


--
END

…

 End of Change in Clause 5.2.2.2
End of Document

