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Change in Clause 1

1
Scope

The present document defines the alarm integration reference point for the CMIP solution set. In detail:

-
clause 4 contains an introduction to some basic concepts of the CMIP interfaces;

-
clause 5 contains the GDMO definitions for the Alarm Management over the CMIP interfaces;

-
clause 6 contains the ASN.1 definitions supporting the GDMO definitions provided in clause 5.

This Solution Set specification is related to 3GPP TS 32.111-2 (V6.3.X).

End of Change in Clause 1

Change in Clause 4.2.5
4.2.5
Mapping of Notification Parameters

[…]

Table 14: Parameter mapping of the notification notifyAckStateChanged
	IS Parameter
	CMIP SS Equivalent
	Qualifier

	objectclass
	M-EVENT-REPORT parameter 'Managed object class'
	M

	objectInstance
	M-EVENT-REPORT parameter 'Managed object instance'
	M

	notificationId
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

notificationIdentifier
	M

	eventTime
	M-EVENT-REPORT parameter 'Event time'
	M

	systemDN
	This IS parameter is conditional and not used in the CMIP SS.
	--

	notificationType
	M-EVENT-REPORT parameter 'Event type'
	M

	probableCause
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

probableCause
	M

	perceivedSeverity
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

perceivedSeverity
	M

	alarmType
	The semantics of this parameter is conveyed by the notification type.
	--

	alarmId
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

correlatedNotifications 
	--

	
	

	

	ackState
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

additionalInformation:

ackStateParameter
	M

	ackUserId
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

additionalInformation: ackUserIdParameter
	M

	ackSystemId
	M-EVENT-REPORT parameter 'Event information' (AlarmInfo):

additionalInformation: ackSystemIdParameter
	O


[…]
End of Change in Clause 4.2.5
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