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Change in Clause 1

1
Scope

The present document is part of an Integration Reference Point (IRP) named "UTRAN Network Resources IRP", through which an "IRPAgent" (typically an Element Manager or Network Element) can communicate Configuration Management information to one or several  "IRPManagers" (typically Network Managers) concerning UTRAN resources. The "UTRAN Network Resources IRP" comprises a set of specifications defining Requirements, a protocol neutral Network Resource Model (NRM) and corresponding Solution Set(s).

The present document specifies the protocol neutral UTRAN Network Resources IRP: Network Resource Model. 
It reuses relevant parts of the generic NRM in TS 32.622 [16], either by direct reuse or sub-classing, and in addition to that defines UTRAN specific Information Object Classes.

The Configuration Management (CM) area is very large. The intention is to split the specification of the related interfaces in several IRPs – as described in the Introduction clause above. An important aspect of such a split is that the Network Resource Models (NRMs) defined in different IRPs containing NRMs are consistent, and that NRMs supported by an IRPAgent implementation can be accessed as one coherent model through one IRP Information Service (IS). 

To summarize, the present document has the following main purpose: 

to define the applied UTRAN specific NRM, based on the generic NRM in 3GPP TS 32.622 [16].

In order to access the information defined by this NRM, an IRP IS is needed, such as the Basic CM IRP IS (3GPP TS 32.602 [17]) or the Bulk CM IRP IS (3GPP TS 32.612 [18]). However, which IS that is applicable is outside the scope of the present document.

Regarding the support of the State Management IRP IS (TS 32.672 [8]), all NRMs of one release shall support the same State Management IRP version. The present document (NRM specification) is related to the IS in 3GPP TS 32.672 V6.0.X [8].

End of Change in Clause 1

Change in Clause 3.1

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply. For terms and definitions not found here, please refer to 3GPP TS 32.101 [1], 3GPP TS 32.102 [2] and 3GPP TS 32.600 [14].

Association: In general it is used to model relationships between Managed Objects. Associations can be implemented in several ways, such as:

(1) name bindings,

(2) reference attributes, and

(3) association objects.

This IRP stipulates that containment associations shall be expressed through name bindings, but it does not stipulate the implementation for other types of associations as a general rule. These are specified as separate entities in the object models (UML diagrams).

Managed Element (ME): An instance of the Information Object Class ManagedElement defined in [16].

Managed Object (MO): In the context of the present document, a Managed Object (MO) is a software object that encapsulates the manageable characteristics and behaviour of a particular Network Resource. The MO is instance of a MO class defined in a MIM/NRM. This class, called Information Object Class (IOC) has attributes that provide information used to characterize the objects that belong to the class (the term "attribute" is taken from TMN and corresponds to a "property" according to CIM). Furthermore, the IOC can have operations that represent the behaviour relevant for that class (the term "operation" is taken from TMN and corresponds to a "method" according to CIM). The IOC may support the emission of notifications that provide information about an event occurrence within a network resource.
Management Information Model (MIM): Also referred to as NRM – see the definition below. 
Network Resource Model (NRM): A model representing the actual managed telecommunications network resources that a System is providing through the subject IRP. An NRM identifies and describes the IOCs, their associations, attributes and operations. The NRM is also referred to as "MIM" (see above), which originates from the ITU-T TMN. 

Node B: A logical node responsible for radio transmission/reception in one or more cells to/from the User Equipment. 
It terminates the Iub interface towards the RNC.

End of Change in Clause 3.1

Change in Clause 4.1











End of Change in Clause 4.1

Change in Clause 4.2

4.2
Compliance rules


The following defines the meaning of Mandatory and Optional IOC attributes and associations between IOCs, in Solution Sets to the IRP defined by the present document:

· The IRPManager shall support all mandatory attributes/associations. The IRPManager shall be prepared to receive information related to mandatory as well as optional attributes/associations without failure; however the IRPManager does not have to support handling of the optional attributes/associations. 

· The IRPAgent shall support all mandatory attributes/associations. It may support optional attributes/associations.

An IRPAgent that incorporates vendor-specific extensions shall support normal communication with a 3GPP SA5‑compliant IRPManager with respect to all Mandatory and Optional managed object classes, attributes, associations, operations, parameters and notifications without requiring the IRPManager to have any knowledge of the extensions.  

Given that 

· rules for vendor-specific extensions remain to be fully specified, and 

· many scenarios under which IRPManager and IRPAgent interwork may exist,

it is recognised that in Release 4/5 the IRPManager, even though it is not required to have knowledge of vendor-specific extensions, may be required to be implemented with an awareness that extensions can exist and behave accordingly.  

End of Change in Clause 4.2

Change in Clause 6.3

6.3
Information object classes
6.3.1
RncFunction

6.3.1.1
Definition

This IOC represents RNC functionality. For more information about the RNC, see 3GPP TS 23.002 [15].

6.3.1.2
Attributes

Table 6.1: Attributes of RncFunction
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	rncFunctionId
	+
	M
	M
	-

	
	
	
	
	

	mcc
	+
	M
	M
	M

	mnc
	+
	M
	M
	M

	rncId
	+
	M
	M
	M


Table 6.2: Notifications of RncFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.2
NodeBFunction
6.3.2.1
Definition

This IOC represents Node B functionality. For more information about the Node B, see 3GPP TS 23.002 [15].  

6.3.2.2
Attributes

Table 6.3: Attributes of NodeBFunction
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	nodeBFunctionId
	+
	M
	M
	-

	
	
	
	
	

	nodeBFunction-IubLink
	+
	M
	M
	-


Table 6.4 Notifications of NodeBFunction
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.3
UtranCell
6.3.3.1
Definition

This IOC represents a radio cell controlled by the RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

The cell may be an FDD mode cell, a 1.28 Mcps TDD mode cell or a 3.84 Mcps TDD mode cell.

6.3.3.2
Attributes

Table 6.5: Attributes of UtranCell
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	utranCellId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	cId
	+
	M
	M
	M

	localCellId
	+
	M
	M
	M

	uarfcnUl
	+
	O
	M
	M

	uarfcnDl
	+
	O
	M
	M

	primaryScramblingCode
	+
	O
	M
	M

	primaryCpichPower
	+
	O
	M
	M

	maximumTransmissionPower
	+
	M
	M
	M

	primarySchPower
	+
	O
	M
	M

	secondarySchPower
	+
	O
	M
	M

	bchPower
	+
	O
	M
	M

	cellMode
	+
	M
	M
	-

	uarfcn
	+
	O
	M
	M

	cellParameterId
	+
	O
	M
	M

	primaryCcpchPower
	+
	O
	M
	M

	dwPchPower
	+
	O
	M
	M

	timeSlotList
	+
	O
	M
	M

	schPower
	+
	O
	M
	M

	lac
	+
	M
	M
	M

	rac
	+
	M
	M
	M

	rac
	+
	M
	M
	M

	uraList
	+
	M
	M
	M

	utranCell-IubLink
	+
	M
	M
	-


Table 6.6: Additional attributes of UtranCell for the support of the State Management IRP
	Attribute Name
	Support Qualifier
	READ
	WRITE

	operationalState
	O
	M
	(

	NOTE:
No state propagation shall be implied.


Table 6.7: Notifications of UtranCell
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.3.3
Constraints

	Name
	Definition

	inv_Constraints
	The following optional attributes shall be supported for corresponding modes as described below:

for FDD mode only:
uarfcnUI, uarfcnDl, primaryScramblingCode, primaryCpichPower, 
primarySchPower, secondSchPower, bchPower;

for 1.28 Mcps TDD mode only:
uarfcn, cellParameterId, primaryCcpchPower, timeSlotList , dwPchPower;

for 3.84 Mcps TDD mode only:
uarfcn, cellParameterId, primaryCcpchPower, timeSlotList , schPower.






6.3.4
IubLink
6.3.4.1
Definition

This IOC represents the logical link to a Node B as seen from the RNC. For more information about the RNC, see 3GPP TS 23.002 [15]. 

6.3.4.2
Attributes

Table 6.8: Attributes of IubLink
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	iubLinkId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	iubLink-UtranCell
	+
	M
	M
	M

	iubLink-NodeBFunction
	+
	M
	M
	-


Table 6.9: Notifications of IubLink
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


6.3.5
UtranRelation
6.3.5.1
Definition

The UtranRelation IOC contains radio network related parameters for the relation to the UtranCell or ExternalUtranCell IOC. The UtranCell and the ExternalUtranCell may be an FDD mode cell, a 1.28 Mcps TDD mode cell or a 3.84 Mcps TDD mode cell. 

NOTE:
In handover relation terms, the cell containing the UTRAN Relation object is the source cell for the handover. The cell referred to in the UTRAN relation object is the target cell for the handover. This defines a one-way handover relation where the direction is from source cell to target cell.

6.3.5.2
Attributes

Table 6.10: Attributes of UtranRelation
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	utranRelationId
	+
	M
	M
	-

	adjacentCell
	+
	M
	M
	M

	cellMode
	+
	M
	M
	-

	uarfcnUl
	+
	O
	M
	-

	uarfcnDl
	+
	O
	M
	-

	primaryScramblingCode
	+
	O
	M
	-

	primaryCpichPower
	+
	O
	M
	-

	lac
	+
	O
	M
	-

	uarfcn
	+
	O
	M
	-

	cellParameterId
	+
	O
	M
	-

	primaryCcpchPower
	+
	O
	M
	-


Table 6.11: Notifications of UtranRelation
	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.5.3
Constraints

	Name
	Definition

	inv_Constraints
	The optional attributes should be included as described below according to each mode, only when the EM cannot guarantee consistency between the cell definition and what is broadcast on system information. Otherwise they shall not be included.

The attributes for FDD mode are:  uarfcnUl, uarfcnDl, primaryScramblingCode, primaryCpichPower, lac.

The attributes for 1.28 Mcps TDD mode and 3.84 Mcps TDD are:
uarfcn, cellParameterId, primaryCcpchPower, lac.





6.3.6
ExternalUtranCell
6.3.6.1
Definition

This IOC represents a radio cell controlled by another IRPAgent. This IOC has necessary attributes for inter-system and intra-system handover. The external cell may be an FDD mode cell or a TDD mode cell. It contains a subset of the attributes of related IOCs controlled by another IRPAgent. The way to maintain consistency between the attribute values of these two IOCs is outside the scope of the present document.

6.3.6.2
Attributes

Table 6.12: Attributes of ExternalUtranCell
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	externalUtranCellId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	cId
	+
	M
	M
	M

	mcc
	+
	M
	M
	M

	mnc
	+
	M
	M
	M

	rncId
	+
	M
	M
	M

	cellMode
	+
	M
	M
	-

	uarfcnUl
	+
	O
	M
	M

	uarfcnDl
	+
	O
	M
	M

	primaryScramblingCode
	+
	O
	M
	M

	primaryCpichPower
	+
	O
	M
	M

	uarfcn
	+
	O
	M
	M

	cellParameterId
	+
	O
	M
	M

	primaryCcpchPower
	+
	O
	M
	M

	lac
	+
	M
	M
	M

	rac
	+
	M
	M
	M


Table 6.13: Notifications of ExternalUtranCell
	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


6.3.6.3
Constraints
	Name
	Definition

	inv_Constraints
	The following optional attributes shall be supported for corresponding modes as described below:

for FDD mode only:
uarfcnUI, uarfcnDl, primaryScramblingCode, 
primaryCpichPower;

for 1.28 Mcps TDD mode and 3.84 Mcps TDD mode:
uarfcn, cellParameterId, primaryCcpchPower.





End of Change in Clause 6.3

Change in Clause 6.4.1.3

6.4.1.3
Constraints


	Name
	Definition

	inv_Constraints
	When a particular IubLink identifies a particular NodeBFunction, that particular NodeBFunction must identify the particular IubLink.


End of Change in Clause 6.4.1.3

Change in Clause 6.4.2.3

6.4.2.3
Constraints


	Name
	Definition

	inv_Constraints
	When a particular IubLink identifies a particular UtranCell, that particular UtranCell must have identified the particular IubLink.


End of Change in Clause 6.4.2.3

Change in Clause 6.4.3.3

6.4.3.3
Constraints


	Name
	Definition

	inv_Constraints
	This role (for a particular UtranRelation) shall be present if the UtranNeighbourCellRelation of this particular UtranRelation is absent.  This role shall be absent if the UtranNeighbourCellRelation of this particular UtranRelation is present.


End of Change in Clause 6.4.3.3

Change in Clause 6.5

6.5
Information attributes definition

6.5.1
Definition and legal values

Table 6.18 defines the attributes that are present in several Information Object Classes (IOCs) of the present document.

Table 6.18: Attributes

	Attribute Name
	Definition
	Legal Values

	adjacentCell
	It carries the DN of the UtranCelll or the ExternalUtranCell.
	

	bchPower
	The power of the broadcast channel in the FDD mode cell (Ref. 3GPP TS 25.433 [5]).
	Type: Numeric value

Range:  (-35..+15 dB)  Steps of 0.1dB

	cellMode
	An attribute that identifies the cell mode.
	Type: Enumerated value

Range: ( “FDD mode”, “1.28McpsTDD mode”, “3.84McpsTDD mode” )

	cellParameterId
	For IOCs UtranCell and ExternalUtranCell,this attribute identifies unambiguously  the TDD mode cell (see ref. TS 25.433 [5]):
· 3.84 Mcps TDD - Code Groups, Scrambling Codes, Midambles and Toffset

· 1.28 Mcps TDD - SYNC-DL and SYNC-UL sequences, the scrambling codes and the midamble codes
For IOC UtranRelation, this parameter will be broadcast in the system information of associated cell.

The associated cell can be:

· another UTRAN TDD cell (1.28 Mcps TDD or 3.84 Mcps TDD)

· the external UTRAN TDD cell (1.28 Mcps TDD or 3.84 Mcps TDD).
	Type: Integral numeric value

Range: (0…127)

	cId
	The attribute is the identifier of a cell in one RNC (Ref. 3GPP TS 25.401 [4]), 3GPP TS 25.433 [5]).
	Type: Integral numeric value

Range:  (0…65535)

	dwPchPower
	DwPCH Power is the power that shall be used for transmitting the DwPCH in a 1.28 Mcps TDD cell. (Ref. 3 GPP TS 25.433 [5] ).
	Type: Numeric value

Range: (-15…+40 dBm) Steps of 0.1dB

	externalUtranCellId
	An attribute whose "name+value" can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	iubLinkId
	An attribute whose "name+value" can be used as an RDN when naming an instance of the IOC. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	lac
	IOCs UtranCell and ExternalUtranCell:

Location Area Code, LAC (Ref. 3GPP TS 23.003 [3]).

IOC UtranRelation:

Location Area Code, LAC (Ref. 3GPP TS 23.003 [3]), for another UTRAN cell or the external UTRAN Cell that is broadcast in the system information in the Cell.
	Type: Integral numeric value

Range: (1.. 65533,  65535)

	localCellId
	Local Cell id is used to uniquely identify the set of resources defined in a Node B to support a cell (as defined by a Cid Ref. 3GPP TS 25.401 [4]), 3GPP TS 25.433 [5]). It must be unique in Node B at a minimum, but may be unique in UTRAN. It can be used to tie the cell in the RNC to a specific set of resources in the Node B.
	Type: Integral numeric value

Range: (0…268435455)

	maximumTransmissionPower
	The maximum transmission power of a cell. It is the maximum power for all downlink channels added together, that is allowed to be used simultaneously in a cell. (Ref. 3GPP TS 25.433 [5]).
	Type: Numeric value

Range: (0,..50 dBm)  

Steps of  0.1 dB

	mcc
	Mobile Country Code, MCC (part of the PLMN Id, Ref. 3GPP TS 23.003 [3]).
	

	mnc
	Mobile Network Code, MNC (part of the PLMN Id, Ref. 3GPP TS 23.003 [3]).
	

	primaryCcpchPower
	IOCs UtranCell and ExternalUtranCell:
The power of the primary CCPCH channel in the TDD cell (Ref. 3 GPP TS 25.433 [5]).

IOC UtranRelation:

The power of the primary CCPCH channel in the TDD cell (Ref. 3 GPP TS 25.433 [5]), for another UTRAN  TDD cell or the external UTRAN TDD Cell that is broadcast in the system information in the Cell.
	Type: Numeric value

Range: (-15…+40 dBm…) Steps of  0.1dB

	nodeBFunctionId
	An attribute whose "name+value" can be used as an RDN when naming an instance of the IOC. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	primaryCpichPower
	IOCs UtranCell and ExternalUtranCell:

The power of the primary CPICH channel in the FDD mode cell (Ref. 3GPP TS 25.433 [5]).

IOC UtranRelation:

The power of the primary CPICH channel in the FDD mode cell (Ref. 3GPP TS 25.433 [5]), for another UTRAN FDD mode cell or the external UTRAN FDD mode cell that is broadcast in the system information in the cell.
	Type: Numeric value

Range: (-10,..,50 dBm)  Steps of  0.1 dB

	primarySchPower
	The power of the primary synchronisation channel in the FDD mode cell, DL Power (Ref. 3GPP TS 25.433 [5]).
	Type: Numeric value

Range: (-35..+15 dB)  Steps of 0.1dB

	primaryScramblingCode
	IOCs UtranCell and ExternalUtranCell:

The primary DL scrambling code used by the FDD mode cell (Ref. 3GPP TS 25.433 [5]).

IOC UtranRelation:

The primary DL scrambling code used by the FDD mode cell (Ref. 3GPP TS 25.433 [5]), for another UTRAN FDD mode cell or the external UTRAN FDD mode cell that is broadcast in the system information in the cell.
	Type: Integral numeric value

Range:  (0 – 511)

	rac
	Routing Area Code, RAC (Ref. 3GPP TS 23.003 [3]).
	Type: Integral numeric value

Range:  (0..255)

	rncFunctionId
	An attribute whose "name+value" can be used as an RDN when naming an instance of the IOC. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	rncId
	IOC ExternalUtranCell:

Unique RNC ID for the associated RNC (Ref. 3GPP TS 23.003 [3]).

IOC RncFunction:

Unique RNC ID (Ref. 3GPP TS 23.003 [3]).
	

	sac
	Service Area Code, SAC (Ref. 3GPP TS 23.003 [3]).
	Type: Integral numeric value

Range: (0.. 65535)

	schPower
	The power of the synchronisation channel in 3.84 Mcps TDD cell (Ref. 3GPP TS 25.433 [5]).
	Type: Numeric Value

Range: (-35…15 dB) Steps of 0.1dB

	secondarySchPower
	The power of the secondary synchronisation channel in the cell, DL Power (Ref. 3GPP TS 25.433 [5]).
	Type: Numeric value

Range:  (-35..+15 dB)  Steps of 0.1dB

	timeSlotList
	This attribute defines the time slot configuration information in the TDD cell. It is a list which contains 7 (for 1.28 Mcps TDD cell) or 15 (for 3.84 Mcps TDD cell) items. Within each item there are three parts: timeSlotId, timeSlotDirection, timeSlotStatus (Ref. 3GPP TS 25.433 [5]). 
	timeSlotId:

when applied to1.28 Mcps TDD cell: 

Type: Integral numeric value

Range: (0…6);

when applied to 3.84 Mcps TDD cell:

Type: Integral numeric value

Rang: (0…14);

timeSlotDirection:

Type: Enumerated value

Range: (Ul, Dl);

timeSlotStatus:

Type: Enumerated value

Range: (Active, Not active)

	uarfcn
	IOCs UtranCell and ExternalUtranCell:
The UTRA absolute Radio Frequency Channel number for TDD mode cell, UARFCN (ref. 3 GPP TS 25.433 [5]).

The channel number corresponds to a frequency in the TDD band, for uplink and downlink transmission (ref. 3GPP TS 25.102 [12]).

IOC UtranRelation:

The UTRA absolute Radio Frequency Channel number for TDD mode cell, UARFCN (ref. 3 GPP TS 25.433 [5]), for another UTRAN TDD mode cell or the external UTRAN TDD mode Cell that is broadcast in the system information in the Cell.
	Type : Integral numeric Value

For 3.84Mcps TDD Range: (9512-9588), (10062-10113) or (9262-9538), (9662-9938) or (9562-9638) 

For 1.28Mcps TDD Range: (9504-9596), (10054-10121), or (9254-9546), (9654-9946) or (9554-9646).

	uarfcnDl
	IOCs UtranCell and ExternalUtranCell:

The DL UTRA absolute Radio Frequency Channel number for FDD mode cell, UARFCN (Ref. 3GPP TS 25.433 [5]).

IOC UtranRelation:

The channel number should correspond to a frequency in FDD the downlink band,  range 2110 MHz – 2170 MHz, or 1930 MHz – 1990 MHz for ITU Region 2. (Ref. 3GPP TS 25.101 [10]).

The DL UTRA absolute Radio Frequency Channel number for FDD mode cell, UARFCN (Ref. 3GPP TS 25.433 [5]), for another UTRAN FDD mode cell or the external UTRAN FDD mode cell that is broadcast in the system information in the Cell.
	Type: Integral numeric value

Range: (10562 - 10838) or (9662 – 9938)

	uarfcnUl
	IOCs UtranCell and ExternalUtranCell:

The UL UTRA absolute Radio Frequency Channel number for FDD mode cell, UARFCN (Ref. 3GPP TS 25.433 [5]).

IOC UtranRelation:

The channel number should correspond to a frequency in the FDD uplink band,  range 1920 MHz – 1980 MHz,  or 1850 MHz - 1910 MHz for ITU Region 2. (Ref. 3GPP TS 25.101 [10])

The UL UTRA absolute Radio Frequency Channel number for FDD mode cell, UARFCN (Ref. 3GPP TS 25.433 [5]) for another UTRAN FDD mode cell or the external UTRAN FDD mode cell, that is broadcast in the system information in the Cell.
	Type: Integral numeric value

Range:  (9612 - 9888)  or  (9262 – 9538)

	uraList
	A list of UTRAN Registration Area, URA (Ref. 3GPP TS 25.331 (subclause 10.3.10)[9]), that a UtranCell can belong to.
	Type: A list of Integral numeric values

Range: (0..65535) for each integral numeric value.

	userLabel
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.
	

	utranCellId
	An attribute whose "name+value" can be used as an RDN when naming an instance of the IOC. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	utranRelationId
	An attribute whose "name+value" can be used as an RDN when naming an instance of the IOC. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	


6.5.2
Constraints

	Name
	Definition

	inv_Constraints
	There are no special attribute constraints
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