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1
Decision/action requested

The used AVPs in the Re interface in TS 32.296 should be checked. Overlapping AVPs (e.g. defined in Diameter Credit Control Application or in 3GPP TSs) should be evaluated and replaced if needed by existing ones. This is proposed to be done by the TS Rapporteur. 
2
References

· TS 32.296 v6.0.0

· DCCA

3
Rationale

· AllowedUnits AVP replaced with 


Granted-Service-Unit AVP (DCCA)

· BasicPrice and Price AVPs replaced with 

Cost-Information AVP (DCCA)

· CosumedUnits AVP replaced with 


Used-Service-Unit AVP (DCCA)

· ConsumedUnitsAfterTariffSwitch AVP replaced with 
Used-Service-Unit AVP (DCCA)

· RequestedUnits AVP replaced with 


Requested-Service-Unit AVP (DCCA)

· TariffSwitchTime AVP replaced with


Tariff-Time-Change AVP (DCCA) 

4
Detailed proposal

As the Ro and Re interfaces should be aligned to achieve optimal prepaid functionality, all identical information elements should use same AVPs whenever possible. All overlapping AVP definitions should be removed. It is proposed that the TS Rapporteur would evaluate the above listed AVPs (and possible other overlapping AVPs) and produce a CR for optimisation purposes.

