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1
Decision/action requested

The ASN.1 code for GuaranteedBitRate and MaximumBitRate should be replaced with the correct definitions. 
2
References

· TS 32.298 v1.0.0 in Tdoc SP-30413
3
Rationale

none
4
Detailed proposal

The existing ASN.1 code definitions for GuaranteedBitRate and MaximumBitRate should be replaced with the following corrected definitions in subclause 5.2.2.1.    
5.2.2
Bearer level CDR definitions

This subclause contains the syntax definitions of the CDRs on the bearer level. This comprises the CDR types from the Circuit Switched (CS) domain (TS 32.250 [10]), the Packet Switched (PS) domain, i.e. GPRS (TS 32.251 [11]), and WLAN (TS 32.252 [12]).

5.2.2.1
CS domain CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.250 [10].

…
GuaranteedBitRate ::= ENUMERATED
 

{
     gbr14kbps (1),
   -- ( 14,4 kbit/s) BS20 non-transparent 
     gbr28kbps (2),
   -- ( 28,8 kbit/s) BS20 non-transparent and transparent 




-- 

   BS30 transparent and multimedia
     gbr32kbps (3),
-- ( 32,0 kbit/s) BS30 multimedia
     gbr33kbps (4),
-- ( 33,6 kbit/s) BS30 multimedia 
     gbr56kbps (5),
-- ( 56,0 kbit/s) BS30 transparent and multimedia 
     gbr57kbps (6),
-- ( 57,6 kbit/s) BS20 non-transparent
     gbr64kbps (7)
-- ( 64,0 kbit/s) BS30 transparent and multimedia
}
…
MaximumBitRate ::= ENUMERATED
 

{
     mbr14kbps (1),

-- ( 14,4 kbit/s) BS20 non-transparent 
     mbr28kbps (2),

-- ( 28,8 kbit/s) BS20 non-transparent and transparent 







-- 



  BS30 transparent and multimedia
     mbr32kbps (3),

-- ( 32,0 kbit/s) BS30 multimedia
     mbr33kbps (4),

-- ( 33,6 kbit/s) BS30 multimedia 
     mbr56kbps (5),

-- ( 56,0 kbit/s) BS30 transparent and multimedia 
     mbr57kbps (6),

-- ( 57,6 kbit/s) BS20 non-transparent
     mbr64kbps (7)

-- ( 64,0 kbit/s) BS30 transparent and multimedia
}

