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A new feature is specified in TS 23.140 that allows MMS Value Added Service Providers (VASP) to retrieve information about the MMS User Agent capabilities. This information enables the VASP to correctly adapt the MM format to the proper characteristics of the recipient handset(s) before submitting it. The handset capabilities information is provided by the operator that may be willing to charge the VASP accordingly.

In order to fulfill this charging feature it is necessary to update MM7 CDRs with the parameter describing the terminal capabilities information.
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A new parameter is created in the MM7 Delivery Report Request CDR (MM7DRRq-CDR) and in the MM7 Deliver Request CDR (MM7DRq-CDR) that holds the Recipient MMS User Agent Capabilities.




Consequences if 
(

not approved:
No charging support for the delivery of the MMS User Agent Capabilities to the VASP. Misalignment between TS 23.140 and TS 32.270.




Clauses affected:
(

6.1.5.2 and 6.1.5.6





Y
N



Other specs
(


X
 Other core specifications
(



affected:

X
 Test specifications




X
 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in Clause 6.1.5.2

6.1.5.2
MM7 Deliver Request CDR (MM7DRq-CDR)

If enabled, a MM7 Deliver Request Charging Data Record (MM7DRq-CDR) shall be produced in the MMS Relay/Server if and when the MMS Relay/Server sends an MM7_deliver.REQ to the recipient MMS VASP.

Table 6.26: MM7 Deliver Request record (MM7DRq -CDR)

Field
Category
Description

Record Type
M
MM7 Deliver Request record.

Recipient MMS Relay/Server Address
M
IP address or domain name of the recipient MMS Relay/Server.

Linked ID
C
This field is present in the CDR only if the MM defines a correspondence to a previous message that was delivered by the MMS Relay/Server. The MM identification provided by the originator MMS Relay/Server.

Reply Charging ID
C
This field is present in the CDR only if the MM is a reply-MM to an original MM. The Reply-Charging ID is the Message ID of the original MM. 

Originator address
M
The address of the MMS User Agent as used in the MM7_deliver_REQ. 

Recipient address
M
The address of the MM recipient of the MM.

MM component list
Om
The list of media components with volume size.

Message size
Om
The total size of the MM content.

Content type
M
The content type of the MM content.

MMS User Agent Capabilities
Oc
Information about the capabilities of the MMS User Agent that originated the MM. Present only if provided in the MM7_deliver.REQ.

Priority
Oc
The priority (importance) of the message if specified by the VASP

Applic-ID
Oc
If present, this field holds the identification of the destination application that the underlying MMS abstract message was addressed to.

Reply-Applic-ID
Oc
If present, this parameter indicates a “reply path”, i.e. the identifier of the application to which delivery reports, read-reply reports and reply-MMs are addressed.

Aux-Applic-Info
Oc
If present, this parameter indicates additional application/implementation specific control information.

Record Time Stamp
Om
Time of generation of the CDR

Local Record Sequence Number
Om
Consecutive record number created by this node. The number is allocated sequentially including all CDR types.

Record extensions
Oc
A set of network/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.

End of Change in Clause 6.1.5.2

Change in Clause 6.1.5.6

6.1.5.6
MM7 Delivery Report Request CDR (MM7DRRq-CDR)

If enabled, a MM7 Delivery Report Request Charging Data Record (MM7DRRq-CDR) shall be produced in the MMS Relay/Server if and when the MMS Relay/Server sends an MM7_delivery_report.REQ to the MMS VASP.

Table 6.30: MM7 Delivery Report Request record (MM7DRRq-CDR)

Field
Category
Description

Record Type
M
MM7 Delivery Report Requestrecord.

Recipient MMS Relay/Server Address
Om
IP address or domain name of the recipient MMS Relay/Server.

Message ID
M
The MM identification provided by the originator MMS Relay/Server.

Originator address
Om
The address of the VAS that submitted the original MM.

Recipient address
M
The address of the MM recipient of the MM.

MM Date and time
M
Date and time the MM was handled (retrieved, expired, rejected, etc.) as specified in the MM7_delivery_report.REQ.

MM Status Code 
M
The status code of the delivered MM as received in the MM7_delivery_report.RES.

MM Status Text
Oc
This field includes the status text as received in the MM7_delivery_report.RES corresponding to the MM Status Code. Present only if provided in the MM7_delivery_report.RES.

MMS User Agent Capabilities
Oc
Information about the capabilities of the MMS User Agent that originated the MM. Present only if provided in the MM7_delivery_report.REQ.

Applic-ID
Oc
If present, this field holds the identification of the destination application that the underlying MMS abstract message was addressed to.

Reply-Applic-ID
Oc
If present, this parameter indicates a “reply path”, i.e. the identifier of the application to which delivery reports, read-reply reports and reply-MMs are addressed.

Aux-Applic-Info
Oc
If present, this parameter indicates additional application/implementation specific control information.

Record Time Stamp
Om
Time of generation of the CDR

Local Record Sequence Number
Om
Consecutive record number created by this node. The number is allocated sequentially including all CDR types.

Record extensions
Oc
A set of network/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.

End of Change in Clause 6.1.5.6
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