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End of Change in Clause 2

Change in Clause 4

4
System overview

4.1
System Context

The general definition of the System Context for the present IRP is found in 3GPP TS 32.150 [14] subclause 4.7.

In addition, the set of related IRP(s) relevant to the present IRP is shown in the two diagrams below.
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Figure 4.1: System Context A
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Figure 4.2: System Context B

4.2
Compliance rules

For general definitions of compliance rules related to qualifiers (Mandatory/Optional/Conditional) for operations, notifications and parameters (of operations and notifications) please refer to 3GPP TS 32.150 [14].

An IRPAgent that incorporates vendor-specific extensions shall support normal communication with a 3GPP SA5‑compliant IRPManager with respect to all Mandatory and Optional managed object classes, attributes, associations, operations, parameters and notifications without requiring the IRPManager to have any knowledge of the extensions.  

Given that 

· rules for vendor-specific extensions remain to be fully specified, and 

· many scenarios under which IRPManager and IRPAgent interwork may exist,

it is recognised that the IRPManager, even though it is not required to have knowledge of vendor-specific extensions, may be required to be implemented with an awareness that extensions can exist and behave accordingly.  

End of Change in Clause 4

Change in Clause 5

5
Modelling approach

See 3GPP TS 32.150 [14].

(1) 
(2) 






End of Change in Clause 5 
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